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Change 1 
	Function name
	fl_EUTRA_9_2_1_2_1b_Body()

	Reason for change
	When the test case 9.2.1.2.1b runs in voice centric mode, For case when the UE is not sending Detach Request on EUTRAN after sending Attach complete message(step 11b0 ), on expiry of 2 secs timer EUTRA PTC required to send authentication parameters, which is expected at UTRAN / GERAN PTC at this point.

	Summary of change
	Sending authentication parameters from EUTRA PTC, on expiry of 2 secs timer if UE didnt send detach request.

	TTCN module
	LTE_IRAT_IWD_13wk49\LTE_IRAT\9_2\NAS_Attach_UG.ttcn


Before change

  function fl_EUTRA_9_2_1_2_1b_Body() runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_Lac v_Lac1 := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (Combined); // @sic R5s110176 sic@

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti1_Params);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var template (value) LocAreaId v_LAI_1 := cs_LAI('13'O, v_PLMN, v_Lac1);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (Combined); // @sic R5s110176 sic@

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var template (omit) AccessPointName v_APN := omit;

    var HalfOctet_Type v_EpsBearerId := tsc_EpsDefaultBearerId;

    var NAS_MSG_Indication_Type v_NasInd;

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var boolean v_EIT_Flag := false;

    var charstring v_OtherRAT := f_EUTRA_GetOtherRAT();

    var float v_TimerValue;

    var boolean v_RcvdComplete := false;

    var NAS_AttDetValue_Type v_EDetachType :=f_GetEDetachType(Combined);

    var AccessStratumRelease v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease ();

    timer t_Wait2 := 2.0; // Wait for Attach Complete/Detach
…..

…..

    if (pc_CS_PS_voice_centric and px_UE_CS_PS_UsageSetting_Tested == VOICE_CENTRIC) {

      // Table 9.2.1.2.1b.3.2-2 @sic R5-122012 sic@

      select (v_OtherRAT) { // 1 in case the UE doesn't send anything @sic R5-133596 sic@

       case ("UTRAN") {

         f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

       }

       case ("GERAN") {

         f_IRAT_SendCoOrd (GERAN, cms_IRAT_OctetData (hex2oct(tsc_EpsDefaultBearerId))); // @sic R5s130833 sic@

         f_EUTRA_SendAuthParameters(eutra_CellA, GERAN);

       }

      }

      SRB.receive(car_SRB1_RrcPdu_IND(eutra_CellA, cr_508_RRCConnectionReconfigurationComplete(v_RRC_TI))); // @sic R5s130707 sic@

      t_Wait2.start;

      alt {

        [not v_RcvdComplete] SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                                             cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                               cr_508_ATTACH_COMPLETE,

                                                                                               cr_508_ActivateDefEpsBearerContextAccept(tsc_EpsDefaultBearerId))))

          {

            v_RcvdComplete := true;

            if ((v_Rel != rel8) and (v_Rel != rel9) and (v_Rel != rel10)) { // @sic R5-133596 sic@

              t_Wait2.stop;

            select (v_OtherRAT) { //  Rel-11 or above only sends Attach @sic R5-133596 sic@

              case ("UTRAN") {

                f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

              }

              case ("GERAN") {

                f_EUTRA_SendAuthParameters(eutra_CellA, GERAN);

              }

            }

              f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

              break;

            } else {

              t_Wait2.start; // start timer again to see if UE sends detach

              repeat;  // UE may then send detach req

            }

          }

         // @sic R5-133596 sic@

        [(v_Rel==rel8) or (v_Rel==rel9) or (v_Rel==rel10)]

          SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                           cr_NAS_Indication (tsc_SHT_IntegrityProtected_Ciphered,

                                                              cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                                                       f_GutiParameters2MobileIdentity(omit, v_Guti2_Params),

                                                                                       cr_DetachType(?, v_EDetachType)))))

          {

            t_Wait2.stop;

            select (v_OtherRAT) { // 3 Let other RAT know Detach has been sent @sic R5-133596 sic@

              case ("UTRAN") {

                f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger); // @sic R5s130707 sic@

                f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

              }

              case ("GERAN") {

                f_IRAT_SendCoOrd (GERAN, cms_IRAT_Trigger); // @sic R5s130707 sic@

                f_EUTRA_SendAuthParameters(eutra_CellA, GERAN);

              }

            }

            SRB.send (cas_SRB2_NasPdu_REQ ( eutra_CellA,

                                            cs_TimingInfo_Now,

                                            cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                           cs_508_DETACH_ACCEPT)));

            f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

          }

        [] t_Wait2.timeout

          { // @sic R5s130857 sic@

            f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

          }

      }

      // now wait until finished on other cell

      select (v_OtherRAT) {

        case ("UTRAN") {

          f_IRAT_WaitForCoOrd_Trigger(UTRAN);

        }

        case ("GERAN") {

          f_IRAT_WaitForCoOrd_Trigger(GERAN);

        }

      }
   …..
…..

}
After change

  function fl_EUTRA_9_2_1_2_1b_Body() runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_Lac v_Lac1 := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (Combined); // @sic R5s110176 sic@

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti1_Params);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var template (value) LocAreaId v_LAI_1 := cs_LAI('13'O, v_PLMN, v_Lac1);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (Combined); // @sic R5s110176 sic@

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var template (omit) AccessPointName v_APN := omit;

    var HalfOctet_Type v_EpsBearerId := tsc_EpsDefaultBearerId;

    var NAS_MSG_Indication_Type v_NasInd;

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var boolean v_EIT_Flag := false;

    var charstring v_OtherRAT := f_EUTRA_GetOtherRAT();

    var float v_TimerValue;

    var boolean v_RcvdComplete := false;

    var NAS_AttDetValue_Type v_EDetachType :=f_GetEDetachType(Combined);

    var AccessStratumRelease v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease ();

    timer t_Wait2 := 2.0; // Wait for Attach Complete/Detach
…..

…….

    //@siclog "Step 9-10 Void" siclog@

    if (pc_CS_PS_voice_centric and px_UE_CS_PS_UsageSetting_Tested == VOICE_CENTRIC) {

      // Table 9.2.1.2.1b.3.2-2 @sic R5-122012 sic@

      select (v_OtherRAT) { // 1 in case the UE doesn't send anything @sic R5-133596 sic@

       case ("UTRAN") {

         f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

       }

       case ("GERAN") {

         f_IRAT_SendCoOrd (GERAN, cms_IRAT_OctetData (hex2oct(tsc_EpsDefaultBearerId))); // @sic R5s130833 sic@

         f_EUTRA_SendAuthParameters(eutra_CellA, GERAN);

       }

      }

      SRB.receive(car_SRB1_RrcPdu_IND(eutra_CellA, cr_508_RRCConnectionReconfigurationComplete(v_RRC_TI))); // @sic R5s130707 sic@

      t_Wait2.start;

      alt {

        [not v_RcvdComplete] SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                                             cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                               cr_508_ATTACH_COMPLETE,

                                                                                               cr_508_ActivateDefEpsBearerContextAccept(tsc_EpsDefaultBearerId))))

          {

            v_RcvdComplete := true;

            if ((v_Rel != rel8) and (v_Rel != rel9) and (v_Rel != rel10)) { // @sic R5-133596 sic@

              t_Wait2.stop;

            select (v_OtherRAT) { //  Rel-11 or above only sends Attach @sic R5-133596 sic@

              case ("UTRAN") {

                f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

              }

              case ("GERAN") {

                f_EUTRA_SendAuthParameters(eutra_CellA, GERAN);

              }

            }

              f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

              break;

            } else {

              t_Wait2.start; // start timer again to see if UE sends detach

              repeat;  // UE may then send detach req

            }

          }

         // @sic R5-133596 sic@

        [(v_Rel==rel8) or (v_Rel==rel9) or (v_Rel==rel10)]

          SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                           cr_NAS_Indication (tsc_SHT_IntegrityProtected_Ciphered,

                                                              cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                                                       f_GutiParameters2MobileIdentity(omit, v_Guti2_Params),

                                                                                       cr_DetachType(?, v_EDetachType)))))

          {

            t_Wait2.stop;

            select (v_OtherRAT) { // 3 Let other RAT know Detach has been sent @sic R5-133596 sic@

              case ("UTRAN") {

                f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger); // @sic R5s130707 sic@

                f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

              }

              case ("GERAN") {

                f_IRAT_SendCoOrd (GERAN, cms_IRAT_Trigger); // @sic R5s130707 sic@

                f_EUTRA_SendAuthParameters(eutra_CellA, GERAN);

              }

            }

            SRB.send (cas_SRB2_NasPdu_REQ ( eutra_CellA,

                                            cs_TimingInfo_Now,

                                            cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                           cs_508_DETACH_ACCEPT)));

            f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

          }

        [] t_Wait2.timeout

          { // @sic R5s130857 sic@



 select (v_OtherRAT) { 

              case ("UTRAN") {

                f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

              }

              case ("GERAN") {

                f_EUTRA_SendAuthParameters(eutra_CellA, GERAN);

              }

            }


            f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

          }

      }

      // now wait until finished on other cell

      select (v_OtherRAT) {

        case ("UTRAN") {

          f_IRAT_WaitForCoOrd_Trigger(UTRAN);

        }

        case ("GERAN") {

          f_IRAT_WaitForCoOrd_Trigger(GERAN);

        }

      }
…..

……

}
Change 2
	Function name
	fl_EUTRA_9_2_1_2_1c_Body()

	Reason for change
	When the test case 9.2.1.2.1c runs in voice centric mode, For case when the UE is not sending Detach Request on EUTRAN after sending Attach complete message(step 1a1 ), on expiry of 2 secs timer EUTRA PTC required to send authentication parameters, which is expected at UTRAN PTC at this point.

	Summary of change
	Sending authentication parameters from EUTRA PTC, on expiry of 2 secs timer if UE didnt send detach request.

	TTCN module
	LTE_IRAT_IWD_13wk49\LTE_IRAT\9_2\NAS_Attach_UG.ttcn


Before change

  function fl_EUTRA_9_2_1_2_1c_Body() runs on EUTRA_PTC

  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (Combined);

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var boolean v_IPallocationViaNasFlag :=  false;

    var NAS_MSG_Indication_Type v_NasInd;

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode ( eutra_CellA );

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_Guti1_Params.PLMN_Identity);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, Combined);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (Combined);

    var template (value) PDN_Address v_PDN_Address;

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(Combined);

    var NAS_AttDetValue_Type v_EDetachType :=f_GetEDetachType(Combined);

    var B3_Type v_PDNType := f_GetPdnType();

    var boolean v_RcvdComplete := false;

    var APNandPCOs_Type v_APNandPCOs;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var AccessStratumRelease v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease ();

    timer t_Wait2 := 2.0; // Wait for Attach Complete/Detach
…..

…. 
    // Table 9.2.1.2.1c.3.2-3

    f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN); // 1 @sic R5-133596 sic@

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_CellA, cr_508_RRCConnectionReconfigurationComplete(v_RRC_TI))); // @sic R5s130707 sic@

    t_Wait2.start;

    alt {

      [not v_RcvdComplete] SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                                           cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                             cr_508_ATTACH_COMPLETE,

                                                                                             cr_508_ActivateDefEpsBearerContextAccept(tsc_EpsDefaultBearerId))))

        {

          if (v_Rel != rel8 and v_Rel != rel9 and v_Rel != rel10) { // @sic R5-134739 sic@

            t_Wait2.stop;

            f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

            f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

            break;

          } else {  // earlier than release 11

            t_Wait2.start; // start timer again to see if UE sends detach

            repeat;  // UE may then send detach req

          }

        }

      [(v_Rel==rel8) or (v_Rel==rel9) or (v_Rel==rel10)]

        SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,  // @sic R5-134739 sic@

                                         cr_NAS_Indication (tsc_SHT_IntegrityProtected_Ciphered,

                                                            cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                                                     f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                     cr_DetachType(?, v_EDetachType)))))

       {

         t_Wait2.stop;

         f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger); // @sic R5s130707 sic@

         f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN); // 3 @sic R5-133596 sic@

         SRB.send (cas_SRB2_NasPdu_REQ ( eutra_CellA,

                                         cs_TimingInfo_Now,

                                         cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cs_508_DETACH_ACCEPT)));

         f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

       }

      [] t_Wait2.timeout

        {

           // @sic R5s130857 sic@

          f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

        }

    }
….

….

}
After change

    function fl_EUTRA_9_2_1_2_1c_Body() runs on EUTRA_PTC

  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (Combined);

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var boolean v_IPallocationViaNasFlag :=  false;

    var NAS_MSG_Indication_Type v_NasInd;

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode ( eutra_CellA );

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_Guti1_Params.PLMN_Identity);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, Combined);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (Combined);

    var template (value) PDN_Address v_PDN_Address;

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(Combined);

    var NAS_AttDetValue_Type v_EDetachType :=f_GetEDetachType(Combined);

    var B3_Type v_PDNType := f_GetPdnType();

    var boolean v_RcvdComplete := false;

    var APNandPCOs_Type v_APNandPCOs;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var AccessStratumRelease v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease ();

    timer t_Wait2 := 2.0; // Wait for Attach Complete/Detach
……

…..

    // Table 9.2.1.2.1c.3.2-3

    f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN); // 1 @sic R5-133596 sic@

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_CellA, cr_508_RRCConnectionReconfigurationComplete(v_RRC_TI))); // @sic R5s130707 sic@

    t_Wait2.start;

    alt {

      [not v_RcvdComplete] SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                                           cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                             cr_508_ATTACH_COMPLETE,

                                                                                             cr_508_ActivateDefEpsBearerContextAccept(tsc_EpsDefaultBearerId))))

        {

          if (v_Rel != rel8 and v_Rel != rel9 and v_Rel != rel10) { // @sic R5-134739 sic@

            t_Wait2.stop;

            f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

            f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

            break;

          } else {  // earlier than release 11

            t_Wait2.start; // start timer again to see if UE sends detach

            repeat;  // UE may then send detach req

          }

        }

      [(v_Rel==rel8) or (v_Rel==rel9) or (v_Rel==rel10)]

        SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,  // @sic R5-134739 sic@

                                         cr_NAS_Indication (tsc_SHT_IntegrityProtected_Ciphered,

                                                            cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                                                     f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                     cr_DetachType(?, v_EDetachType)))))

       {

         t_Wait2.stop;

         f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger); // @sic R5s130707 sic@

         f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN); // 3 @sic R5-133596 sic@

         SRB.send (cas_SRB2_NasPdu_REQ ( eutra_CellA,

                                         cs_TimingInfo_Now,

                                         cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cs_508_DETACH_ACCEPT)));

         f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

       }

      [] t_Wait2.timeout

        {


f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);  

           // @sic R5s130857 sic@

          f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

        }

    }
…

…

}

Change 3
	Function name
	fl_TC_9_2_3_2_1b_Body()

	Reason for change
	When the test case 9.2.3.2.1b runs in voice centric mode, For case when the UE is not sending Detach Request on EUTRAN after sending TAU complete message(step 6b1 ), on expiry of 2 secs timer EUTRA PTC required to send authentication parameters, which is expected at UTRAN / GERAN PTC at this point.

	Summary of change
	Sending authentication parameters from EUTRA PTC, on expiry of 2 secs timer if UE didnt send detach request.

	TTCN module
	LTE_IRAT_IWD_13wk49\LTE_IRAT\9_2\NAS_TrackingArea_UG.ttcn


Before change

     function fl_TC_9_2_3_2_1b_Body() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var NAS_PlmnId v_PLMNA := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_PlmnId v_PLMNB := f_Asn2Nas_PlmnId(v_Guti2_Params.PLMN_Identity);

    var NAS_Lac v_Lac1 := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var NAS_Lac v_Lac2 := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellB);

    var NAS_Tac v_TAC1  := '0001'O;

    var NAS_Tac v_TAC2  := '0002'O;

    var template (present) LocAreaId v_LAI_1 := cr_LAI('13'O, v_PLMNA, v_Lac1);

    var template (value)   LocAreaId v_LAI_2 := cs_LAI('13'O, v_PLMNB, v_Lac2);

    var template (omit) MobileIdentity v_MsId := f_GetMSId(Combined); // @sic R5s110176 sic@

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(Combined); // @sic R5s110176 sic@

    var NAS_MSG_Indication_Type v_NasInd;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var charstring v_OtherRAT := f_EUTRA_GetOtherRAT();

    var boolean v_RcvdComplete := false;

    var NAS_AttDetValue_Type v_EDetachType :=f_GetEDetachType(Combined);

    timer t_Wait2 := 2.0; // Wait for Attach Complete/Detach
….

…..

    //@siclog "Step 4" siclog@

    if (pc_CS_PS_voice_centric and px_UE_CS_PS_UsageSetting_Tested == VOICE_CENTRIC) {// @sic R5-115715 sic@ @sic R5s120079r1 sic@ @sic R5s120274 sic@

      // Table 9.2.3.2.3.3.2-2

      select (v_OtherRAT) { // 1 in case the UE doesn't send anything @sic R5-133596 sic@

        case ("UTRAN") {

          f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

        }

        case ("GERAN") {

          f_IRAT_SendCoOrd (GERAN, cms_IRAT_OctetData (hex2oct(tsc_EpsDefaultBearerId))); // @sic R5s130833 sic@

          f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

        }

      }

      t_Wait2.start;

      alt {

        [not v_RcvdComplete] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB,

                                                             cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                                               cr_508_TAU_Complete)))

          {

            t_Wait2.start;

            v_RcvdComplete := true;

            repeat;

          }

        [] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB,

                                           cr_NAS_Indication (tsc_SHT_IntegrityProtected_Ciphered,

                                                              cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                                                       f_GutiParameters2MobileIdentity(omit, v_Guti2_Params), // @sic R5s120834 sic@

                                                                                       cr_DetachType(?, v_EDetachType)))))

          {

            t_Wait2.stop;

            select (v_OtherRAT) { // 3 Let other RAT know Detach has been sent @sic R5-133596 sic@

              case ("UTRAN") {

                f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger); // @sic R5s130721 sic@

                f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

              }

              case ("GERAN") {

                f_IRAT_SendCoOrd (GERAN, cms_IRAT_Trigger); // @sic R5s130721 sic@

                f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

              }

            }

            SRB.send (cas_SRB1_NasPdu_REQ ( eutra_CellB,

                                            cs_TimingInfo_Now,

                                            cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                           cs_508_DETACH_ACCEPT)));

            f_EUTRA_RRC_ConnectionRelease (eutra_CellB, v_RRC_TI);

          }

        [] t_Wait2.timeout

          { // @sic R5s130857 sic@

            f_EUTRA_RRC_ConnectionRelease (eutra_CellB, v_RRC_TI);

          }

      }

        // now wait until finished on other cell

      select (v_OtherRAT) {

        case ("UTRAN") {

          f_IRAT_WaitForCoOrd_Trigger(UTRAN);

        }

        case ("GERAN") {

          f_IRAT_WaitForCoOrd_Trigger(GERAN);

        }

      }

      // Postamble

      f_EUTRA_TestBody_Set(false);

      // UE on other RAT, so just release the cells here

      f_EUTRA_ReleaseAllCells();

    }
….

….

}

After change

  function fl_TC_9_2_3_2_1b_Body() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var NAS_PlmnId v_PLMNA := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_PlmnId v_PLMNB := f_Asn2Nas_PlmnId(v_Guti2_Params.PLMN_Identity);

    var NAS_Lac v_Lac1 := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var NAS_Lac v_Lac2 := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellB);

    var NAS_Tac v_TAC1  := '0001'O;

    var NAS_Tac v_TAC2  := '0002'O;

    var template (present) LocAreaId v_LAI_1 := cr_LAI('13'O, v_PLMNA, v_Lac1);

    var template (value)   LocAreaId v_LAI_2 := cs_LAI('13'O, v_PLMNB, v_Lac2);

    var template (omit) MobileIdentity v_MsId := f_GetMSId(Combined); // @sic R5s110176 sic@

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(Combined); // @sic R5s110176 sic@

    var NAS_MSG_Indication_Type v_NasInd;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var charstring v_OtherRAT := f_EUTRA_GetOtherRAT();

    var boolean v_RcvdComplete := false;

    var NAS_AttDetValue_Type v_EDetachType :=f_GetEDetachType(Combined);

    timer t_Wait2 := 2.0; // Wait for Attach Complete/Detach
….

….

    //@siclog "Step 4" siclog@

    if (pc_CS_PS_voice_centric and px_UE_CS_PS_UsageSetting_Tested == VOICE_CENTRIC) {// @sic R5-115715 sic@ @sic R5s120079r1 sic@ @sic R5s120274 sic@

      // Table 9.2.3.2.3.3.2-2

      select (v_OtherRAT) { // 1 in case the UE doesn't send anything @sic R5-133596 sic@

        case ("UTRAN") {

          f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

        }

        case ("GERAN") {

          f_IRAT_SendCoOrd (GERAN, cms_IRAT_OctetData (hex2oct(tsc_EpsDefaultBearerId))); // @sic R5s130833 sic@

          f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

        }

      }

      t_Wait2.start;

      alt {

        [not v_RcvdComplete] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB,

                                                             cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                                               cr_508_TAU_Complete)))

          {

            t_Wait2.start;

            v_RcvdComplete := true;

            repeat;

          }

        [] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB,

                                           cr_NAS_Indication (tsc_SHT_IntegrityProtected_Ciphered,

                                                              cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                                                       f_GutiParameters2MobileIdentity(omit, v_Guti2_Params), // @sic R5s120834 sic@

                                                                                       cr_DetachType(?, v_EDetachType)))))

          {

            t_Wait2.stop;

            select (v_OtherRAT) { // 3 Let other RAT know Detach has been sent @sic R5-133596 sic@

              case ("UTRAN") {

                f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger); // @sic R5s130721 sic@

                f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

              }

              case ("GERAN") {

                f_IRAT_SendCoOrd (GERAN, cms_IRAT_Trigger); // @sic R5s130721 sic@

                f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

              }

            }

            SRB.send (cas_SRB1_NasPdu_REQ ( eutra_CellB,

                                            cs_TimingInfo_Now,

                                            cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                           cs_508_DETACH_ACCEPT)));

            f_EUTRA_RRC_ConnectionRelease (eutra_CellB, v_RRC_TI);

          }

        [] t_Wait2.timeout

          { // @sic R5s130857 sic@

          

 select (v_OtherRAT) { // @sic R5s130707 sic@

              case ("UTRAN") {

                f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

              }

              case ("GERAN") {

                f_EUTRA_SendAuthParameters(eutra_CellA, GERAN);

              }

            }


            f_EUTRA_RRC_ConnectionRelease (eutra_CellB, v_RRC_TI);

          }

      }

        // now wait until finished on other cell

      select (v_OtherRAT) {

        case ("UTRAN") {

          f_IRAT_WaitForCoOrd_Trigger(UTRAN);

        }

        case ("GERAN") {

          f_IRAT_WaitForCoOrd_Trigger(GERAN);

        }

      }

      // Postamble

      f_EUTRA_TestBody_Set(false);

      // UE on other RAT, so just release the cells here

      f_EUTRA_ReleaseAllCells();

    }
….

….

}

