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Change 1

	Testcase name
	9.2.3.2.16

	Reason for change
	In case of pics/pixit parameter pc_Manual_CSG_Selection set to true the pre-test conditions are executed twice. After adding condition checker for pc_Manual_CSG_Selection to TTCN the original part of code was not deleted.

	Summary of change
	Removed redundant part of code.

	Source of change
	LTE\9_2\NAS_TrackingArea_EOnly.ttcn


Before change:

	  function f_TC_9_2_3_2_16_EUTRA() runs on EUTRA_PTC

  { /* Combined tracking area update / Rejected / Not authorized for this CSG */

    var template (value) CellPowerList_Type v_CellPowerList;

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cells

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_CellConfig_Def(eutra_CellC);

    f_UT_ConfigureCombinedAttach (UT);

    // delete the UE's CSG whitelist, supported per test case selection expression

    f_EUTRA_Preamble_EmptyCSG_AllowedList(eutra_CellB, Combined); // @sic R5s120480 sic@

    // modify system information for the CSG cell

    //Set system information combination 7 in cell B

    f_EUTRA_ChangeSysinfoCombination (eutra_CellB, c7);  // @sic R5-121733 sic@

    //Set system information 1 cell B

    f_EUTRA_CellInfo_SetSysInfo_Csg_Ind ( eutra_CellB, true );

    f_EUTRA_CellInfo_SetSysInfo_Csg_Id ( eutra_CellB, v_CSG_Identity_CellB );

    //Set system information 4 cell B

    f_EUTRA_SetSIB4_CSG_Def (eutra_CellB);   // @sic R5-121733 sic@

    // make the modified system information become active

    f_EUTRA_SS_ConfigureSysinfo (eutra_CellB); // @sic R5s120298 sic@

    f_EUTRA_Manual_CSG_Selection (eutra_CellB, v_CSG_Identity_CellB, Combined); // @sic R5s120480 sic@ UE registers on cell B using manual CSG selection
    // Add the CSG ID of Cell B in CSG list in USIM

    if (pc_Manual_CSG_Selection) { //@sic R5-134565 sic@

        // Insert a USIM

        f_UT_USIM_Insert (UT, "USIM with service n86 available");

        // delete the UE's CSG whitelist, supported per test case selection expression

        f_EUTRA_Preamble_EmptyCSG_AllowedList(eutra_CellB, Combined); // @sic R5s120480 sic@

        // modify system information for the CSG cell

        //Set system information combination 7 in cell B

        f_EUTRA_ChangeSysinfoCombination (eutra_CellB, c7);  // @sic R5-121733 sic@

        //Set system information 1 cell B

        f_EUTRA_CellInfo_SetSysInfo_Csg_Ind ( eutra_CellB, true );

        f_EUTRA_CellInfo_SetSysInfo_Csg_Id ( eutra_CellB, v_CSG_Identity_CellB );

        //Set system information 4 cell B

        f_EUTRA_SetSIB4_CSG_Def (eutra_CellB);   // @sic R5-121733 sic@

        // make the modified system information become active

        f_EUTRA_SS_ConfigureSysinfo (eutra_CellB); // @sic R5s120298 sic@

        f_EUTRA_Manual_CSG_Selection (eutra_CellB, v_CSG_Identity_CellB, Combined); // @sic R5s120480 sic@ UE registers on cell B using manual CSG selection

    } else {

        // Insert a USIM

        f_UT_USIM_Insert (UT, "USIM with service n86 available and UE's CSG whitelist contains the CSG ID of Cell B");

    }

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellC, tsc_NonSuitableOffCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined); // @sic R5s110176 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_16_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    // The CSG cell B is serving cell, but the UE does not camp on it

    //+   The SS configures:

    //+   - Cell A as a "Serving cell".

    //+   - Cell B as a "Not Suitable off cell".

    //+   - Cell D as a "Not Suitable off cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableOffCellRS_EPRE ),

      cs_CellPower ( eutra_CellC, tsc_NonSuitableOffCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //+   and performs a tracking area update

    f_EUTRA_TrackingAreaUpdate (eutra_CellA);

    f_EUTRA_Postamble(eutra_CellB, E4_DEREGISTERED, Combined);  // @sic R5s120298 sic@ @sic R5s120480 sic@

  } // end f_TC_9_2_3_2_16_EUTRA


After change :

	  function f_TC_9_2_3_2_16_EUTRA() runs on EUTRA_PTC

  { /* Combined tracking area update / Rejected / Not authorized for this CSG */

    var template (value) CellPowerList_Type v_CellPowerList;

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cells

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_CellConfig_Def(eutra_CellC);

    f_UT_ConfigureCombinedAttach (UT);

    // Add the CSG ID of Cell B in CSG list in USIM

    if (pc_Manual_CSG_Selection) { //@sic R5-134565 sic@

        // Insert a USIM

        f_UT_USIM_Insert (UT, "USIM with service n86 available");

        // delete the UE's CSG whitelist, supported per test case selection expression

        f_EUTRA_Preamble_EmptyCSG_AllowedList(eutra_CellB, Combined); // @sic R5s120480 sic@

        // modify system information for the CSG cell

        //Set system information combination 7 in cell B

        f_EUTRA_ChangeSysinfoCombination (eutra_CellB, c7);  // @sic R5-121733 sic@

        //Set system information 1 cell B

        f_EUTRA_CellInfo_SetSysInfo_Csg_Ind ( eutra_CellB, true );

        f_EUTRA_CellInfo_SetSysInfo_Csg_Id ( eutra_CellB, v_CSG_Identity_CellB );

        //Set system information 4 cell B

        f_EUTRA_SetSIB4_CSG_Def (eutra_CellB);   // @sic R5-121733 sic@

        // make the modified system information become active

        f_EUTRA_SS_ConfigureSysinfo (eutra_CellB); // @sic R5s120298 sic@

        f_EUTRA_Manual_CSG_Selection (eutra_CellB, v_CSG_Identity_CellB, Combined); // @sic R5s120480 sic@ UE registers on cell B using manual CSG selection

    } else {

        // Insert a USIM

        f_UT_USIM_Insert (UT, "USIM with service n86 available and UE's CSG whitelist contains the CSG ID of Cell B");

    }

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellC, tsc_NonSuitableOffCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined); // @sic R5s110176 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_16_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    // The CSG cell B is serving cell, but the UE does not camp on it

    //+   The SS configures:

    //+   - Cell A as a "Serving cell".

    //+   - Cell B as a "Not Suitable off cell".

    //+   - Cell D as a "Not Suitable off cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableOffCellRS_EPRE ),

      cs_CellPower ( eutra_CellC, tsc_NonSuitableOffCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //+   and performs a tracking area update

    f_EUTRA_TrackingAreaUpdate (eutra_CellA);

    f_EUTRA_Postamble(eutra_CellB, E4_DEREGISTERED, Combined);  // @sic R5s120298 sic@ @sic R5s120480 sic@

  } // end f_TC_9_2_3_2_16_EUTRA
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