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1. Overview

With no changes to the TTCN source code of LTE/SAE test suite ‘iwd-EUTRA-B2013-03_D13wk43, test case 6.1.2.21 can be demonstrated to run correctly with one LTE UE (see section 5). Execution log is provided as evidence.

Comment for MCC160: 
@siclog ”Step 2” siclog@ statement which usually identifies the test step in which a preliminary verdict was assigned is missing. Similar improvement could be applied to the TTCN source code of previously submitted MFBI TCs 6.1.2.19 and 6.1.2.20.
MCC160 Comments: 
· 6.1.2.21: the @siclog ”Step 2” siclog@ statement is already included but the set verdict function is missing, it is added.
· 6.1.2.19 & 20: the @siclog ”Step 2” siclog@ statement is already included.
  /*

   * @desc      REFERENCE TS 36.523-1 clause 6.1.2.21

   * @status

   */

  function f_TC_6_1_2_21_EUTRA ( ) runs on EUTRA_PTC

  {//Inter-band cell reselection / MFBI

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) InterFreqCarrierFreqList v_InterFreqCarrierList;

    var ChannelBandwidthDependency_Type v_PrimaryChannelBandwidthDependency;

    var ChannelBandwidthDependency_Type v_SecondaryChannelBandwidthDependency;

    var FreqBandIndicator v_FrequencyBand_Cell10;

    var AdditionalSpectrumEmission_Type v_AdditionalSpectrumEmission_Cell10;

    //@siclog "Step 1" siclog@

    //The SS changes the cells power level setting according to the row "T1" in table 6.1.2.21.3.2-1.

    f_EUTRA_SetCellPowerList (v_CellPowerList_AtT1);

    //@siclog "Step 2" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 10?

    //NOTE: The UE performs a TAU procedure and the RRC connection is released.

    f_EUTRA_IdleMode_TAU (eutra_Cell10);

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.2.21 Step 2");
    f_EUTRA_TestBody_Set (false);

…

}
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3. Verification Test Summary

Test Case:
TC_6_1_2_21
Test Group:
LTE\6_1\Idle_CellReselection.ttcn
ATS Version:
iwd-EUTRA-B2013-03_D13wk43
System Simulator used:
R&S CMW500 

UE used:
Sierra Wireless 4G Advanced
Verification Status:
PASS


4. Execution Log Files

4.1 Sierra Wireless 4G Advanced
The Sierra Wireless 4G Advanced UE passed this test case on R&S CMW500 with NAS and AS Snow 3G integrity and ciphering algorithm in eFDD bands 3 + 8. The documentation below is enclosed as evidence of the successful test case run [1]:
· Test Case Execution log files: 
Rohde-Schwarz\tc_6_1_2_21_SierraWireless.log   
(Note: PICS/PIXIT settings are captured at the beginning of the TLI log)

In the log file (in .txt format) the complete test case execution can be seen. All TLI events are presented and message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.
References

	[1]
	R5s130838:    Supporting information for agreement of TC 6.1.2.21.  This archive comprises:

                        -  html and text format execution log files


