PAGE  
Page 
Draft prETS 300 ???: Month YYYY


3GPP TSG-RAN WG5 Meeting #62
R5-141xxx

Prague, Czech Republic, 10–14 February 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	            36.523-1
	CR
	CRNum
	rev
	-
	Current version:
	11.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction of GCF WI-154 EUTRA Emergency Call Test Cases 11.2.1,11.2.2 and 11.2.4

	
	

	Source to WG:
	 Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2013-12-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	Acc. 33.203 and section 7.1 as below, 
NOTE: Both the UE and the P-CSCF may set up a TCP connection from their client port to the other end's server port on demand. An already existing TCP connection may be reused by both the P-CSCF or the UE; but it is not mandatory.
UE can setup the TCP connection on demand basis. Hence, UE can  release socket connection after eCall release.

	
	

	Summary of change:
	SS waits for 5 seconds

	
	

	Consequences if not approved:
	The testcase may fail conformant UEs.

	
	

	Clauses affected:
	11.2.1.3.2, 11.2.2.3.2, 11.2.4.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	TTCN Impact


<<Text skipped here>>
11.2.1
Emergency bearer services / Normal cell / NORMAL-SERVICE / Local Emergency Numbers List sent in the Attach / PDN connect new emergency EPS bearer context / Service request / Emergency PDN disconnect

11.2.1.1
Test Purpose (TP)

(1)

with { UE in EMM-REGISTERED state and EMM-IDLE mode }

ensure that {

  when { UE has uplink signalling pending for establishing a PDN connection for emergency bearer service }

    then { UE establishes the RRC connection with the RRC establishmentCause set to ‘emergency’ and sends a SERVICE REQUEST message }

}

(2)

with { UE is in EMM-REGISTERED state }

ensure that {

  when { UE is triggered to request connectivity to an additional PDN for emergency bearer service }

    then { the UE transmits a PDN CONNECTIVITY REQUEST message with the request type set to "emergency" and not including APN }

            }

(3)

with { UE has sent a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message including an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message with IE Procedure transaction identity matching the PDN CONNECTIVITY REQUEST message }

    then { UE transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message containing the EPS bearer identity }

            }

(4)

with { UE is in EMM-REGISTERED state and PDN connection for emergency bearer service established }

ensure that {

  when { UE is triggered to request connectivity to an additional PDN for emergency bearer service }

    then { the UE does not transmit a PDN CONNECTIVITY REQUEST message }

            }

(5)

with { UE is in BEARER CONTEXT ACTIVE STATE state and in EMM-CONNECTED mode }

ensure that {

  when { UE receives a DEACTIVATE EPS BEARER CONTEXT REQUEST message for Emergency bearer service }

    then { UE deletes the emergency EPS bearer context identified by the EPS bearer identity and transmits a DEACTIVATE EPS BEARER CONTEXT ACCEPT }

            }

11.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.3.7, 6.5.1.1, 6.5.1.2, 6.4.1.3, 6.4.4.2, 5.5.3.2.4, 5.6.1.4, 6.4.4.3 and 6.4.4.6.

[TS 24.301, clause 6.5.1.1]
The purpose of the UE requested PDN connectivity procedure is for a UE to request the setup of a default EPS bearer to a PDN. The UE requests connectivity to a PDN by sending a PDN CONNECTIVITY REQUEST message to the network. If accepted by the network, this procedure initiates the establishment of a default EPS bearer context. The procedure is used either to establish the first default bearer by including the PDN CONNECTIVITY REQUEST message into the initial attach message, or to establish subsequent default bearers to additional PDNs in order to allow the UE simultaneous access to multiple PDNs by sending the message stand-alone.

If there is already a PDN connection for emergency bearer services established, the UE shall not request an additional PDN connection for emergency bearer services.

[TS 24.301, clause 6.5.1.2]
In order to request connectivity to an additional PDN, the UE shall send a PDN CONNECTIVITY REQUEST message to the MME, start timer T3482 and enter the state PROCEDURE TRANSACTION PENDING (see example in figure 6.5.1.2.1). If the additional PDN connection is for emergency bearer services, the UE shall not include an APN in the PDN CONNECTIVITY REQUEST message; otherwise the UE shall include the requested APN.

In the PDN type information element the UE shall indicate the IP version capability of the IP stack associated with the UE as specified in subclause 6.4.1.

The UE shall set the request type to "initial request" when the UE is establishing a new PDN connectivity to a PDN in an attach procedure or in a stand-alone PDN connectivity procedure. The UE shall set the request type to "emergency" when the UE is requesting a new PDN connectivity for emergency bearer services. The UE shall set the request type to "handover" when the connectivity to a PDN is established upon handover from a non-3GPP access network and the UE was connected to that PDN before the handover to the 3GPP access network.

[TS 24.301, clause 6.4.1.3]
Upon receipt of the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message, the UE shall send an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message and enter the state BEARER CONTEXT ACTIVE. When the default bearer is activated as part of the attach procedure, the UE shall send the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message together with ATTACH COMPLETE message. When the default bearer is activated as the response to the stand-alone PDN CONNECTIVITY REQUEST message, the UE shall send the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message alone.

The UE checks the PTI in the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message to identify the UE requested PDN connectivity procedure to which the default bearer context activation is related (see subclause 6.5.1).
Upon receipt of the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message, the MME shall enter the state BEARER CONTEXT ACTIVE and stop the timer T3485, if the timer is running.

[TS 24.301, clause 6.4.4.2]

…

When the MME wants to deactivate all EPS bearer contexts to a PDN and thus disconnect the UE from the PDN, the MME shall include the EPS bearer identity of the default bearer associated to the PDN in the DEACTIVATE EPS BEARER CONTEXT REQUEST message.

If no NAS signalling connection exists when the MME initiates the EPS bearer context deactivation, the ESM entity in the MME shall locally deactivate the EPS bearer context towards the UE without any peer-to-peer ESM signalling between the MME and the UE.

NOTE:
The EPS bearer context state(s) can be synchronized between the UE and the MME at the next EMM-IDLE to EMM-CONNECTED transition, e.g. during a service request or tracking area updating procedure.

[TS 24.301, clause 6.4.4.3]

Upon receipt of the DEACTIVATE EPS BEARER CONTEXT REQUEST message, the UE shall delete the EPS bearer context identified by the EPS bearer identity. After deactivating the identified EPS bearer context, the UE shall respond to the MME with the DEACTIVATE EPS BEARER CONTEXT ACCEPT.

If the EPS bearer identity indicated in the DEACTIVATE EPS BEARER CONTEXT REQUEST is that of the default bearer to a PDN, the UE shall delete all EPS bearer contexts associated to the PDN. After deactivating all EPS bearer contexts, the UE shall respond to the MME with the DEACTIVATE EPS BEARER CONTEXT ACCEPT.

Upon sending the DEACTIVATE EPS BEARER CONTEXT ACCEPT message, the UE shall enter the state BEARER CONTEXT INACTIVE
If the PTI is included in the DEACTIVATE EPS BEARER CONTEXT REQUEST message, the UE uses the PTI to identify the UE requested bearer resource modification procedure or UE requested PDN disconnect procedure to which the EPS bearer context deactivation is related (see subclause 6.5.4).
If the PTI is included in the DEACTIVATE EPS BEARER CONTEXT REQUEST message, the UE shall release the traffic flow aggregate description associated to the PTI value provided.
[TS 24.301 clause 5.3.7]

The network may send a Local Emergency Numbers List in the ATTACH ACCEPT or in the TRACKING AREA UPDATE ACCEPT messages, by including the Emergency Number List IE. The user equipment shall store the Local Emergency Numbers List, as provided by the network, except that any emergency number that is already stored in the USIM shall be removed from the Local Emergency Numbers List before it is stored by the user equipment. If there are no emergency numbers stored on the USIM, then before storing the received Local Emergency Numbers List, the user equipment shall remove from the Local Emergency Numbers List any emergency number stored permanently in the user equipment for use in this case (see 3GPP TS 22.101 [8]). The Local Emergency Numbers List stored in the user equipment shall be replaced on each receipt of a new Emergency Number List IE.

The emergency number(s) received in the Emergency Number List IE are valid only in networks with the same MCC as in the cell on which this IE is received. If no Local Emergency Numbers List is contained in the ATTACH ACCEPT or in the TRACKING AREA UPDATE ACCEPT message, then the stored Local Emergency Numbers List in the user equipment shall be kept, except if the user equipment has successfully registered to a PLMN with an MCC different from that of the last registered PLMN.

The Local Emergency Numbers List shall be deleted at switch off and removal of the USIM. The user equipment shall be able to store up to ten local emergency numbers received from the network.

11.2.1.3
Test description

11.2.1.3.1
Pre-test conditions

System Simulator:

-
Cell A is configured according to Table 6.3.2.2-1 in [18] and is the serving cell.

UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18] on Cell A. UE received local emergency numbers list in 'Attach Accept' message. The local emergency number list is different from all emergency numbers stored in the UE.

11.2.1.3.2
Test procedure sequence

Table 11.2.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	Cause the UE to request connectivity to an additional PDN for emergency bearer service and an emergency call to one of the numbers received in Attach Accept message (see Note 1)
	-
	-
	-
	-

	2
	Check: Does UE transmit an RRCConnectionRequest message with establishmentCause set to ‘emergency" followed by a SERVICE REQUEST message?
	-->
	SERVICE REQUEST
	1
	P

	3-13
	Steps 5 to 15 of the generic test procedure for IMS Emergency call establishment in EUTRA: in EUTRA: Normal Service (TS 36.508 subclause 4.5A.4.3-1).
	-
	-
	2,3
	P

	13A
	Release IMS Call (see Note 4)
	-
	-
	-
	-

	13B
	SS waits for 5 seconds ( See Note 5)
	
	
	
	

	14
	The SS releases the RRC connection.
	-
	-
	-
	-

	15
	Cause the UE to request connectivity to an additional PDN for emergency bearer service (see Note 1)
	-
	-
	-
	-

	16
	Check: Does UE transmit  a SERVICE REQUEST message?
	-->
	SERVICE REQUEST
	4
	F

	17
	The SS transmits a Paging message to the UE using S-TMSI with CN domain indicator set to ''PS”.
	-
	-
	-
	-

	18
	The UE transmits the SERVICE REQUEST message 
	-->
	SERVICE REQUEST
	-
	-

	19
	The SS establishes SRB2 and DRBs associated with two default EPS bearer context (a first PDN obtained during the attach procedure and an additional PDN).( see Note 2)
	-
	-
	-
	-

	20
	The SS transmits a DEACTIVATE EPS BEARER CONTEXT REQUEST including the EPS bearer identity of the default EPS bearer to the additional PDN.
	<--
	DEACTIVATE EPS BEARER CONTEXT REQUEST
	-
	-

	21
	Check: Does the UE transmit a DEACTIVATE EPS BEARER CONTEXT ACCEPT?

(see Note 3)
	-->
	DEACTIVATE EPS BEARER CONTEXT ACCEPT
	5
	P

	Note 1:
The request of connectivity to an additional PDN and the sending of data may be performed by MMI or AT command. (e.g. AT command +cgdcont with <Emergency Indication> set to 1)

Note 2:
After a correct SERVICE REQUEST is received then the SS performs the Radio Bearer Establishment procedure. The UE transmission of the RRCConnectionReconfigurationComplete message indicates the completion of the radio bearer establishment procedure and that the UE has changed EMM mode from EMM-IDLE to EMM-CONNECTED.

Note 3:
It can be confirmed that the additional default EPS bearer has been deactivated by UE.

Note 4:
The IMS Call is released using the generic procedure in 36.508 subclause 4.5A.13.
Note 5:     UE may release socket connection


11.2.1.3.3
Specific message contents
Table 11.2.1.3.3-1: ATTACH ACCEPT (Preamble)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	Emergency number list
	2 numbers

TS 24.008, 10.5.3.13
	The numbers shall be different than any of those indicated in TS 22.101 clause 10.1.1 AND the numbers stored in the USIM AND any emergency number stored permanently in the ME
	

	EPS network feature support
	'0000 0111'B
	- IMS voice over PS session in S1 mode supported

- emergency bearer services in S1 mode supported

- location services via EPC supported

- no information about support of location services via CS domain is available
	


Table 11.2.1.3.3-2: Message PDN CONNECTIVITY REQUEST (step 4, Table 11.2.1.3.2-1)

	Derivation Path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	Request type
	'0100'B
	emergency
	

	Access point name
	Not present
	
	


Table 11.2.1.3.3-3: Message ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (step 5, Table 11.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.3-6 and table 4.6.1-8 with condition UM-DRB-ADD(2)

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	6
	SS assigns an additional EPS Bearer Id different from default EPS Bearer Id between 5 and 15.
	

	Access point name
	APN-1
	
	


Table 11.2.1.3.3-4: Message DEACTIVATE EPS BEARER CONTEXT REQUEST (step 13, Table 11.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.3-12 and table 4.6.1-8 with condition and condition NETWORK-INITIATED

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	Default EBId-2
	Same value as in ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST of step 3
	

	ESM cause
	00100100
	regular deactivation 
	


11.2.2

Emergency bearer services / Normal cell / LIMITED-SERVICE / Attach / PDN connect

11.2.2.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED.LIMITED-SERVICE state }

ensure that {

  when { UE is requested to make an outgoing emergency call }

    then { UE transmits an ATTACH REQUEST message }

     }

11.2.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.2.2.3.2, 5.5.1.2.2, 5.5.2.1 and 6.5.1.2.

[TS 24.301, clause 5.2.2.3.2]

The UE shall initiate an attach or combined attach procedure when entering a cell which provides normal service.

The UE may initiate attach for emergency bearer services.

[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. 

...

The UE shall send the ATTACH REQUEST message together with a PDN CONNECTIVITY REQUEST message contained in the ESM message container information element to request PDN connectivity.

If UE supports A/Gb mode or Iu mode or if the UE wants to indicate its UE specific DRX parameter to the network, the UE shall include the UE specific DRX parameter in the DRX parameter IE in the ATTACH REQUEST message.

If a valid NAS security context exists, the UE shall integrity protect the ATTACH REQUEST message combined with the PDN CONNECTIVITY REQUEST message. When the UE does not have a valid NAS security context, the ATTACH REQUEST message combined with the PDN CONNECTIVITY REQUEST message is not integrity protected.

[TS 24.301, clause 5.5.2.1]

...

After the completion of application for which the emergency services were invoked, in order to regain normal services, a UE attached for emergency bearer services may perform a detach procedure, followed by a subsequent re-attach, if the UE moves to a new cell that provides normal service.

[TS 24.301, clause 6.5.1.2]

When the PDN CONNECTIVITY REQUEST message is sent together with an ATTACH REQUEST message, the UE shall not include the APN.

11.2.2.3
Test description

11.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell A

-
The PLMN is defined in Table 11.2.2.3.1-1.

Table 11.2.2.3.1–1: PLMN identifier

	Cell
	PLMN name
	MCC / MNC

	A
	PLMN4
	004 / 31


UE:

-
The UE is equipped with either ISIM and USIM applications or only a USIM application on UICC. The USIM contains default values except for those listed in Table 11.2.2.3.1-2.

Table 11.2.2.3.1–2: USIM configuration

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFFPLMN
	
	PLMN4
	

	EFPLMNwAcT
	1
	Default
	E-UTRAN

	EFOPLMNwACT
	1
	PLMN1
	E-UTRAN

	EFHPLMNwAcT
	1
	PLMN1
	E-UTRAN


Preamble:

-
The UE is Switched OFF (State 1) according to [18].

11.2.2.3.2
Test procedure sequence

Table 11.2.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Power on the UE.
	-
	-
	-
	-

	2
	Wait 60s for the UE to camp on Cell 1 as an acceptable cell.
	-
	-
	-
	-

	3-5
	Steps 1 to 3 of the generic test procedure for IMS Emergency call establishment in EUTRA: Limited Service (TS 36.508 subclause 4.5A.5.3-1).
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message to attach for emergency bearer services, together with a PDN CONNECTIVITY REQUEST message for emergency bearer services?
	-->
	ATTACH REQUEST

PDN CONNECTIVITY REQUEST
	1
	P

	7-21
	Steps 5 to 19 of the generic test procedure for IMS Emergency call establishment in EUTRA: Limited Service (TS 36.508 subclause 4.5A.5.3-1).
	-
	-
	-
	-

	22
	Release IMS Call (see Note 1)
	-
	-
	-
	-

	22A
	SS waits for 5 seconds ( See Note 2)
	
	
	
	

	23
	The SS releases the RRC connection.
	-
	-
	-
	-

	Note 1: The IMS Call is released using the generic procedure in 36.508 subclause 4.5A.13.
Note 2:     UE may release socket connection


Table 11.2.2.3.2-2: Void

11.2.2.3.3
Specific message contents
Table 11.2.2.3.3-1: ATTACH REQUEST (Step6, Table 11.2.2.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	EPS attach type
	'0110'B
	EPS emergency attach
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to request PDN connectivity to an emergency PDN
	
	


Table 11.2.2.3.3-2: PDN CONNECTIVITY REQUEST (Step 6, Table 11.2.2.3.2-1)

	Derivation Path: 36.508, Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	Request type
	'0100'B
	 emergency
	


<<Text skipped here>>
11.2.4
Emergency bearer services / Normal cell / NO-IMSI / Attach / No EPS security context / PDN connect / Service request / Timer T3412 expires

11.2.4.1
Test Purpose (TP)

(1)

with { UE is swithed-on without a valid USIM inserted }

ensure that {

  when { the UE was triggered to originate an emergency bearer service }

    then { the UE establishes the RRC connection with the RRC establishmentCause set to “ emergency calls ” }

            }
(2)

with { UE is swithed-on without a valid USIM inserted, and has originated an emergency bearer service }

ensure that {

  when { the UE receives an RRCConnectionSetup message }

    then { the UE sends an ATTACH REQUEST message with the EPS attach type set to “ EPS emergency attach ” }

            }

(3)

with { UE has sent an ATTACH REQUEST message for emergency bearer service }

ensure that {

  when { The UE receives an ATTACH ACCEPT message }

    then { The UE sends an ATTACH COMPLETE message }

            }
(4)

void
(5)

with { UE has completed Emergency service and enters EMM-IDLE MODE}

ensure that {

  when { the periodic tracking area updating timer T3412 expires }

   then { UE does not send an TRACKING AREA UPDATE REQUEST message }

             }

11.2.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clauses 5.2.2.3.5, 5.3.1.1, 5.3.5, 5.4.2.1, 5.5.1.2.1, 5.5.1.2.2, 5.5.1.2.3, 6.4.1.3and Annex D.

[TS 24.301, clause 5.2.2.3.5]

The UE shall perform cell selection according to 3GPP TS 36.304 [21].

The UE may initiate attach for emergency bearer services.

[TS 24.301, clause 5.3.1.1]

When the UE is in EMM-IDLE mode and needs to transmit an initial NAS message, the UE shall request the lower layer to establish a RRC connection. In this request to the lower layer the NAS shall provide to the lower layer the RRC establishment cause and the call type as specified in annex D of this specification.

...

For the routing of the initial NAS message to the appropriate MME, the UE NAS provides the lower layers with either the S-TMSI or the registered globally unique MME identifier (GUMMEI) that consists of the PLMN ID, the MME group ID, and the MME code (see 3GPP TS 23.003 [2]) according to the following rules:

-
When the UE is registered in the tracking area of the current cell during the NAS signalling connection establishment, the UE NAS shall provide the lower layers with the S-TMSI, but shall not provide the registered MME identifier to the lower layers. Exceptionally, when the UE in EMM-IDLE mode initiates a tracking area updating or combined tracking area updating procedure for load balancing purposes, the UE NAS shall provide the lower layers with neither S-TMSI nor registered MME identifier.

-
When the UE is not registered in the tracking area of the current cell during the NAS signalling connection establishment, the UE NAS does not provide the lower layers with the S-TMSI.  Instead,

a)
if the TIN indicates "GUTI" or "RAT-related TMSI", or the TIN is not available, and the UE holds a valid GUTI, the UE NAS shall provide the lower layers with the MME identifier part of the valid GUTI; or

b)
if the TIN indicates "P-TMSI" and the UE holds a valid P-TMSI and RAI, the UE NAS shall provide the lower layers with the MME identifier part of the mapped GUTI, which is generated from the P-TMSI and RAI.
[TS24.301 clause5.3.5]

Periodic tracking area updating is used to periodically notify the availability of the UE to the network. The procedure is controlled in the UE by the periodic tracking area update timer (timer T3412). The value of timer T3412 is sent by the network to the UE in the ATTACH ACCEPT message and can be sent in the TRACKING AREA UPDATE ACCEPT message. The UE shall apply this value in all tracking areas of the list of tracking areas assigned to the UE, until a new value is received.

The timer T3412 is reset and started with its initial value, when the UE goes from EMM-CONNECTED to EMM-IDLE mode. The timer T3412 is stopped when the UE enters EMM-CONNECTED mode or EMM-DEREGISTERED state.

If the UE is attached for emergency bearer services, and timer T3412 expires, the UE shall not initiate a periodic tracking area updating procedure, but shall locally detach from the network.
When a UE is not attached for emergency bearer services, and timer T3412 expires, the periodic tracking area updating procedure shall be started and the timer shall be set to its initial value for the next start.

…

If the UE is not attached for emergency bearer services, the mobile reachable timer shall be longer than T3412.In this case, by default, the mobile reachable timer is 4 minutes greater than T3412. If ISR is not activated, the network behaviour upon expiry of the mobile reachable timer is network dependent, but typically the network stops sending paging messages to the UE on the first expiry, and may take other appropriate actions.

If the UE is attached for emergency bearer services, the MME shall set the mobile reachable timer with a value equal toT3412. When the mobile reachable timer expires, the MME shall locally detach the UE.

….

[TS 24.301, clause 5.4.2.1]

The purpose of the EPS authentication and key agreement (AKA) procedure is to provide mutual authentication between the user and the network and to agree on a key KASME (see 3GPP TS 33.401 [19]). The cases when the EPS AKA procedure should be used are defined in 3GPP TS 33.401 [19].

The EPS AKA procedure is always initiated and controlled by the network. However, the UE can reject the EPS authentication challenge sent by the network.

The UE shall proceed with an EPS authentication challenge only if a USIM is present.

…

[TS 24.301, clause 5.5.1.1]

The attach procedure is used to attach to an EPC for packet services in EPS.x

The attach procedure is used for three purposes:

-
by a UE in PS mode of operation to attach for EPS services only;

-
by a UE in CS/PS mode 1 or CS/PS mode 2 of operation to attach for both EPS and non-EPS services; or

-
to attach for emergency bearer services.

If the MME does not support an attach for emergency bearer services, the MME shall reject any request to attach with an attach type set to "EPS emergency attach".

With a successful attach procedure, a context is established for the UE in the MME, and a default bearer is established between the UE and the PDN GW, thus enabling always-on IP connectivity to the UE. The network may also initiate the activation of dedicated bearers as part of the attach procedure.

...

[TS 24.301, clause 5.5.1.2.1]

When the UE initiates the attach procedure for emergency bearer services, the UE shall indicate "EPS emergency attach" in the EPS attach type IE.

[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. 

If the UE supports neither A/Gb mode nor Iu mode, the UE shall handle the Old GUTI or IMSI IE in the ATTACH REQUEST message as follows:

-
The UE shall include in the ATTACH REQUEST message a valid GUTI together with the last visited registered TAI, if available. If there is no valid GUTI available, the UE shall include the IMSI in the ATTACH REQUEST message.

If the UE is attaching for emergency bearer services and does not hold a valid GUTI, P-TMSI or IMSI as described above, the IMEI shall be included in the EPS mobile identity IE.

...

The UE shall send the ATTACH REQUEST message together with a PDN CONNECTIVITY REQUEST message contained in the ESM message container information element to request PDN connectivity.

...

If a valid NAS security context exists, the UE shall integrity protect the ATTACH REQUEST message combined with the PDN CONNECTIVITY REQUEST message. When the UE does not have a valid NAS security context, the ATTACH REQUEST message combined with the PDN CONNECTIVITY REQUEST message is not integrity protected.

...

[TS 24.301, clause 5.5.1.2.3]

During an attach for emergency bearer services, the MME may choose to skip the authentication procedure even if no EPS security context is available and proceed directly to the execution of the security mode control procedure as specified in subclause 5.4.3.

...

[TS 24.301, clause 6.4.1.3]

Upon receipt of the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message, the UE shall send an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message and enter the state BEARER CONTEXT ACTIVE. When the default bearer is activated as part of the attach procedure, the UE shall send the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message together with ATTACH COMPLETE message. When the default bearer is activated as the response to the stand-alone PDN CONNECTIVITY REQUEST message, the UE shall send the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message alone.

The UE checks the PTI in the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message to identify the UE requested PDN connectivity procedure to which the default bearer context activation is related (see subclause 6.5.1).
...

[TS 24.301, Annex D]

Table D.1.1: Mapping of NAS procedure to establishment cause and call type

	NAS procedure
	RRC establishment cause (according 3GPP TS 36.331 [22])
	Call type

	Attach
	If an ATTACH REQUEST has EPS attach type not set to "EPS emergency attach", the RRC establishment cause shall be set to MO signalling. (See Note 1)


	"originating signalling"

	
	If an ATTACH REQUEST has EPS attach type set to "EPS emergency attach", the RRC establishment cause shall be set to Emergency call. (See Note 1)


	"emergency calls"



	Note 1:
For these NAS procedures initiated by UEs of access class 12, 13 or 14 in their home country, the RRC establishment cause will be set to "High priority access AC 11 – 15". For this purpose the home country is defined as the country of the MCC part of the IMSI, see 3GPP TS 22.011 [1A].

For these NAS procedures initiated by UE of access class 11 or 15 in their HPLMN (if the EHPLMN list is not present or is empty) or EHPLMN (if the EHPLMN list is present), the RRC establishment cause will be set to "High priority access AC 11 – 15".


11.2.4.3
Test description

11.2.4.3.1
Pre-test conditions

System Simulator:

-
Cell A is configured according to Table 6.3.2.2-1 in [18]. 

UE:
·  Without a valid USIM inserted
Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].
11.2.4.3.2
Test procedure sequence
Table: 11.2.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on without a valid USIM inserted.
	-
	-
	-
	-

	2
	Causes the UE originate an emergency bearer service (Note1).
	-
	-
	-
	-

	3
	Check: Does the UE transmit an RRCConnectionRequest message with establishmentCause set to ‘Emergency call’?
	-
	-
	1
	P

	4
	The SS transmits an RRCConnectionSetup message.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message to attach for emergency bearer services, together with a PDN CONNECTIVITY REQUEST message for emergency bearer services?
	-->
	ATTACH REQUEST
PDN CONNECTIVITY REQUEST
	2
	P

	6-16
	Steps 5 to 15 of the generic test procedure for IMS Emergency call establishment in EUTRA: Limited Service (TS 36.508 subclause 4.5A.5.3-1).
	-
	-
	-
	-

	17
	Check: Does the UE transmit an ATTACH COMPLETE message , and the The ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message is piggybacked in ATTACH COMPLETE?
	-->
	ATTACH COMPLETE 

ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	3
	P

	18-20
	Steps17 to 19 of the generic test procedure for IMS Emergency call establishment in EUTRA: Limited Service (TS 36.508 subclause 4.5A.5.3-1).
	-
	-
	-
	-

	20A
	Release IMS Call (see Note 2)
	-
	-
	-
	-

	20B
	SS waits for 5 seconds ( See Note 3)
	
	
	
	

	21
	The SS releases the RRC connection.
	-
	-
	-
	-

	22
	The SS waits 6minutes. (Expiry of T3412) 
	-
	-
	-
	-

	23
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message?
	-->
	 TRACKNG AREA UPDATE REQUEST
	5
	F

	Note 1:
The request to originate a emergency service may be performed by MMI or AT command.

Note 2:
The IMS Call is released using the generic procedure in 36.508 subclause 4.5A.13.
Note 3:     UE may release socket connection


11.2.4.3.3
Specific message contents

Table 11.2.4.3.3-1: Message RRCConnectionRequest (step 3, Table 11.2.4.3.2-1)

	Derivation path: 36.508 table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        randomValue
	Not checked
	
	

	      }
	
	
	

	      establishmentCause
	Emergency call
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 11.2.4.3.3-2: Message ATTACH REQUEST (step 5, Table 11.2.4.3.2-1)

	Derivation path: TS 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach type
	'0110'B
	EPS emergency attach
	

	EPS mobile identity
	IMEI 
	
	


Table 11.2.4.3.3-3: Message ATTACH ACCEPT (step 14, 36.508 table 4.5A.5.3-11)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	
	

	Unit
	'010'
	''value is incremented in multiples of decihours''
	

	Timer value
	'00001'
	''6 minutes''
	

	EPS attach result
	'0110'B
	EPS emergency attach
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