Page 1



3GPP TSG-RAN WG5 Testing 
(
 R5s131002
01 Jan – 31 Dec 2013
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.523-3
	CR
	
	rev
	-
	Current version:
	11.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction of GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.12a

	
	

	Source to WG:
	Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2013-12-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	According to prose CR R5-134355 table 8.3.1.12a3.3.-4 ReportConfig-A3-Higherthreshold:

a3-Offset should be set to 12 (6dB) in step 1 and 8b4.

In current TTCN implementation a3-Offset is configured with same value as ReportConfig-A3-Lowerthreshold:  -12(-6dB). Mentioned implementation is causing unexpected measurement report with measid=2 in step 5 and TC fails.

	
	

	Summary of change:
	Instead of value “-12” for should be used value “12” – step1 and step 8b4, ReportConfig-A3-Higherthreshold parameter.

	
	

	Consequences if not approved:
	A conformant UE will fail the Test Case.
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Change 1

	Testcase name
	8.3.1.12a

	Reason for change
	According to prose CR R5-134355 table 8.3.1.12a3.3.-4 ReportConfig-A3-Higherthreshold:

a3-Offset should be set to 12 (6dB) in step 1 and 8b4.

In current TTCN implementation a3-Offset is configured with same value as ReportConfig-A3-Lowerthreshold: -12(-6dB). Mentioned implementation is causing unexpected measurement report with measid=2 in step 5 and TC fails. 

	Summary of change
	Instead of value “-12” for should be used value “12” – step1 and step 8b4, ReportConfig-A3-Higherthreshold parameter.

	Source of change
	\LTE\8_3\EUTRA_Measurement_Specific_Templates.ttcn


Before change:

	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_12a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                   ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                   AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                   ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_6,

                                                                                   AllowedMeasBandwidth p_MeasurementBandwidth_6) := 
 /* 8.3.1.12a, Step1 and step 10 */

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1),

                                                                                                       tsc_IdMeasObject_f6,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_6, p_MeasurementBandwidth_6)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_2Entries(1,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(-12, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1), //@sic R5-134355 sic@

                                                                                                         2,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(-12, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1)), //@sic R5-134355 sic@

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f6, 1,

                                                                                                   2, tsc_IdMeasObject_f6, 2),

                                                                    cs_QuantityConfig_Def, //TTCN CR R5s130965 //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_12a_Step8b4(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_6,

                                                                                     AllowedMeasBandwidth p_MeasurementBandwidth_6,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                     AllowedMeasBandwidth p_MeasurementBandwidth_1) :=

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f6,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_6, p_MeasurementBandwidth_6),

                                                                                                       tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_2Entries(1,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(-12, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1), //@sic R5-134355 sic@

                                                                                                         2,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(-12, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1)), //@sic R5-134355 sic@

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, 1,

                                                                                                   2, tsc_IdMeasObject_f1, 2),

                                                                    cs_QuantityConfig_Def, //TTCN CR R5s130965  //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


After change :

	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_12a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                   ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                   AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                   ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_6,

                                                                                   AllowedMeasBandwidth p_MeasurementBandwidth_6) :=

  /* 8.3.1.12a, Step1 and step 10 */

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1),

                                                                                                       tsc_IdMeasObject_f6,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_6, p_MeasurementBandwidth_6)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_2Entries(1,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(-12, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1), //@sic R5-134355 sic@

                                                                                                         2,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(12, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1)), //@sic R5-134355 sic@

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f6, 1,

                                                                                                   2, tsc_IdMeasObject_f6, 2),

                                                                    cs_QuantityConfig_Def, //TTCN CR R5s130965  //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_12a_Step8b4(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_6,

                                                                                     AllowedMeasBandwidth p_MeasurementBandwidth_6,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                     AllowedMeasBandwidth p_MeasurementBandwidth_1) :=

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f6,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_6, p_MeasurementBandwidth_6),

                                                                                                       tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_2Entries(1,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(-12, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1), //@sic R5-134355 sic@

                                                                                                         2,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(12, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1)), //@sic R5-134355 sic@

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, 1,

                                                                                                   2, tsc_IdMeasObject_f1, 2),

                                                                    cs_QuantityConfig_Def, //TTCN CR R5s130965  //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));
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