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	Reason for change:
	Following the R5-134259, at the step 11 UE should send TAU request with EPS Update type according to the used Access Stratum Release. As this is the first contact of UE with LTE network at this step, the information regarding of used Access Stratum Release is not available yet. Therefore is it not possible to check if the received EPS Update type is correct or incorrect. Possible solution is to make Attach procedure to EUTRA cell at the beginning of TC.

Prose CR will be raised at next RAN5#62 meeting.



	
	

	Summary of change:
	UE make attach procedure and detach procedure to UETRA cell at the beginning of TC to update "access stratum release" variable which is needed in step 11.

	
	

	Consequences if not approved:
	A conformant UE will not pass test case 9.2.3.3.5a.
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Change 1

	Testcase name
	9.2.3.3.5a

	Reason for change
	Following the R5-134259, at the step 11 UE should send TAU request with EPS Update type according to the used Access Stratum Release. As this is the first contact of UE with LTE network at this step, the information regarding of used Access Stratum Release is not available yet. Therefore is it not possible to check if the received EPS Update type is correct or incorrect. Possible solution is to make Attach procedure to EUTRA cell at the beginning of TC.

Prose CR will be raised at next RAN5#62 meeting.


	Summary of change
	UE make attach procedure and detach procedure to UETRA cell at the beginning of TC to update "access stratum release" variable which is needed in step 11.
Add function:
- f_EUTRA_Preamble - attach procdedure
- f_EUTRA_UE_Detach_SwitchOffUe – detach procedure
-  f_EUTRA_SetCellPower – to set power to OFF on EUTRA cell 

	Source of change
	LTE_IRAT\source\LTE_IRAT\9_2\NAS_TrackingArea_UG.ttcn


Before change:

	  function f_TC_9_2_3_3_5a_EUTRA() runs on EUTRA_PTC

  { /* Periodic Location Update */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c10);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigureCombinedAttach(UT);

    f_EUTRA_SendTriggerToOtherRAT (true); // Wait for other RAT to do preamble @sic R5s120584 sic@

    f_EUTRA_TestBody_Set(true);

    f_EUTRA_SetCellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE);

    fl_TC_9_2_3_3_5a_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E1_IDLE, Combined); // @sic R5-121774 sic@

  } // function f_TC_9_2_3_3_5a_EUTRA


After change :

	  function f_TC_9_2_3_3_5a_EUTRA() runs on EUTRA_PTC

  { /* Periodic Location Update */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c10);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigureCombinedAttach(UT);

    f_EUTRA_Preamble (eutra_CellA,STATE2_IDLEUPDATE, Combined);   
    f_EUTRA_UE_Detach_SwitchOffUe ( eutra_CellA, RRC_IDLE, -, Combined); 

    f_EUTRA_SetCellPower(eutra_CellA, tsc_NonSuitableOffCellRS_EPRE);    

    f_EUTRA_SendTriggerToOtherRAT (true); // Wait for other RAT to do preamble @sic R5s120584 sic@

    f_EUTRA_TestBody_Set(true);

    f_EUTRA_SetCellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE);

    fl_TC_9_2_3_3_5a_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E1_IDLE, Combined); // @sic R5-121774 sic@

  } // function f_TC_9_2_3_3_5a_EUTRA
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