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Change 1 
	Testcase name
	9.2.3.4.1

	Protocol
	EPS mobility management

	Function name
	fl_TC_9_2_3_4_1_Body

	Reason for change
	UE sends TRACKING AREA UPDATE REQUEST message to SS in step 28. The additional update result in TRACKING AREA UPDATE ACCEPT message sent by SS in Step 29 should be derived from the additional update type of TRACKING AREA UPDATE REQUEST in the previous step.

	Summary of change
	Change the addUpdateType used in the derivation of additional update result in step 29 to the value in TRACKING AREA UPDATE REQUEST message in Step 28.

	Source of change
	LTE_IRAT\9_2\ NAS_TrackingArea_UG.ttcn

	MCC160 Comment
	Accepted


Before change

function fl_TC_9_2_3_4_1_Body() runs on EUTRA_PTC

  {

    var NAS_MSG_Indication_Type v_NasInd;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var IRAT_CoOrd_Auth_Type v_CoOrd_AuthParams;

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(NORMAL); // @sic R5s110176 sic@

var template (present) EPS_UpdateTypeValue v_UpdateInd := f_GetEPSTAUType(NORMAL);
……………………………
//@siclog "Step 29" siclog@

    // The SS sends TRACKING AREA UPDATE ACCEPT

    // Note: the default message contents cause the allocation of a new GUTI.

    v_EpsBearerCtxtStatus := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus;

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_TAU_Accept(v_UpdateType,

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti3_Params),

                                                                  cds_TAIListNonConsecutive_tlv(v_PLMN, {v_TAC }),

                                                                  v_EpsBearerCtxtStatus,

                                                                  v_LAI,

                                                                  f_GetMSId(NORMAL), // @sic R5s110176 sic@

                                                                  f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg. aTTACH_REQUEST.addUpdateType)))));
    //@siclog "Step 30" siclog@

    //The UE sends TRACKING AREA UPDATE COMPLETE

    SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_TAU_Complete)));

    f_EUTRA_CellInfo_SetGuti(eutra_CellA, v_Guti3_Params);

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger); //send Trigger to release GERAN cell.

  } // function fl_TC_9_2_3_4_1_Body

  } // end of testcase implementations

} // End of module
After change

function fl_TC_9_2_3_4_1_Body() runs on EUTRA_PTC

  {

    var NAS_MSG_Indication_Type v_NasInd;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var IRAT_CoOrd_Auth_Type v_CoOrd_AuthParams;

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(NORMAL); // @sic R5s110176 sic@

var template (present) EPS_UpdateTypeValue v_UpdateInd := f_GetEPSTAUType(NORMAL);
……………………………
//@siclog "Step 29" siclog@

    // The SS sends TRACKING AREA UPDATE ACCEPT

    // Note: the default message contents cause the allocation of a new GUTI.

    v_EpsBearerCtxtStatus := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus;

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_TAU_Accept(v_UpdateType,

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti3_Params),

                                                                  cds_TAIListNonConsecutive_tlv(v_PLMN, {v_TAC }),

                                                                  v_EpsBearerCtxtStatus,

                                                                  v_LAI,

                                                                  f_GetMSId(NORMAL), // @sic R5s110176 sic@

                                                                  f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg. tRACKING_AREA_UPDATE_REQUEST.addUpdateType)))));
    //@siclog "Step 30" siclog@

    //The UE sends TRACKING AREA UPDATE COMPLETE

    SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_TAU_Complete)));

    f_EUTRA_CellInfo_SetGuti(eutra_CellA, v_Guti3_Params);

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger); //send Trigger to release GERAN cell.

  } // function fl_TC_9_2_3_4_1_Body

  } // end of testcase implementations

} // End of module
