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	Reason for change:
	In the current TTCN implementation it is expected that the UE will be sending “v6b0NonCriticalExtensions, v6e0NonCriticalExtensions and v770NonCriticalExtensions” but as per prose It is not mandate to send “v6b0NonCriticalExtensions, v6e0NonCriticalExtensions and v770NonCriticalExtensions” in RRC Connection Req.

	
	

	Summary of change:
	Added "ifpresent" tag to “v6b0NonCriticalExtensions, v6e0NonCriticalExtensions and v770NonCriticalExtensions” in the template cdr_RRC_ConnReqWith_v860extOptional to handle this.

	
	

	Consequences if not approved:
	A compliant UE when not sending the Non Critical Extensions may fail the TC

	
	

	Clauses affected:
	Test cases which use these templates.
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	Other comments:
	


1.1 Change 1

	Testcase name
	Test cases which use these templates.

	Protocol
	EMM

	Reason for change
	In the current TTCN implementation it is expected that the UE will be sending “v6b0NonCriticalExtensions, v6e0NonCriticalExtensions and v770NonCriticalExtensions” but as per prose It is not mandate to send “v6b0NonCriticalExtensions, v6e0NonCriticalExtensions and v770NonCriticalExtensions” in RRC Connection Req.

	Summary of change
	Added "ifpresent" tag to “v6b0NonCriticalExtensions, v6e0NonCriticalExtensions and v770NonCriticalExtensions” in the template cdr_RRC_ConnReqWith_v860extOptional to handle this.

	Source of change
	UTRAN_RRC_Templates.ttcn

	
	


Before:
	template (present) UL_CCCH_Message cdr_RRC_ConnReqWith_v860extOptional(template (present) EstablishmentCause p_EstCause := ?,

                                                                         template (present) RRCConnectionRequest_v860ext_IEs p_V860ext_IEs, // @sic R5s130287 sic@

                                                                         template (present) RRCConnectionRequest_v690ext_IEs p_RRCConnectionRequest_v690ext_IEs := ?) // @sic R5s130287 sic@

    modifies cr_108_RRC_ConnReq_r8 :=

  { /* @status    APPROVED (LTE_IRAT) */

   // @sic R5-120756 sic@

    message_ := {

      rrcConnectionRequest := {

        v3d0NonCriticalExtensions := {

          rRCConnectionRequest_v3d0ext := ?,

          v4b0NonCriticalExtensions := {

            rrcConnectionRequest_v4b0ext := {

              accessStratumReleaseIndicator := ?

            },

            v590NonCriticalExtensions :=           {

              rrcConnectionRequest_v590ext := ?,

              v690NonCriticalExtensions := {

                rrcConnectionRequest_v690ext := p_RRCConnectionRequest_v690ext_IEs,

                v6b0NonCriticalExtensions := {

                  rrcConnectionRequest_v6b0ext := ?,

                  v6e0NonCriticalExtensions := {

                    rrcConnectionRequest_v6e0ext := ?,

                    v770NonCriticalExtensions := {

                      rrcConnectionRequest_v770ext := ?,

                      v7b0NonCriticalExtensions := {

                        rrcConnectionRequest_v7b0ext := ?,

                        v860NonCriticalExtensions := {

                          rrcConnectionRequest_v860ext := p_V860ext_IEs,

                          v7e0NonCriticalExtensions := * // @sic R5s120294 sic@

                        } ifpresent // @sic R5s130287 sic@

                      } ifpresent // @sic R5s120923 sic@

                    }

                  }

                }

              }

            }

          }

        }

      }

    }

  };


After:
	template (present) UL_CCCH_Message cdr_RRC_ConnReqWith_v860extOptional(template (present) EstablishmentCause p_EstCause := ?,

                                                                         template (present) RRCConnectionRequest_v860ext_IEs p_V860ext_IEs, // @sic R5s130287 sic@

                                                                         template (present) RRCConnectionRequest_v690ext_IEs p_RRCConnectionRequest_v690ext_IEs := ?) // @sic R5s130287 sic@

    modifies cr_108_RRC_ConnReq_r8 :=

  { /* @status    APPROVED (LTE_IRAT) */

   // @sic R5-120756 sic@

    message_ := {

      rrcConnectionRequest := {

        v3d0NonCriticalExtensions := {

          rRCConnectionRequest_v3d0ext := ?,

          v4b0NonCriticalExtensions := {

            rrcConnectionRequest_v4b0ext := {

              accessStratumReleaseIndicator := ?

            },

            v590NonCriticalExtensions :=           {

              rrcConnectionRequest_v590ext := ?,

              v690NonCriticalExtensions := {

                rrcConnectionRequest_v690ext := p_RRCConnectionRequest_v690ext_IEs,

                v6b0NonCriticalExtensions := {

                  rrcConnectionRequest_v6b0ext := ?,

                  v6e0NonCriticalExtensions := {

                    rrcConnectionRequest_v6e0ext := ?,

                    v770NonCriticalExtensions := {

                      rrcConnectionRequest_v770ext := ?,

                      v7b0NonCriticalExtensions := {

                        rrcConnectionRequest_v7b0ext := ?,

                        v860NonCriticalExtensions := {

                          rrcConnectionRequest_v860ext := p_V860ext_IEs,

                          v7e0NonCriticalExtensions := * // @sic R5s120294 sic@

                        } ifpresent // @sic R5s130287 sic@

                      } ifpresent // @sic R5s120923 sic@

                    } ifpresent
                  } ifpresent
                } ifpresent
              }

            }

          }

        }

      }

    }

  };


