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	Reason for change:
	According to 3GPP TS 36523 in postamble UE is expected in RRC connected mode and timer T3440 is running. So UE should expected first to release the RRC connection then it should detach using new RRC connection.

.
31

Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 30?
-

-
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-
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At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.

-

-

-

-

Current TTCN uses postamble state E2_CONNECTED.

	
	

	Summary of change:
	Postamble condition is changed to E2_3440.

	
	

	Consequences if not approved:
	Conformant UE may fail the test case in postamble.
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	Other comments:
	


Change 1 
	Function name
	f_TC_8_2_4_15_EUTRA ()

	Reason for change
	Incorrect postamble state used

	Summary of change
	Postamble condition is changed.

	TTCN module
	IWD_13wk49_LTE\LTE_IWD_13wk49\LTE\8_2\RRC_Handover.ttcn

	MCC160 Comment
	Accepted


Before change

    //@siclog "Step 31" @siclog

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 30?

    f_EUTRA_508Check_ConnectedState (eutra_Cell30);

    f_EUTRA_TestBody_Set (false);

    //Switch/power off UE

    f_EUTRA_Postamble (eutra_Cell30, E2_CONNECTED);

  }                                                                      
After change

    //@siclog "Step 31" @siclog

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 30?

    f_EUTRA_508Check_ConnectedState (eutra_Cell30);

    f_EUTRA_TestBody_Set (false);

    //Switch/power off UE

    f_EUTRA_Postamble (eutra_Cell30, E2_T3440);
  }
