Page 1



3GPP TSG-RAN WG5 Testing 
(
 R5s140205
01 Jan – 31 Dec 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	36.523-3
	CR
	
	rev
	-
	Current version:
	11.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction  to GCF WI-162 LTE-A CA Testcase 8.2.2.3.2

	
	

	Source to WG:
	Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI10_Test
	
	Date:
	2014-03-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
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	Other comments:
	


2.1 Change 1
	Function name
	f_TC_8_2_2_3_Common

	Reason for change
	QuanityConfig is NEED ON (Optionally present No action) IE in RRC Connection Reconfiguratipn message at step 7.If the QuantityConfig is set to ‘-‘ which will reset it to NULL values. 

	Summary of change
	QuantityConfigEUTRA has been set to omit so that UE can continue will previous value.

	TTCN module
	LTE_A\8_2\RRC_ConnReconfig_CA.ttcn

	MCC 160
	Accepted


Before change

         v_RRCConnectionReconfiguration := cs_508_RRCConnectionReconfiguration_SCell_AddModRelease(tsc_RRC_TI_Def,

                                                                                              cs_SCellToMod_r10(1,

                                                                                                                cs_RadioResourceConfigDedicatedSCell_r10(cs_PhysicalConfigDedicatedSCell_r10_DEFAULT(v_DedicatedSCell_UL_Configuration))),

                                                                                              v_PUCCH_ConfigDedicated,

                                                                                              -,

                                                                                              -,

                                                                                              v_AdditionalSpectrumEmissionCA_r10,

                                                                                              cs_MeasConfig(omit,omit,omit,omit,omit,omit,-,cs_MeasGapConfig_release)//release GAP @sic R5s140010 sic@ 

                                                                                              );

    if (pc_FeatrGrp_113) {

      f_EUTRA_SS_CommonCellConfig(p_SCellId, cas_CellConfig_ScellModSRS_AntennaInfo_REQ(p_SCellId, cs_TimingInfo_Now, f_EUTRA_CellInfo_GetSounding_ConfigCommon(p_SCellId)));

    }

    else {

      f_EUTRA_SS_CommonCellConfig(p_SCellId, cas_CellConfig_ScellModSRS_AntennaInfo_REQ(p_SCellId, cs_TimingInfo_Now, f_EUTRA_CellInfo_GetSounding_ConfigCommon(p_SCellId)));

    }

    //@siclog "Step 7 - 8" siclog@

    //Transmit RRCConnectionReconfiguration

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddMod_1Scell(p_PCellId,

                                 p_SCellId,

                                 1,  // SCellIndex_r10

                                 p_CA_Type, // CA Type

                                 v_UL_CA , // UL CA desired,

                                 -,  // C_RNTI     default        := tsc_C_RNTI_Def,

                                 cs_MeasGapConfig_release,  //release GAP @sic R5s140010 sic@

                                 v_RRCConnectionReconfiguration);
After change

         v_RRCConnectionReconfiguration := cs_508_RRCConnectionReconfiguration_SCell_AddModRelease(tsc_RRC_TI_Def,

                                                                                              cs_SCellToMod_r10(1,

                                                                                                                cs_RadioResourceConfigDedicatedSCell_r10(cs_PhysicalConfigDedicatedSCell_r10_DEFAULT(v_DedicatedSCell_UL_Configuration))),

                                                                                              v_PUCCH_ConfigDedicated,

                                                                                              -,

                                                                                              -,

                                                                                              v_AdditionalSpectrumEmissionCA_r10,

                                                                                              cs_MeasConfig(omit,omit,omit,omit,omit,omit,omit,cs_MeasGapConfig_release)//release GAP @sic R5s140010 sic@ 

                                                                                              );

    if (pc_FeatrGrp_113) {

      f_EUTRA_SS_CommonCellConfig(p_SCellId, cas_CellConfig_ScellModSRS_AntennaInfo_REQ(p_SCellId, cs_TimingInfo_Now, f_EUTRA_CellInfo_GetSounding_ConfigCommon(p_SCellId)));

    }

    else {

      f_EUTRA_SS_CommonCellConfig(p_SCellId, cas_CellConfig_ScellModSRS_AntennaInfo_REQ(p_SCellId, cs_TimingInfo_Now, f_EUTRA_CellInfo_GetSounding_ConfigCommon(p_SCellId)));

    }

    //@siclog "Step 7 - 8" siclog@

    //Transmit RRCConnectionReconfiguration

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddMod_1Scell(p_PCellId,

                                 p_SCellId,

                                 1,  // SCellIndex_r10

                                 p_CA_Type, // CA Type

                                 v_UL_CA , // UL CA desired,

                                 -,  // C_RNTI     default        := tsc_C_RNTI_Def,

                                 cs_MeasGapConfig_release,  //release GAP @sic R5s140010 sic@

                                 v_RRCConnectionReconfiguration);     
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