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	Reason for change:
	According to 3GPP TS 36523 Table 13.4.1.5.3.3-7   in step 2 of the TC RRCConnectionReconfiguration message should not have physicalConfigDedicated parameter.

.
Table 13.4.1.5.3.3-7: RadioResourceConfigDedicated-RECONFIG (Table 13.4.1.5.3.3-3)

Derivation Path: 36.331 clause 6.3.2

Information Element

Value/remark

Comment

Condition

RadioResourceConfigDedicated ::= SEQUENCE {

  srb-ToAddModList

SRB-ToAddModList-DEFAULT

TS 36.508 Table 4.8.2.1.1-1

  drb-ToAddModList

DRB-ToAddModList-DEFAULT (1) using condition AM

TS 36.508 Table 4.8.2.1.7-1
  drb-ToReleaseList

Not present

  mac-MainConfig CHOICE {

      explicitValue

MAC-MainConfig-DEFAULT

  }

  sps-Config

Not present

  physicalConfigDedicated

Not present

}

But current implementation is including this prameter.


	
	

	Summary of change:
	physicalConfigDedicated removed from RRCConnectionReconfiguration message.

	
	

	Consequences if not approved:
	Conformance UE may fail the test case.
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	Other comments:
	


Change 1 
	Function name
	f_TC_13_4_1_5_EUTRA ()

	Reason for change
	In step 2 RRCConnectionReconfiguration message should not have physicalConfigDedicated.

	Summary of change
	New template f_RRCConnectionReconfiguration_FullConfig_13_4_1_5
has been added for TC 13_4_1_5.

	TTCN module
	IWD_14wk10_LTE\LTE_IWD_14wk10\LTE\13\MultiLayer_Procedures.ttcn


Before change

  //Step 4

  template (value) ReportConfigToAddMod.reportConfig cs_508_ReportConfigEUTRA_A3_H :=

    cs_ReportConfig_reportConfigEUTRA_eventA3(20, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1);

  //Step6

  template (present) UL_DCCH_Message cr_MeasurementReport_13_2_1_Step6(PhysCellId p_PhysCellId) :=

    /* @status    APPROVED (LTE) */

    cr_MeasurementReport(1,

                         ?,

                         ?,

                         cr_MeasResultNeighCells_measResultListEUTRA_1Entry(p_PhysCellId, omit,?, ?));

  } //group TC_13_2_1_Templates
…………

    f_EUTRA_TestBody_Set(true, layer2);

    //Set cell 2 powerlevel

    f_EUTRA_SetCellPower (eutra_Cell2, -73);

    v_RRCConnReconfig := f_RRCConnectionReconfiguration_FullConfig (eutra_Cell2);
    //@siclog "Step 1" siclog@

    /* The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1. */

    DRB.send(cas_DRB_COMMON_REQ_PDCP_SDU(eutra_Cell1, tsc_RbId_DRB1, cs_TimingInfo_Now, v_PDCP_SDUList_DRB1));

…………                                                               
After change

…………..
  //Step 4

  template (value) ReportConfigToAddMod.reportConfig cs_508_ReportConfigEUTRA_A3_H :=

    cs_ReportConfig_reportConfigEUTRA_eventA3(20, false, 0, ms0, rsrp, sameAsTriggerQuantity, 1, ms1024, r1);

  //Step6

  template (present) UL_DCCH_Message cr_MeasurementReport_13_2_1_Step6(PhysCellId p_PhysCellId) :=

    /* @status    APPROVED (LTE) */

    cr_MeasurementReport(1,

                         ?,

                         ?,

                         cr_MeasResultNeighCells_measResultListEUTRA_1Entry(p_PhysCellId, omit,?, ?));

  } //group TC_13_2_1_Templates

  //13_4_1_5 Templates

   template (value) RadioResourceConfigDedicated cs_508_RadioResourceConfigDedicated_HOToEUTRA_13_4_1_5(template (omit) CQI_ReportPeriodic p_CQI_ReportingPeriodic,

                                                                                              template (value) PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated,  // @sic R5-1236630 sic@

                                                                                              SR_PUCCH_ResourceIndex_Type p_SR_PUCCH_ResourceIndex,  // @sic R5-1236630 sic@

                                                                                              SR_ConfigIndex_Type p_SR_ConfigIndex) :=  // @sic R5-1236630 sic@

  /* Values according to 36.508 cl. 4.6.3 Table 4.6.3-18 (using condition n=1 & m=0) */

  /* @status    APPROVED (LTE, LTE_IRAT) */

    cs_RadioResourceConfigDedicated_SrbDrbConfig( { cs_508_SRB1_ToAddMod_DEFAULT, cs_508_SRB2_ToAddMod_DEFAULT },

                                                  { cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB1) },

                                                  cs_508_MAC_MainConfig_Explicit_RBC_DrxL,omit);

   template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_FullConfig_13_4_1_5(integer p_ARFCN,

                                                                              Dl_Bandwidth_Type p_DLBW,

                                                                              template (omit) Ul_Bandwidth_Type p_ULBW,

                                                                              integer p_CellId,

                                                                              RRC_TransactionIdentifier p_RRC_TI,

                                                                              template (value) PRACH_Config p_PRACH_Configuration,

                                                                              integer p_PuschHoppingOffset,

                                                                              template (value) SoundingRS_UL_ConfigCommon p_SoundingRsUl_ConfigCommon,

                                                                              template (omit) TDD_Config p_Tdd_Configuration,

                                                                              template (omit) CQI_ReportPeriodic p_CQI_ReportingPeriodic,

                                                                              template (value) PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated,   // @sic R5-123630 sic@

                                                                              SR_PUCCH_ResourceIndex_Type p_SR_PUCCH_ResourceIndex,   // @sic R5-123630 sic@

                                                                              SR_ConfigIndex_Type p_SR_ConfigIndex,    // @sic R5-123630 sic@

                                                                              N_RB_CQI_Type p_N_RB_CQI) :=  // @sic R5-123712 sic@

  /* @status    APPROVED (LTE) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           omit,

                                           cs_MobilityControlInfo_HO_InterRAT(p_CellId,

                                                                              cs_CarrierFreqEUTRA (p_ARFCN, omit),

                                                                              cs_CarrierBandwidthEUTRA (p_DLBW, p_ULBW),

                                                                              tsc_C_RNTI_Def2,            // @sic R5s120490 sic@

                                                                              cds_RadioResourceConfigCommon_FullConfig(cs_508_RACH_ConfigCommon_Default, // @sic R5-123712 sic@

                                                                                                                       p_PRACH_Configuration,

                                                                                                                       cs_508_PUSCH_ConfigCommon_Default(p_PuschHoppingOffset),

                                                                                                                       p_SoundingRsUl_ConfigCommon,

                                                                                                                       p_Tdd_Configuration,

                                                                                                                       cs_AntennaInfoCommon_1Port,

                                                                                                                       cs_508_PUCCH_ConfigCommon_Default(p_N_RB_CQI),

                                                                                                                       tsc_P_b_1Tx)),   // @sic R5s120490 sic@

                                           cs_508_RadioResourceConfigDedicated_HOToEUTRA_13_4_1_5 (p_CQI_ReportingPeriodic, p_PUCCH_ConfigDedicated, p_SR_PUCCH_ResourceIndex, p_SR_ConfigIndex),

                                           cs_SecurityConfigHO_IntraLTE(cs_SecurityAlgorithmConfig, false, 0),

                                           cs_RRCConnectionReconfiguration_v890_IEs_FullConfig);                                             

  /*

   * @desc      To Generate RRC Connection Reconfiguration message for Full Handover.

   * @param     p_CellId

   * @param     p_MAC_MainConfig_Type (default value: cs_508_MAC_MainConfig_Explicit_RBC_FullConfig)

   * @return    template (value) DL_DCCH_Message

   * @status    APPROVED (LTE)

   */

  function f_RRCConnectionReconfiguration_FullConfig_13_4_1_5(EUTRA_CellId_Type p_CellId,

                                                     template (value) MAC_MainConfig_Type p_MAC_MainConfig_Type := cs_508_MAC_MainConfig_Explicit_RBC_FullConfig)  runs on EUTRA_PTC

    return template (value) DL_DCCH_Message

  {

    var Ul_Bandwidth_Type v_UL_Bandwidth := f_EUTRA_CellInfo_GetUL_ChBandwidth (p_CellId);

    var Dl_Bandwidth_Type v_DL_Bandwidth := f_EUTRA_CellInfo_GetDL_ChBandwidth (p_CellId);

    var ChannelBandwidthDependency_Type v_ChannelBandwidthDependency := f_EUTRA_BandDependentParam(v_DL_Bandwidth, v_UL_Bandwidth);

    var PhysCellId v_PhysCellId := f_EUTRA_CellInfo_GetPhyCellId(p_CellId);

    var RootSequenceIndex_Type v_RootSequenceIndex := f_EUTRA_CellInfo_GetRootSequenceIndex(p_CellId);

    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode := f_EUTRA_CellInfo_GetFDD_TDD(p_CellId);

    var  template (value)DL_DCCH_Message v_RRCConnReconfig;

    var integer v_Arfcn := f_EUTRA_CellInfo_GetEARFCN_DL(p_CellId);

    if (v_EUTRA_FDD_TDD_Mode == FDD) {            // FDD

      v_RRCConnReconfig := cs_RRCConnectionReconfiguration_FullConfig_13_4_1_5(v_Arfcn,

                                                                      v_DL_Bandwidth,

                                                                      v_UL_Bandwidth,

                                                                      v_PhysCellId,

                                                                      tsc_RRC_TI_Def,

                                                                      cs_PRACH_Config_Def(cs_508_PRACH_ConfigSIB_FDD(v_ChannelBandwidthDependency.Prach_FrequencyOffset,

                                                                                                                     v_RootSequenceIndex)),

                                                                      v_ChannelBandwidthDependency.Pusch_HoppingOffset,

                                                                      cs_508_SoundingRS_UL_ConfigCommon_FDD(v_ChannelBandwidthDependency.SrsBandwidthConfiguration),

                                                                      omit,

                                                                      cs_CQI_ReportingPeriodic_FDD,

                                                                      cs_508_PUCCH_ConfigDedicated_Default_FDD,   // @sic R5-123630 sic@

                                                                      v_ChannelBandwidthDependency.sr_PUCCH_ResourceIndex, // @sic R5-123630 sic@

                                                                      30,  // @sic R5-123630 sic@

                                                                      v_ChannelBandwidthDependency.N_RB_CQI); //@sic R5s140073 sic@

    } else {

      v_RRCConnReconfig:= cs_RRCConnectionReconfiguration_FullConfig_13_4_1_5(v_Arfcn,

                                                                     v_DL_Bandwidth,

                                                                     omit,

                                                                     v_PhysCellId,

                                                                     tsc_RRC_TI_Def,

                                                                     cs_PRACH_Config_Def(cs_508_PRACH_ConfigSIB_TDD(v_ChannelBandwidthDependency.Prach_FrequencyOffset,

                                                                                                                    v_RootSequenceIndex)),

                                                                     v_ChannelBandwidthDependency.Pusch_HoppingOffset,

                                                                     cs_508_SoundingRS_UL_ConfigCommon_TDD(v_ChannelBandwidthDependency.SrsBandwidthConfiguration),

                                                                     cs_TDD_ConfigDef(px_eTDDsubframeConfig),

                                                                     cds_CQI_ReportingPeriodic_TDD,

                                                                     cds_508_PUCCH_ConfigDedicated_Default_TDD,   // @sic R5-123630 sic@

                                                                     v_ChannelBandwidthDependency.sr_PUCCH_ResourceIndex, // @sic R5-123630 sic@

                                                                     27,    // @sic R5-123630 sic@

                                                                     v_ChannelBandwidthDependency.N_RB_CQI); //@sic R5s140073 sic@

    }

    v_RRCConnReconfig.message_.c1.rrcConnectionReconfiguration.criticalExtensions.c1.rrcConnectionReconfiguration_r8.radioResourceConfigDedicated.mac_MainConfig := p_MAC_MainConfig_Type;

    return v_RRCConnReconfig;

  }

  // End 13_4_1_5 Templates                                               

  template (value) RRCConnectionReconfiguration_v890_IEs cs_RRCConnectionReconfiguration_v890_IEs_FullConfig :=

  { /* @status    APPROVED (LTE) */

    lateNonCriticalExtension  := omit,

    nonCriticalExtension      := {

      otherConfig_r9        := omit,

      fullConfig_r9         := true_,

      nonCriticalExtension  := omit

    }

  };
.....

    f_EUTRA_TestBody_Set(true, layer2);

    //Set cell 2 powerlevel

    f_EUTRA_SetCellPower (eutra_Cell2, -73);

    v_RRCConnReconfig := f_RRCConnectionReconfiguration_FullConfig_13_4_1_5 (eutra_Cell2);
    //@siclog "Step 1" siclog@

    /* The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1. */

    DRB.send(cas_DRB_COMMON_REQ_PDCP_SDU(eutra_Cell1, tsc_RbId_DRB1, cs_TimingInfo_Now, v_PDCP_SDUList_DRB1));
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