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	Reason for change:
	As per RAN5#62 agreed CR R5-140325 TTCN needs to allow the update type in the generic TRACKING AREA UPDATE REQUEST message either "combined TA/LA Updating with IMSI Attach" or ""combined TA/LA Updating" in case of UE has not performed location area update procedure or a combined routing area update procedure in A/Gb or Iu mode.

In this testcase at step 11 TAU procedure is done with the above condition satisfied and therefore Update Type needs to set to allow both“combined TA/LA updating” or “combined TA/LA updating with IMSI attach”..

	
	

	Summary of change:
	Update Step 11 to UE be able to send “combined TA/LA updating” or “combined TA/LA updating with IMSI attach”.

	
	

	Consequences if not approved:
	Conformant UE may not pass the testcase.
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Change 1
	Function name
	fl_TC_9_2_3_3_5a_Body

	Reason for change
	As per RAN5#62 agreed CR R5-140325 TTCN needs to allow the update type in the generic TRACKING AREA UPDATE REQUEST message either "combined TA/LA Updating with IMSI Attach" or ""combined TA/LA Updating" in case of UE has not performed location area update procedure or a combined routing area update procedure in A/Gb or Iu mode.
In this testcase at step 11 TAU procedure is done with the above condition satisfied and therefore Update Type needs to set to allow both“combined TA/LA updating” or “combined TA/LA updating with IMSI attach”.

	Summary of change
	Update Step 11 to UE be able to send “combined TA/LA updating” or “combined TA/LA updating with IMSI attach”.

	TTCN module
	\9_2\NAS_TrackingArea_UG.ttcn

	MCC160 Comments
	This test case does not refer to the generic procedure in 36.508, cl.6.4.2.7A.  Therefore it must use the default message contents defined in 36.508, cl. 4.7.2-27 – which specifies a value of only "combined TA/LA Updating".  This means a prose CR is required.
Accepted subjected to prose CR approval.


Before change

  function fl_TC_9_2_3_3_5a_Body() runs on EUTRA_PTC

  {

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template (omit) LocAreaId v_LAI_1 := f_EUTRA_GetCellLAI(eutra_CellA, Combined); //LAI-1

    var TrackingAreaCode v_Tac := f_EUTRA_CellInfo_GetTAC(eutra_CellA);

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv(v_PLMN, { bit2oct(v_Tac) });

    var template (omit) AccessPointName v_APN := omit;

    var boolean v_EIT_Flag := false;

    var template (omit) MobileIdentity v_MSId := f_GetMSId(Combined);

    var template (omit) AdditionalUpdateResult v_AdditionalUpdateResult;

    var EUTRA_SecurityParams_Type v_SecurityParams;

    //@siclog "Step 10" siclog@

    //  The SS sets the cell type of CellA to "Serving Cell"

    //  The cell type of Cell 24 is set to Suitable Neighbour Cell

    if (f_EUTRA_GetOtherRAT() == "UTRAN") {

      f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    } else if (f_EUTRA_GetOtherRAT() == "GERAN") {

      f_EUTRA_InterRAT_InitialiseAuthParams(GERAN);

    }

    f_EUTRA_SetCellPower(eutra_CellA, tsc_ServingCellRS_EPRE);

    //@siclog "Step 11" siclog@

    //+   The UE camps on E-UTRAN cell A and transmits a TRACKING AREA UPDATE REQUEST message.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication((tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected), // @sic R5s120639 sic@

                                                                 cr_TAU_RequestIdleMobilityDiffRAT(tsc_EpsUpdate_Combined_TaLaUpdate, // @sic R5-130647, R5-134259, R5-141104 sic@

                                                                                                     ?,

                                                                                                     cr_508_EPS_BearerContextStatusTAUReq,

                                                                                                     f_GetAdditionalUpdateType (Combined),

                                                                                                     tsc_NasKsi_NativeSecurityContext))); // @sic R5s120715 sic@

After change

function fl_TC_9_2_3_3_5a_Body() runs on EUTRA_PTC

  {

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template (omit) LocAreaId v_LAI_1 := f_EUTRA_GetCellLAI(eutra_CellA, Combined); //LAI-1

    var TrackingAreaCode v_Tac := f_EUTRA_CellInfo_GetTAC(eutra_CellA);

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv(v_PLMN, { bit2oct(v_Tac) });

    var template (omit) AccessPointName v_APN := omit;

    var boolean v_EIT_Flag := false;

    var template (omit) MobileIdentity v_MSId := f_GetMSId(Combined);

    var template (omit) AdditionalUpdateResult v_AdditionalUpdateResult;

    var EUTRA_SecurityParams_Type v_SecurityParams;

    //@siclog "Step 10" siclog@

    //  The SS sets the cell type of CellA to "Serving Cell"

    //  The cell type of Cell 24 is set to Suitable Neighbour Cell

    if (f_EUTRA_GetOtherRAT() == "UTRAN") {

      f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    } else if (f_EUTRA_GetOtherRAT() == "GERAN") {

      f_EUTRA_InterRAT_InitialiseAuthParams(GERAN);

    }

    f_EUTRA_SetCellPower(eutra_CellA, tsc_ServingCellRS_EPRE);

    //@siclog "Step 11" siclog@

    //+   The UE camps on E-UTRAN cell A and transmits a TRACKING AREA UPDATE REQUEST message.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication((tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected), // @sic R5s120639 sic@

                                                                 cr_TAU_RequestIdleMobilityDiffRAT((tsc_EpsUpdate_Combined_TaLaUpdate, tsc_EpsUpdate_Combined_IMSIAttach), // @sic R5-130647, R5-134259, R5-141104 sic@                                                                                                      ?,

                                                                                                     cr_508_EPS_BearerContextStatusTAUReq,

                                                                                                     f_GetAdditionalUpdateType (Combined),

                                                                                                     tsc_NasKsi_NativeSecurityContext))); // @sic R5s120715 sic@
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