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	Reason for change:
	A few corrections are required for the DETACH steps in Emergency call test cases 11.2.2 and 11.2.4 :
1. DETACH REQUEST message will be received on SRB 2 not SRB 1

2. Mobile Identity IE in DETACH REQUEST is LV format so IEI should be omitted

3. The t_WaitForDetach timer is currently not stopped

	
	

	Summary of change:
	1. Replace SRB1 with SRB2 for receiving DETACH REQUEST and sending DETACH ACCEPT

2. Pass IEI as “omit” to f_GutiParameters2MobileIdentity()

Stop t_WaitForDetachTimer on receipt of DETACH REQUEST

	
	

	Consequences if not approved:
	Conformant UE may not pass the emergency call testcases
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	Other comments:
	


Change 1
	Function name
	fl_TC_11_2_2_Body()

	Reason for change
	4. DETACH REQUEST message at step 22Aa1 will be received on SRB 2 not SRB 1
5. Mobile Identity IE in DETACH REQUEST is LV format so IEI should be omitted

6. The t_WaitForDetach timer is not stopped

	Summary of change
	3. Replace SRB1 with SRB2 for receiving DETACH REQUEST and sending DETACH ACCEPT
4. Pass IEI as “omit” to f_GutiParameters2MobileIdentity()

5. Stop t_WaitForDetachTimer on receipt of DETACH REQUEST

	TTCN module
	IMS_EmergencyCall.ttcn

	MCC160 Comment
	1. Accepted

2. Accepted

3. Accepted


Before change

    function fl_TC_11_2_2_Body()runs on EUTRA_PTC

  {

    ............

    // EXCEPTION: Step 22Aa1 and 22Aa2 describes optional behaviour that depends on the UE implementation.

    t_WaitforDetach.start; // @sic R5-141133 sic@

    alt {

         //@siclog "Step 22Aa1" siclog@

         // The UE transmits a DETACH REQUEST message with the Detach type IE indicating "EPS detach" to regain normal service.

         [] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                         cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                           cr_508_DETACH_REQUEST_MO(?,

                                                                                    f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti_Params),

                                                                                    cr_DetachType( '0'B, tsc_DetachMO_EpsOnly))))) {

          //@siclog "Step 22Aa2" siclog@

          // The SS responds the DETACH ACCEPT message.

          SRB.send (cas_SRB1_NasPdu_REQ (eutra_CellA,

                                         cs_TimingInfo_Now,

                                         cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cs_508_DETACH_ACCEPT)));

      }

      [] t_WaitforDetach.timeout {}

    }

    //@siclog "Step 23" siclog@

    //The SS releases the RRC connection after 5 seconds from step 22.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA); // @sic R5-132067 sic@

  }// end fl_TC_11_2_2_Body

After change

    function fl_TC_11_2_2_Body()runs on EUTRA_PTC

  {

    ............

    // EXCEPTION: Step 22Aa1 and 22Aa2 describes optional behaviour that depends on the UE implementation.

    t_WaitforDetach.start; // @sic R5-141133 sic@

    alt {

         //@siclog "Step 22Aa1" siclog@

         // The UE transmits a DETACH REQUEST message with the Detach type IE indicating "EPS detach" to regain normal service.

         [] SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                         cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                           cr_508_DETACH_REQUEST_MO(?,

                                                                                    f_GutiParameters2MobileIdentity(omit, v_Guti_Params),

                                                                                    cr_DetachType( '0'B, tsc_DetachMO_EpsOnly))))) {

          t_WaitForDetach.stop;
          //@siclog "Step 22Aa2" siclog@

          // The SS responds the DETACH ACCEPT message.

          SRB.send (cas_SRB2_NasPdu_REQ (eutra_CellA,

                                         cs_TimingInfo_Now,

                                         cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cs_508_DETACH_ACCEPT)));

      }

      [] t_WaitforDetach.timeout {}

    }

    //@siclog "Step 23" siclog@

    //The SS releases the RRC connection after 5 seconds from step 22.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA); // @sic R5-132067 sic@

  }// end fl_TC_11_2_2_Body

Change 2
	Function name
	fl_TC_11_2_4_Body()

	Reason for change
	1. DETACH REQUEST message at step 22Aa1 will be received on SRB 2 not SRB 1

2. Mobile Identity IE in DETACH REQUEST is LV format so IEI should be omitted
3. The t_WaitForDetach timer is not stopped

	Summary of change
	1. Replace SRB1 with SRB2 for receiving DETACH REQUEST and sending DETACH ACCEPT

2. Pass IEI as “omit” to f_GutiParameters2MobileIdentity()

3. Stop t_WaitForDetachTimer on receipt of DETACH REQUEST

	TTCN module
	IMS_EmergencyCall.ttcn

	MCC160 Comment
	1. Accepted

2. Accepted
3. Accepted


Before change

  function fl_TC_11_2_4_Body()runs on EUTRA_PTC

  {

    ............

    // EXCEPTION: Step 20Ba1 and 20Ba2 describes optional behaviour that depends on the UE implementation.

    t_WaitforDetach.start; // @sic R5-141134 sic@

    alt {

         //@siclog "Step 20Ba1" siclog@

         // The UE transmits a DETACH REQUEST message with the Detach type IE indicating "EPS detach" to regain normal service.

      [] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                         cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                           cr_508_DETACH_REQUEST_MO(?,

                                                                                    f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti_Params),

                                                                                    cr_DetachType( '0'B, tsc_DetachMO_EpsOnly))))) {

          //@siclog "Step 20Ba2" siclog@

          // The SS responds the DETACH ACCEPT message.

          SRB.send (cas_SRB1_NasPdu_REQ (eutra_CellA,

                                         cs_TimingInfo_Now,

                                         cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cs_508_DETACH_ACCEPT)));

      }

      [] t_WaitforDetach.timeout {}

    }

After change

      function fl_TC_11_2_4_Body()runs on EUTRA_PTC

  {

    ............

    // EXCEPTION: Step 20Ba1 and 20Ba2 describes optional behaviour that depends on the UE implementation.

    t_WaitforDetach.start; // @sic R5-141134 sic@

    alt {

         //@siclog "Step 20Ba1" siclog@

         // The UE transmits a DETACH REQUEST message with the Detach type IE indicating "EPS detach" to regain normal service.

      [] SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                         cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                           cr_508_DETACH_REQUEST_MO(?,

                                                                                    f_GutiParameters2MobileIdentity(omit, v_Guti_Params),

                                                                                    cr_DetachType( '0'B, tsc_DetachMO_EpsOnly))))) {

          t_WaitForDetach.stop;
          //@siclog "Step 20Ba2" siclog@

          // The SS responds the DETACH ACCEPT message.

          SRB.send (cas_SRB2_NasPdu_REQ (eutra_CellA,

                                         cs_TimingInfo_Now,

                                         cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cs_508_DETACH_ACCEPT)));

      }

      [] t_WaitforDetach.timeout {}

    }
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