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	Reason for change:
	Power Down Detach function does not handle Registration Accepted Order which may be sent after the GCSNA L2 ACK in response to the Registration Message.
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Change 1
	Function name
	f_CDMA2000_PowerDownDetach_1xRTT

	Reason for change
	Function does not handle Registration Accepted Order which may be sent after the GCSNA L2 ACK in response to the Registration Message in accordance with C.S0005 clause 2.6.5.1.2.
A draft prose CR will be raised at next RAN5#63 meeting

	Summary of change
	Loop added to complete the power down registration attempt to include handling of Registration Accepted Order with added call to wait for coordination trigger from CDMA2000_PTC to indicate procedure has completed.

	TTCN module
	Common\EUTRA\EUTRA_CDMA2000Tunnelling.ttcn


Before change

function f_CDMA2000_PowerDownDetach_1xRTT(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC

  {

    var SRB_COMMON_IND v_SRB_COMMON_IND;

    var TunneledInfoCDMA2000 v_Msg_C2K;

    var CDMA2000_MSG_IND v_CDMA2000_MSG_IND;

    //Receive GCSNA encapsulated Power-Down Registration message
    SRB.receive(car_SRB2_RrcPdu_IND(p_CellId, cr_ULInformationTransfer_1XRTT)) -> value v_SRB_COMMON_IND;

    C2KTUNNEL.send(cas_CDMA2000_MSG_REQ(type1XRTT, v_SRB_COMMON_IND.Signalling.Rrc.Dcch.message_.c1.ulInformationTransfer.criticalExtensions.c1.ulInformationTransfer_r8.dedicatedInfoType.dedicatedInfoCDMA2000_1XRTT));

    //Send GCSNAL2Ack as per C.s0097 clause 2.5.2

    C2KTUNNEL.receive(car_CDMA2000_MSG_IND) -> value v_CDMA2000_MSG_IND; //@sic R5s120898 sic@

    v_Msg_C2K := v_CDMA2000_MSG_IND.DL_Msg.Msg;

    SRB.send(cas_SRB2_RrcPdu_REQ(p_CellId,

                                 cs_TimingInfo_Now,

                                 cs_DLInformationTransfer_1XRTT(v_Msg_C2K)));
  }

}
After change

  function f_CDMA2000_PowerDownDetach_1xRTT(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC

  {

    var SRB_COMMON_IND v_SRB_COMMON_IND;

    var TunneledInfoCDMA2000 v_Msg_C2K;

    var CDMA2000_MSG_IND v_CDMA2000_MSG_IND;


var boolean v_EndOfProcedure := false;

    while (not v_EndOfProcedure) {

      alt {

        [] //Receive GCSNA encapsulated Power-Down Registration message



   SRB.receive(car_SRB2_RrcPdu_IND(p_CellId, cr_ULInformationTransfer_1XRTT)) -> value v_SRB_COMMON_IND {

           C2KTUNNEL.send(cas_CDMA2000_MSG_REQ(type1XRTT, v_SRB_COMMON_IND.Signalling.Rrc.Dcch.message_.c1.ulInformationTransfer.criticalExtensions.c1.ulInformationTransfer_r8.dedicatedInfoType.dedicatedInfoCDMA2000_1XRTT));

        }

        [] //Send GCSNAL2Ack as per C.s0097 clause 2.5.2 and Registration Accepted Order

           C2KTUNNEL.receive(car_CDMA2000_MSG_IND) -> value v_CDMA2000_MSG_IND { //@sic R5s120898 sic@

           v_Msg_C2K := v_CDMA2000_MSG_IND.DL_Msg.Msg;

           SRB.send(cas_SRB2_RrcPdu_REQ(p_CellId,

                                        cs_TimingInfo_Now,

                                        cs_DLInformationTransfer_1XRTT(v_Msg_C2K)));

        }

        [] // get trigger from the C2K PTC that procedure has been completed



  a_IRAT_WaitForCoOrd_Trigger(CDMA2000) {   

          v_EndOfProcedure := true;

        }

      }

    }






 

  }

}
Change 2
	Function name
	function f_RTT1X_DetachOnSwitchOff_PreReg

	Reason for change
	Coordination trigger introduced in Change 1

	Summary of change
	Added function call to send coordination trigger to EUTRA_PTC to indicate power down registration procedure has completed.

	TTCN module
	Common\C2K\CDMA2000_CommonFunctions.ttcn


Before change

  function f_RTT1X_DetachOnSwitchOff_PreReg(CDMA2000_CellId_Type p_CellId) runs on CDMA2000_PTC

  {

    SYSCMD_IND.send (cas_RTT1X_SYSTEM_CMD(p_CellId,

                                          -, // timing info now

                                          cs_RTT1X_DetachOnSwitchOff(true)));

    SYSCMD_IND.receive(car_RTT1X_SYSTEM_IND(p_CellId,

                                            -, // Routing info none

                                            -, // timing info now

                                            cr_RTT1X_DetachOnSwitchOffInd));

  }// end of f_RTT1X_DetachOnSwitchOff_PreReg
After change

  function f_RTT1X_DetachOnSwitchOff_PreReg(CDMA2000_CellId_Type p_CellId) runs on CDMA2000_PTC

  {

    SYSCMD_IND.send (cas_RTT1X_SYSTEM_CMD(p_CellId,

                                          -, // timing info now

                                          cs_RTT1X_DetachOnSwitchOff(true)));

    SYSCMD_IND.receive(car_RTT1X_SYSTEM_IND(p_CellId,

                                            -, // Routing info none

                                            -, // timing info now

                                            cr_RTT1X_DetachOnSwitchOffInd));


//Power down registration completed, send a trigger to EUTRA PTC

    f_IRAT_SendCoOrd ( EUTRA, cms_IRAT_Trigger );
  }// end of f_RTT1X_DetachOnSwitchOff_PreReg
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