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13.4.4.5.3
Test description

13.4.4.5.3.1
Pre-test conditions

System Simulator:

-
Cell 1. 

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

UE:

None.

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

13.4.4.5.3.2
Test procedure sequence

Table 13.4.4.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 13.4.4.5.3.2-1: Cell configuration changes over time
	
	Parameter
	Unit
	Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-75
	SrxlevCell 1 > 0 such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	

	
	Pilot Ec/Ior
	dB
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	


Table 13.4.4.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-20
	Steps 0 to 19 of the generic UE Registration, pre-registration on 1xRTT radio bearer establishment procedure (TS 36.508 4.5.2C.3-2) are executed to successfully complete the attach and pre-registration on 1xRTT procedure.
	
	
	
	

	21
	If possible (see ICS) switch off is performed.
	-
	-
	-
	-

	22-28
	Steps 3 to 9 of the generic radio bearer

establishment procedure (TS 36.508 4.5.3.3-1)

are executed to successfully complete the

service request procedure.
	-
	-
	-
	-

	28A-28B
	Steps 16A and 16B of generic procedure  (TS 36.508  4.5.2C.3-2) are executed
	-
	-
	-
	-

	29
	Check: Does the UE transmit an ULInformationTransfer containing a tunnelled 1xRTT GCSNA encapsulated Power-Down Registration message on Cell 1.
	-->
	ULInformationTransfer
	1
	P

	29A-29B
	Steps 17A to 18 of the UE Registration, pre-registration on 1xRTT (TS 36.508 4.5.2C.3-2)
	
	
	
	

	30
	UE sends DETACH REQUEST message.
	-->
	DETACH REQUEST
	-
	-
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