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	Reason for change:
	At step 2 SS is sending RRCConnectionReconfiguration message with RadioResourceConfigDedicated and fullConfig-r9.

For fullConfig-r9, UE should apply the default physical channel configuration (36.331 9.2.4) and release “SchedulingRequestConfig”.

As a result of this “SchedulingRequestConfig” would not get configured because RadioResourceConfigDedicated does not contain “SchedulingRequestConfig” IE. Handling for SR configuration should be added in RadioResourceConfigDedicated.
Note: A prose CR will be raised on 36.523-1 for this change
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	Consequences if not approved:
	A compliant UE may fail the testcase

	
	

	Clauses affected:
	13.4.1.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	36.523-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Change 1

	Function Name
	Template cs_508_RadioResourceConfigDedicated_HOToEUTRA_13_4_1_5

	Reason for change
	At step 2 SS is sending RRC reconfiguration message with RadioResourceConfigDedicated and fullConfig-r9.

For fullConfig-r9, UE should apply the default physical channel configuration (36.331 9.2.4) and release “SchedulingRequestConfig”.

As a result of this “SchedulingRequestConfig” could not get configured because RadioResourceConfigDedicated does not contain “SchedulingRequestConfig” IE. Handling for SR configuration should be added in RadioResourceConfigDedicated.
Note: Prose CR is required for above change

	Summary of change
	Used template                                                  cs_508_PhysicalConfigDedicated_Default_HO inside function   template cs_508_RadioResourceConfigDedicated_HOToEUTRA_13_4_1_5 instead of omit

	Source of change
	Multilayer_Procedures.ttcn

	MCC 160 Comments
	This CR is undoing the changes proposed in Anite CR R5s140225. Accepted conditional to prose CR agreement and undone the changes performed for R5s140225.


Before:
	  //13_4_1_5 Templates

   template (value) RadioResourceConfigDedicated cs_508_RadioResourceConfigDedicated_HOToEUTRA_13_4_1_5(template (omit) CQI_ReportPeriodic p_CQI_ReportingPeriodic,

                                                                                              template (value) PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated,  // @sic R5-1236630 sic@

                                                                                              SR_PUCCH_ResourceIndex_Type p_SR_PUCCH_ResourceIndex,  // @sic R5-1236630 sic@

                                                                                              SR_ConfigIndex_Type p_SR_ConfigIndex) :=  // @sic R5-1236630 sic@

  /* Values according to 36.508 cl. 4.6.3 Table 4.6.3-18 (using condition n=1 & m=0) */

  /* @status    APPROVED (LTE, LTE_IRAT) */

    cs_RadioResourceConfigDedicated_SrbDrbConfig( { cs_508_SRB1_ToAddMod_DEFAULT, cs_508_SRB2_ToAddMod_DEFAULT },

                                                  { cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB1) },

                                                  cs_508_MAC_MainConfig_Explicit_RBC_DrxL,omit);


After:
	  //13_4_1_5 Templates

   template (value) RadioResourceConfigDedicated cs_508_RadioResourceConfigDedicated_HOToEUTRA_13_4_1_5(template (omit) CQI_ReportPeriodic p_CQI_ReportingPeriodic,

                                                                                              template (value) PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated,  // @sic R5-1236630 sic@

                                                                                              SR_PUCCH_ResourceIndex_Type p_SR_PUCCH_ResourceIndex,  // @sic R5-1236630 sic@

                                                                                              SR_ConfigIndex_Type p_SR_ConfigIndex) :=  // @sic R5-1236630 sic@

  /* Values according to 36.508 cl. 4.6.3 Table 4.6.3-18 (using condition n=1 & m=0) */

  /* @status    APPROVED (LTE, LTE_IRAT) */

    cs_RadioResourceConfigDedicated_SrbDrbConfig( { cs_508_SRB1_ToAddMod_DEFAULT, cs_508_SRB2_ToAddMod_DEFAULT },

                                                  { cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB1) },

                                                  cs_508_MAC_MainConfig_Explicit_RBC_DrxL,

                                                  cs_508_PhysicalConfigDedicated_Default_HO(p_PUCCH_ConfigDedicated,

                                                                                            p_CQI_ReportingPeriodic,

                                                                                            p_SR_PUCCH_ResourceIndex,

                                                                                            cs_PhysicalConfigDedicated_AntennaInfo_Def,

                                                                                            p_SR_ConfigIndex));
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