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	Reason for change:
	Execution error arises on the access to v_UTRANSysInfo.Utran[0].TDD.Freq if UTRAN_TDD does not apply. Similarly, on the access to v_UTRANSysInfo.Utran[0].FDD.Freq if UTRAN_FDD does not apply.
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Change 1
	Function name
	f_TC_6_2_3_4a_EUTRA()

	Reason for change
	Execution error arises on the access to v_UTRANSysInfo.Utran[0].TDD.Freq if UTRAN_TDD does not apply. Similarly, on the access to v_UTRANSysInfo.Utran[0].FDD.Freq if UTRAN_FDD does not apply.
Similar error was corrected on many test cases by R5s110753.

	Summary of change
	Added call to f_GetUTRAN_FDD_TDD_Mode( ) like in proposed implementation of R5s110753. 

	TTCN module
	InterRat_CellReselection_EtoU.ttcn


Before change

//Set SystemInformationBlockType6 for cell 1 according to Table 6.2.3.4a.3.2-3
f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                cs_CarrierFreqUTRA_FDD_Common(v_UTRANSysInfo.Utran[0].FDD.Freq,       // @sic R5s130020 sic@

                                                                              3,  // cell reselection priority

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              cs_CarrierFreqUTRA_FDD_threshX_Q_r9),

                                                cs_CarrierFreqUTRA_TDD_CRPrio(v_UTRANSysInfo.Utran[0].TDD.Freq, 3)); */ // @sic R5s130020 sic@
After change

//Set SystemInformationBlockType6 for cell 1 according to Table 6.2.3.4a.3.2-3
if (f_IRAT_GetUTRAN_FDD_TDD_Mode() == UTRAN_FDD) {
      f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                  cs_CarrierFreqUTRA_FDD_Common(v_UTRANSysInfo.Utran[0].FDD.Freq,       // @sic R5s130020 sic@

                                                                              3,  // cell reselection priority

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              cs_CarrierFreqUTRA_FDD_threshX_Q_r9),

                                                  omit); 

    }

    else {
      f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                  omit,
                                                  cs_CarrierFreqUTRA_TDD_CRPrio(v_UTRANSysInfo.Utran[0].TDD.Freq, 3)); */ // @sic R5s130020 sic@
    }
Change 2
	Function name
	f_TC_6_2_3_5a_EUTRA()

	Reason for change
	Execution error arises on the access to v_UTRANSysInfo.Utran[0].TDD.Freq. This test case does not apply to UTRAN TDD as it can be seen in 36.523-2 and  R5s120964_MCC160Comments_r2 as well as the definition of the conformance requirements. 

	Summary of change
	CarrierFreqUTRA_TDD set to omit in the call to f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8

	TTCN module
	InterRat_CellReselection_EtoU.ttcn


Before change

	//Set SIB6 for Cell 1 according to Table 6.2.3.5a.3.2-3

    f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                cs_CarrierFreqUTRA_FDD_Common(v_UTRANSysInfo.Utran[0].FDD.Freq,

                                                                              3,  // CellReselectionPriority

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -20,    // Q_QualMin

                                                                              cs_CarrierFreqUTRA_FDD_threshX_Q_r9(2, 1)), // threshX_HighQ_r9, threshX_LowQ_r9

                                                cs_CarrierFreqUTRA_TDD_CRPrio(v_UTRANSysInfo.Utran[0].TDD.Freq, 3));  // @sic R5s120964 sic@

    //Create and configure Cell 1

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Preamble to ensure USIM is updated with valid TAI, to bring UE to initial state and to send auth. params to UTRAN PTC

    f_EUTRA_Preamble_InterRAT(eutra_Cell1, STATE2_IDLEUPDATE, UTRAN);

    f_EUTRA_TestBody_Set(true);

    //@siclog "Step 1" siclog@

    //Wait for 6 s for UE to receive system information.

    f_Delay(6.0);

    //@siclog "Step 2" siclog@

    //The SS changes Cell 1 and Cell 5 levels according to the row "T1" in table 6.2.3.5a.3.2-1 and table 6.2.3.5a.3.2-2.

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    f_EUTRA_SetCellPower(eutra_Cell1, -85);

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    //@siclog "Step 4" siclog@

    //The SS changes Cell 1 and Cell 5 levels according to the row "T2" in table 6.2.3.5a.3.2-1 and table 6.2.3.5a.3.2-2.

    f_EUTRA_SetCellPower(eutra_Cell1, -80);

    //@siclog "Step 5" siclog@

    //The UE selects and perform the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-1 indicates that the UE is camped on E-UTRAN Cell 1.

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(eutra_Cell1, v_CSInOtherRAT, false, true, omit);

    //@siclog "Step 6" siclog@

    //Set SIB6 for Cell 1 according to Table 6.2.3.5a.3.3-5

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                cs_CarrierFreqUTRA_FDD_Common(v_UTRANSysInfo.Utran[0].FDD.Freq,

                                                                              5,  // CellReselectionPriority

                                                                              10, // ThreshX_High

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -20, // Q_QualMin

                                                                              cs_CarrierFreqUTRA_FDD_threshX_Q_r9(2, 1)), // threshX_HighQ_r9, threshX_LowQ_r9

                                                cs_CarrierFreqUTRA_TDD_CRPrio(v_UTRANSysInfo.Utran[0].TDD.Freq, 5));  // @sic R5s120964 sic@


After change

	//Set SIB6 for Cell 1 according to Table 6.2.3.5a.3.2-3

    f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                cs_CarrierFreqUTRA_FDD_Common(v_UTRANSysInfo.Utran[0].FDD.Freq,

                                                                              3,  // CellReselectionPriority

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -20,    // Q_QualMin

                                                                              cs_CarrierFreqUTRA_FDD_threshX_Q_r9(2, 1)), // threshX_HighQ_r9, threshX_LowQ_r9

                                                omit);  // @sic R5s120964 sic@

    //Create and configure Cell 1

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Preamble to ensure USIM is updated with valid TAI, to bring UE to initial state and to send auth. params to UTRAN PTC

    f_EUTRA_Preamble_InterRAT(eutra_Cell1, STATE2_IDLEUPDATE, UTRAN);

    f_EUTRA_TestBody_Set(true);

    //@siclog "Step 1" siclog@

    //Wait for 6 s for UE to receive system information.

    f_Delay(6.0);

    //@siclog "Step 2" siclog@

    //The SS changes Cell 1 and Cell 5 levels according to the row "T1" in table 6.2.3.5a.3.2-1 and table 6.2.3.5a.3.2-2.

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    f_EUTRA_SetCellPower(eutra_Cell1, -85);

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    //@siclog "Step 4" siclog@

    //The SS changes Cell 1 and Cell 5 levels according to the row "T2" in table 6.2.3.5a.3.2-1 and table 6.2.3.5a.3.2-2.

    f_EUTRA_SetCellPower(eutra_Cell1, -80);

    //@siclog "Step 5" siclog@

    //The UE selects and perform the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-1 indicates that the UE is camped on E-UTRAN Cell 1.

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(eutra_Cell1, v_CSInOtherRAT, false, true, omit);

    //@siclog "Step 6" siclog@

    //Set SIB6 for Cell 1 according to Table 6.2.3.5a.3.3-5

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,

                                                cs_CarrierFreqUTRA_FDD_Common(v_UTRANSysInfo.Utran[0].FDD.Freq,

                                                                              5,  // CellReselectionPriority

                                                                              10, // ThreshX_High

                                                                              -,

                                                                              -,

                                                                              -,

                                                                              -20, // Q_QualMin

                                                                              cs_CarrierFreqUTRA_FDD_threshX_Q_r9(2, 1)), // threshX_HighQ_r9, threshX_LowQ_r9

                                                omit);  // @sic R5s120964 sic
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