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Change 1
	Function name
	f_SS_Config_64kPS_DCH4_RAB

	Reason for change
	During configuration of transport channel, there is wrong identity for downlink transport channel DCH4. In the template cs_DCH_336_148_DL_Info_TDD tsc_UL_DCH4(value 4) is used  instead of tsc_DL_DCH4(value 9)

	Summary of change
	Replace tsc_UL_DCH4(value 4) with tsc_DL_DCH4(value 9) in template cs_DCH_336_148_DL_Info_TDD

	TTCN module
	Common\UTRAN\UTRAN_RAB_Functions.ttcn


Before change
function f_SS_Config_64kPS_DCH4_RAB(UTRAN_CellId_Type                  p_CellId,

                                      template (value) SS_ActivationTime p_ActTime := cs_ActivateNow,

                                      boolean p_LoopbackRLC_PDU := false) // @sic R5s130195 PDCP sic@

    runs on UTRAN_PTC

  {

    var UL_ScramblingCode v_UL_ScramblingCode;

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode := f_UTRAN_CellInfo_GetFDD_TDD(p_CellId);
…

…

    } else if (v_FDD_TDD_Mode == UTRAN_TDD) {

      // Step 1: Configure a dedicated channel in the UTRAN TDD configuration according to 34.108 cl. 6.11.5.4.1.26

      select (f_UTRAN_ConfigurationInfo_TestCaseRelease_Get()) {  // @sic R5s130195 Utran Release sic@

        case (TDDr9) {

          f_SS_Config_64kPS_TDD(p_CellId,

                                cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,

                                                                 cs_DCH_336_148_UL_Info_TDD(tsc_UL_DCH4), //@sic R5s130662 sic@

                                                                 cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,

                                                                 cs_DCH_336_148_DL_Info_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@  TDSCDMA

                                                                 cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                cs_TrCHInfo_UL_TrCh_TDD(cs_TrChInfoTrCHListUL_336_148_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@

                                                        cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_336_148_TDD(tsc_DL_DCH4),  //@sic R5s130662 sic@

                                                        cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                cs_TrLogMappingUL_4DCCH_1DTCH_TDD(tsc_RB20, tsc_UL_DCH4,tsc_UL_DTCH4), //@sic R5s120455 sic@

                                cs_TrLogMappingDL_4DCCH_1DTCH_PS_TDD (tsc_DL_DCH4,tsc_DL_DTCH4),

                                cs_DL_DPCH_64k_PS_TDD,

                                cs_UL_DPCH_64k_PS_TDD,

                                p_ActTime);

        }

        case (TDDr10) {

          f_SS_Config_64kPS_TDD_r10(p_CellId,

                                    cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,

                                                                     cs_DCH_336_148_UL_Info_TDD(tsc_UL_DCH4), //@sic R5s130662 sic@

                                                                     cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                    cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,

                                                                     cs_DCH_336_148_DL_Info_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@

                                                                     cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                    cs_TrCHInfo_UL_TrCh_TDD(cs_TrChInfoTrCHListUL_336_148_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@

                                                            cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                    cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_336_148_TDD(tsc_DL_DCH4),  //@sic R5s130662 sic@

                                                            cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                    cs_TrLogMappingUL_4DCCH_1DTCH_TDD(tsc_RB20, tsc_UL_DCH4,tsc_UL_DTCH4), //@sic R5s120455 sic@

                                    cs_TrLogMappingDL_4DCCH_1DTCH_PS_TDD (tsc_DL_DCH4,tsc_DL_DTCH4),

                                    cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD,

                                    cs_UL_DPCH_64k_PS_TDD,

                                    p_ActTime);

        }

        case (TDDr11) {

           f_SS_Config_64kPS_TDD_r11(p_CellId,

                                         cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,

                                                                          cs_DCH_336_148_UL_Info_TDD(tsc_UL_DCH4), //@sic R5s130662 sic@

                                                                          cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                         cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,

                                                                          cs_DCH_336_148_DL_Info_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@

                                                                          cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                         cs_TrCHInfo_UL_TrCh_TDD(cs_TrChInfoTrCHListUL_336_148_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@

                                                                 cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                         cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_336_148_TDD(tsc_DL_DCH4),  //@sic R5s130662 sic@

                                                                 cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                         cs_TrLogMappingUL_4DCCH_1DTCH_TDD(tsc_RB20, tsc_UL_DCH4,tsc_UL_DTCH4), //@sic R5s120455 sic@

                                         cs_TrLogMappingDL_4DCCH_1DTCH_PS_TDD (tsc_DL_DCH4,tsc_DL_DTCH4),

                                         cs_DL_DPCH_TDD_r11(cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD),

                                         cs_UL_DPCH_64k_PS_TDD_r11,

                                         p_ActTime);

        }

        case else {        FatalError(__FILE__, __LINE__, "TDD release not supported");}

      }

    }

After change

function f_SS_Config_64kPS_DCH4_RAB(UTRAN_CellId_Type                  p_CellId,

                                      template (value) SS_ActivationTime p_ActTime := cs_ActivateNow,

                                      boolean p_LoopbackRLC_PDU := false) // @sic R5s130195 PDCP sic@

    runs on UTRAN_PTC

  {

    var UL_ScramblingCode v_UL_ScramblingCode;

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode := f_UTRAN_CellInfo_GetFDD_TDD(p_CellId);
…

…

    } else if (v_FDD_TDD_Mode == UTRAN_TDD) {

      // Step 1: Configure a dedicated channel in the UTRAN TDD configuration according to 34.108 cl. 6.11.5.4.1.26

      select (f_UTRAN_ConfigurationInfo_TestCaseRelease_Get()) {  // @sic R5s130195 Utran Release sic@

        case (TDDr9) {

          f_SS_Config_64kPS_TDD(p_CellId,

                                cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,

                                                                 cs_DCH_336_148_UL_Info_TDD(tsc_UL_DCH4), //@sic R5s130662 sic@

                                                                 cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,

                                                                 cs_DCH_336_148_DL_Info_TDD(tsc_DL_DCH4),//@sic R5s130662 sic@  TDSCDMA

                                                                 cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                cs_TrCHInfo_UL_TrCh_TDD(cs_TrChInfoTrCHListUL_336_148_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@

                                                        cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_336_148_TDD(tsc_DL_DCH4),  //@sic R5s130662 sic@

                                                        cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                cs_TrLogMappingUL_4DCCH_1DTCH_TDD(tsc_RB20, tsc_UL_DCH4,tsc_UL_DTCH4), //@sic R5s120455 sic@

                                cs_TrLogMappingDL_4DCCH_1DTCH_PS_TDD (tsc_DL_DCH4,tsc_DL_DTCH4),

                                cs_DL_DPCH_64k_PS_TDD,

                                cs_UL_DPCH_64k_PS_TDD,

                                p_ActTime);

        }

        case (TDDr10) {

          f_SS_Config_64kPS_TDD_r10(p_CellId,

                                    cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,

                                                                     cs_DCH_336_148_UL_Info_TDD(tsc_UL_DCH4), //@sic R5s130662 sic@

                                                                     cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                    cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,

                                                                     cs_DCH_336_148_DL_Info_TDD(tsc_DL_DCH4),//@sic R5s130662 sic@

                                                                     cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                    cs_TrCHInfo_UL_TrCh_TDD(cs_TrChInfoTrCHListUL_336_148_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@

                                                            cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                    cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_336_148_TDD(tsc_DL_DCH4),  //@sic R5s130662 sic@

                                                            cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                    cs_TrLogMappingUL_4DCCH_1DTCH_TDD(tsc_RB20, tsc_UL_DCH4,tsc_UL_DTCH4), //@sic R5s120455 sic@

                                    cs_TrLogMappingDL_4DCCH_1DTCH_PS_TDD (tsc_DL_DCH4,tsc_DL_DTCH4),

                                    cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD,

                                    cs_UL_DPCH_64k_PS_TDD,

                                    p_ActTime);

        }

        case (TDDr11) {

           f_SS_Config_64kPS_TDD_r11(p_CellId,

                                         cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,

                                                                          cs_DCH_336_148_UL_Info_TDD(tsc_UL_DCH4), //@sic R5s130662 sic@

                                                                          cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                         cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,

                                                                          cs_DCH_336_148_DL_Info_TDD(tsc_DL_DCH4),//@sic R5s130662 sic@

                                                                          cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                         cs_TrCHInfo_UL_TrCh_TDD(cs_TrChInfoTrCHListUL_336_148_TDD(tsc_UL_DCH4),//@sic R5s130662 sic@

                                                                 cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

                                         cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_336_148_TDD(tsc_DL_DCH4),  //@sic R5s130662 sic@

                                                                 cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx(cs_PowerOffsetInfo_TDD)),

                                         cs_TrLogMappingUL_4DCCH_1DTCH_TDD(tsc_RB20, tsc_UL_DCH4,tsc_UL_DTCH4), //@sic R5s120455 sic@

                                         cs_TrLogMappingDL_4DCCH_1DTCH_PS_TDD (tsc_DL_DCH4,tsc_DL_DTCH4),

                                         cs_DL_DPCH_TDD_r11(cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD),

                                         cs_UL_DPCH_64k_PS_TDD_r11,

                                         p_ActTime);

        }

        case else {        FatalError(__FILE__, __LINE__, "TDD release not supported");}

      }

    }
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