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	Reason for change:
	The template cdr_MSCLSMK3_EutraCheck currently checks for MS Classmark 3 in V format (IEI and IEL omitted), as it is received in ueCapabilityRAT-Container. However the same template is also used inside cr_G_AttachReq_EUTRANCap to check the MS classmark 3 contents in ATTACH REQUEST. In this case it wil be received in TLV format according to 24.008.



	
	

	Summary of change:
	Created a new template for MS Classmark3 received in Attach request

	
	

	Consequences if not approved:
	A Conformant UE will fail the test case
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Change 1 
	Function name
	cr_G_AttachReq_EUTRANCap

	Reason for change
	In template cdr_MSCLSMK3_EutraCheck MS Classmark 3 is expected in  V format whereas in Attach Request it will be in TLV format

	Summary of change
	Created a new template cdr_MSCLSMK3_EutraCheck_G to expect MS Classmark 3 in attach request in TLV format

	TTCN module
	GERAN_Templates.ttcn

	MCC160 Comments
	Accepted in principle but added the IEI as a parameter to the existing template


Before change

	  template (present) LLCUnitDataIndType cr_G_AttachReq_EUTRANCap(template (present)  AttachType p_AttachType,

                                                                 template (present)  MobileIdentity p_MobId,

                                                                 template (present)  RoutingAreaId p_RAI,

                                                                 template (present) KeySeq p_KeySeq) :=

  { /* @status    APPROVED (LTE_IRAT) */

    attReq := cr_AttachReq_Common(p_AttachType,

                                  p_MobId,

                                  p_RAI,

                                  p_KeySeq,

                                  cr_MS_RadioAccessCapLVAny,

                                  -,// ptmsi sig

                                  -,// gprs timer

                                  -,// tmsi status

                                  -,// lcs cap

                                  -,// clsmk 2

                                  cdr_MSCLSMK3_EutraCheck)

  };


After change

    template (present) LLCUnitDataIndType cr_G_AttachReq_EUTRANCap(template (present)  AttachType p_AttachType,

                                                                 template (present)  MobileIdentity p_MobId,

                                                                 template (present)  RoutingAreaId p_RAI,

                                                                 template (present) KeySeq p_KeySeq) :=

  { /* @status    APPROVED (LTE_IRAT) */

    attReq := cr_AttachReq_Common(p_AttachType,

                                  p_MobId,

                                  p_RAI,

                                  p_KeySeq,

                                  cr_MS_RadioAccessCapLVAny,

                                  -,// ptmsi sig

                                  -,// gprs timer

                                  -,// tmsi status

                                  -,// lcs cap

                                  -,// clsmk 2

                                  cdr_MSCLSMK3_EutraCheck_G)

  };
MCC160 Implementation:
  template (present) MS_Clsmk3 cdr_MSCLSMK3_EutraCheck (template (omit) IEI8_Type p_IEI) modifies cr_MSCLSMK3_Any :=

  { /* @status    APPROVED (LTE, LTE_IRAT) */

    iei             := p_IEI, // @sic R5s110244, R5s140493 sic@

    iel             := omit, // @sic R5s110244 sic@

    eutraFDDSupport := ?,

    eutraTDDSupport := ?

  };

Change 1 
	Function name
	New template cdr_MSCLSMK3_EutraCheck_G

	Reason for change
	In template cdr_MSCLSMK3_EutraCheck MS Classmark 3 is expected in  V format whereas in Attach Request it will be in TLV format

	Summary of change
	Created a new template cdr_MSCLSMK3_EutraCheck_G to expect MS Classmark 3 in attach request in TLV format

	TTCN module
	GERAN_Templates.ttcn

	MCC160 Comment
	Not needed


New Template
	  template (present) MS_Clsmk3 cdr_MSCLSMK3_EutraCheck_G modifies cr_MSCLSMK3_Any :=

  { /* @status    APPROVED (LTE, LTE_IRAT) */

    eutraFDDSupport := ?,

    eutraTDDSupport := ?

  };


