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Change 1
	Function name
	Function f_TC_8_6_2_8_EUTRA()

	Reason for change
	As per 36.523 Table 8.6.2.8.3.2-2 Step 35: The SS transmits an RRCConnectionRelease message to release RRC connection and move to RRC_IDLE on Cell 2 – Connection release has to be performed on Cell2

	Summary of change
	Chang e Cell3 to Cell2 in f_EUTRA_RRC_ConnectionRelease in step 35

	TTCN module
	\LTE_A\8_6\RRC_MDT_Logged.ttcn

	MCC160 Comment
	Accepted


Before change

  function f_TC_8_6_2_8_EUTRA() runs on EUTRA_PTC

  { //Logged MDT / Maintaining logged measurement configuration / UE state transitions and mobility
...

//@siclog "Step 18 - 23" siclog@

    //Steps 1 to 6 of generic test procedure in TS 36.508 subclause 6.4.2.7.  And the UE move to idle mode on Cell 2.

    f_EUTRA_TrackingAreaUpdate(eutra_Cell2);

    //@siclog "Step 24" siclog@

    //Wait 10 seconds for UE to perform the logging at regular time interval.

    f_Delay(10.0);

    //@siclog "Step 25" siclog@

    //The SS transmits a Paging message.

    f_EUTRA_UE_Page_Def(eutra_Cell2);

    //@siclog "Step 26" siclog@

    //The UE transmits an RRCConnectionRequest message.

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell2);

    //@siclog "Step 27" siclog@

    //SS transmit an RRCConnectionSetup message.

    f_EUTRA_RRC_ConnectionSetup_Def (eutra_Cell2);

    //@siclog "Step 28" siclog@

    //The UE transmit an RRCConnectionSetupComplete message

    SRB.receive(car_SRB1_RrcNasPdu_IND(eutra_Cell2,

                                       cr_RRCConnectionSetupComplete_r10(v_RRC_TI, ?),

                                       cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                         cr_508_SERVICE_REQUEST(f_EUTRA_SecurityKSIasme_Get())))) -> value v_ReceivedAsp;

    v_NAS_Ind := v_ReceivedAsp.Signalling.Nas[0];

    v_LogMeasAvailable := v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcConnectionSetupComplete.criticalExtensions.c1.rrcConnectionSetupComplete_r8.nonCriticalExtension.nonCriticalExtension.logMeasAvailable_r10;

    if (isvalue(v_LogMeasAvailable)) {

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.2.8 Step 28");

    }

    //@siclog "Step 29 - 32" siclog@

    //Steps 6 to 9 of the generic radio bearer establishment procedure in TS 36.508 subclause 4.5.3.3 are executed to successfully complete the service request procedure on Cell 2.

    f_EUTRA_ServiceReqPostamble_508Steps6_9(eutra_Cell2, v_NAS_Ind);

    //@siclog "Step 33" siclog@

    //The SS send an UEInformationRequest message to get logMeasReport.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2, cs_TimingInfo_Now, cs_508_UEInformationRequest(tsc_RRC_TI_Def)));

    //@siclog "Step 34" siclog@

    //Check: Does the UE send an UEInformationResponse message with logged serving cell measurements of Cell1 and Cell 2 but without cell3?

    v_SRB_COMMON_IND := f_EUTRA_ReceiveUEinformation(eutra_Cell2,

                                                     v_AbsoluteTimeInfo,

                                                     v_PLMN_Identity_Cell1,

                                                     v_CellIdentity_Cell1,

                                                     v_Frequency_IE_f1,

                                                     v_CellIdentity_Cell2,

                                                     v_CellIdentity_Cell3,

                                                     v_PLMN_Identity_Cell3

                                                    ); //@sic R5s140403, R5s131035 sic@

    v_Cgi_1:= v_SRB_COMMON_IND.Signalling.Rrc.Dcch.message_.c1.ueInformationResponse_r9.criticalExtensions.c1.ueInformationResponse_r9.nonCriticalExtension.nonCriticalExtension.logMeasReport_r10.logMeasInfoList_r10[0].servCellIdentity_r10;

    v_Cgi_2:= v_SRB_COMMON_IND.Signalling.Rrc.Dcch.message_.c1.ueInformationResponse_r9.criticalExtensions.c1.ueInformationResponse_r9.nonCriticalExtension.nonCriticalExtension.logMeasReport_r10.logMeasInfoList_r10[1].servCellIdentity_r10;

    if (match(v_Cgi_1, cr_Cgi(v_PLMN_Identity_Cell1, v_CellIdentity_Cell1)) and match(v_Cgi_2, cr_Cgi(v_PLMN_Identity_Cell2, v_CellIdentity_Cell2))) {

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.2.8 Step 34");

    }

    else if (match(v_Cgi_1, cr_Cgi(v_PLMN_Identity_Cell2, v_CellIdentity_Cell2)) and (match(v_Cgi_2, cr_Cgi(v_PLMN_Identity_Cell1, v_CellIdentity_Cell1)))) {

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.2.8 Step 34");

    }

    //@siclog "Step 35" siclog@

    //SS transmits a RRCConnectionRelease message to release the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_Cell3); //@sic R5s131035, R5-140778 sic@  

    //@siclog "Step 36" siclog@

    //Wait 10s to allow UE to activate logging.

    f_Delay(10.0);

    //@siclog "Step 37" siclog@

    //The SS changes Cell 2 level according to the row "T3" in table 8.6.2.8.3.2-1.

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT3); //@sic R5s131035 sic@

    //@siclog "Step 38" siclog@

    //Wait 15s to allow UE to activate logging.

    f_Delay(15.0); //@sic R5-142977 sic@

    //@siclog "Step 39" siclog@

    //The SS changes Cell 1 level according to the row "T4" in table 8.6.2.8.3.2-1.

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT4); //@sic R5s131035 sic@

    //@siclog "Steps 39A1 - 39A6" siclog@

    //Steps 1 to 6 of generic test procedure in TS 36.508 subclause 6.4.2.7.

    f_EUTRA_TrackingAreaUpdate (eutra_Cell1); //@sic R5-140778 sic@

...

After change

function f_TC_8_6_2_8_EUTRA() runs on EUTRA_PTC

  { //Logged MDT / Maintaining logged measurement configuration / UE state transitions and mobility
...

//@siclog "Step 18 - 23" siclog@

    //Steps 1 to 6 of generic test procedure in TS 36.508 subclause 6.4.2.7.  And the UE move to idle mode on Cell 2.

    f_EUTRA_TrackingAreaUpdate(eutra_Cell2);

    //@siclog "Step 24" siclog@

    //Wait 10 seconds for UE to perform the logging at regular time interval.

    f_Delay(10.0);

    //@siclog "Step 25" siclog@

    //The SS transmits a Paging message.

    f_EUTRA_UE_Page_Def(eutra_Cell2);

    //@siclog "Step 26" siclog@

    //The UE transmits an RRCConnectionRequest message.

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell2);

    //@siclog "Step 27" siclog@

    //SS transmit an RRCConnectionSetup message.

    f_EUTRA_RRC_ConnectionSetup_Def (eutra_Cell2);

    //@siclog "Step 28" siclog@

    //The UE transmit an RRCConnectionSetupComplete message

    SRB.receive(car_SRB1_RrcNasPdu_IND(eutra_Cell2,

                                       cr_RRCConnectionSetupComplete_r10(v_RRC_TI, ?),

                                       cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                         cr_508_SERVICE_REQUEST(f_EUTRA_SecurityKSIasme_Get())))) -> value v_ReceivedAsp;

    v_NAS_Ind := v_ReceivedAsp.Signalling.Nas[0];

    v_LogMeasAvailable := v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcConnectionSetupComplete.criticalExtensions.c1.rrcConnectionSetupComplete_r8.nonCriticalExtension.nonCriticalExtension.logMeasAvailable_r10;

    if (isvalue(v_LogMeasAvailable)) {

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.2.8 Step 28");

    }

    //@siclog "Step 29 - 32" siclog@

    //Steps 6 to 9 of the generic radio bearer establishment procedure in TS 36.508 subclause 4.5.3.3 are executed to successfully complete the service request procedure on Cell 2.

    f_EUTRA_ServiceReqPostamble_508Steps6_9(eutra_Cell2, v_NAS_Ind);

    //@siclog "Step 33" siclog@

    //The SS send an UEInformationRequest message to get logMeasReport.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2, cs_TimingInfo_Now, cs_508_UEInformationRequest(tsc_RRC_TI_Def)));

    //@siclog "Step 34" siclog@

    //Check: Does the UE send an UEInformationResponse message with logged serving cell measurements of Cell1 and Cell 2 but without cell3?

    v_SRB_COMMON_IND := f_EUTRA_ReceiveUEinformation(eutra_Cell2,

                                                     v_AbsoluteTimeInfo,

                                                     v_PLMN_Identity_Cell1,

                                                     v_CellIdentity_Cell1,

                                                     v_Frequency_IE_f1,

                                                     v_CellIdentity_Cell2,

                                                     v_CellIdentity_Cell3,

                                                     v_PLMN_Identity_Cell3

                                                    ); //@sic R5s140403, R5s131035 sic@

    v_Cgi_1:= v_SRB_COMMON_IND.Signalling.Rrc.Dcch.message_.c1.ueInformationResponse_r9.criticalExtensions.c1.ueInformationResponse_r9.nonCriticalExtension.nonCriticalExtension.logMeasReport_r10.logMeasInfoList_r10[0].servCellIdentity_r10;

    v_Cgi_2:= v_SRB_COMMON_IND.Signalling.Rrc.Dcch.message_.c1.ueInformationResponse_r9.criticalExtensions.c1.ueInformationResponse_r9.nonCriticalExtension.nonCriticalExtension.logMeasReport_r10.logMeasInfoList_r10[1].servCellIdentity_r10;

    if (match(v_Cgi_1, cr_Cgi(v_PLMN_Identity_Cell1, v_CellIdentity_Cell1)) and match(v_Cgi_2, cr_Cgi(v_PLMN_Identity_Cell2, v_CellIdentity_Cell2))) {

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.2.8 Step 34");

    }

    else if (match(v_Cgi_1, cr_Cgi(v_PLMN_Identity_Cell2, v_CellIdentity_Cell2)) and (match(v_Cgi_2, cr_Cgi(v_PLMN_Identity_Cell1, v_CellIdentity_Cell1)))) {

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.2.8 Step 34");

    }

    //@siclog "Step 35" siclog@

    //SS transmits a RRCConnectionRelease message to release the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_Cell2); //@sic R5s131035, R5-140778 sic@  //Anritsu TTCN CR required 8.6.2.8

    //@siclog "Step 36" siclog@

    //Wait 10s to allow UE to activate logging.

    f_Delay(10.0);

    //@siclog "Step 37" siclog@

    //The SS changes Cell 2 level according to the row "T3" in table 8.6.2.8.3.2-1.

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT3); //@sic R5s131035 sic@

    //@siclog "Step 38" siclog@

    //Wait 15s to allow UE to activate logging.

    f_Delay(15.0); //@sic R5-142977 sic@

    //@siclog "Step 39" siclog@

    //The SS changes Cell 1 level according to the row "T4" in table 8.6.2.8.3.2-1.

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT4); //@sic R5s131035 sic@

    //@siclog "Steps 39A1 - 39A6" siclog@

    //Steps 1 to 6 of generic test procedure in TS 36.508 subclause 6.4.2.7.

    f_EUTRA_TrackingAreaUpdate (eutra_Cell1); //@sic R5-140778 sic@
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