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	Reason for change:
	Following implementation of MCC comments to TTCN CR R5s141400, two new template cr_SMS_SUBMIT_AnyVP and cr_SMS_SUBMIT_NoVP were created, but currently only cr_SMS_SUBMIT_AnyVP is used in function f_SMS_CP_UserData_SUBMIT() for the case where px_SMS_MsgFrmt = “0” (PDU mode). A UE in PDU mode may include any validity period or not include it all. A UE which omits the valditiy period will currently fail the MO SMS over SGs test cases. 



	
	

	Summary of change:
	Corrected the function f_SMS_CP_UserData_SUBMIT() to allow either template cr_SMS_SUBMIT_AnyVP or cr_SMS_SUBMIT_NoVP within template cr_RP_UserData_SUBMIT, in the case of p_SMS_MsgFrmt = “0”.
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	Other comments:
	


Change 1
	Function name
	f_SMS_CP_UserData_SUBMIT()

	Reason for change
	Following implementation of MCC comments to TTCN CR R5s141400, two new template cr_SMS_SUBMIT_AnyVP and cr_SMS_SUBMIT_NoVP were created, but currently only cr_SMS_SUBMIT_AnyVP is used in function f_SMS_CP_UserData_SUBMIT() for the case where px_SMS_MsgFrmt = 0 (PDU mode). A UE in PDU mode may include any validity period or not include it all. A UE which omits the valditiy period will currently fail the MO SMS over SGs test cases. 



	Summary of change
	Corrected the function f_SMS_CP_UserData_SUBMIT() to allow either template cr_SMS_SUBMIT_AnyVP or cr_SMS_SUBMIT_NoVP within template cr_RP_UserData_SUBMIT, in the case of p_SMS_MsgFrmt = “0”.

	TTCN module
	SMS_Testcases.ttcn

	MCC160 Comment
	


Before change
function f_SMS_CP_UserData_SUBMIT(charstring p_SMS_MsgFrmt := px_SMS_MsgFrmt) return template (present) CP_UserData_Type // @sic R5s141400 sic@

  {

    var template (present) RP_UserData v_RP_UserData;

    if (p_SMS_MsgFrmt == "1") {

      v_RP_UserData := cr_RP_UserData_SUBMIT;

    } else {

      v_RP_UserData := cr_RP_UserData_SUBMIT(cr_SMS_SUBMIT_AnyVP);

    }

    return cr_CP_UserData_SUBMIT(cr_RP_DATA_ul_SUBMIT(v_RP_UserData));

  }
After change
    function f_SMS_CP_UserData_SUBMIT(charstring p_SMS_MsgFrmt := px_SMS_MsgFrmt) return template (present) CP_UserData_Type // @sic R5s141400 sic@

  {

    var template (present) RP_UserData v_RP_UserData;

    if (p_SMS_MsgFrmt == "1") {

      v_RP_UserData := cr_RP_UserData_SUBMIT;

    } else {

      v_RP_UserData := cr_RP_UserData_SUBMIT((cr_SMS_SUBMIT_AnyVP, cr_SMS_SUBMIT_NoVP));

    }

    return cr_CP_UserData_SUBMIT(cr_RP_DATA_ul_SUBMIT(v_RP_UserData));

  }
