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	Reason for change:
	During test case 10.2.1 the IE length for TrafficFlowTemplate is calculated inside function f_EUTRA_Get_508_TrafficFlowTemplate(). However the TFT paramters are then modified the in function f_EUTRA_Get_508_TrafficFlowTemplate_2_Modify_10_2_1() but the IE length is not updated. 

	
	

	Summary of change:
	Set IEL to the correct value in function f_EUTRA_Get_508_TrafficFlowTemplate_2_Modify_10_2_1(). This is a fixed value (0x11)

	
	

	Consequences if not approved:
	A conformant UE can fail test case due to incorrect encoding of the TrafficFlowTemplate IE.
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Change 1
	Function name
	f_EUTRA_Get_508_TrafficFlowTemplate_2_Modify_10_2_1

	Reason for change
	During test case 10.2.1 the IE length for TrafficFlowTemplate is calculated inside function f_EUTRA_Get_508_TrafficFlowTemplate(). However the TFT paramters are then modified the in function f_EUTRA_Get_508_TrafficFlowTemplate_2_Modify_10_2_1() but the IE length is not updated.

	Summary of change
	Set IEL to the correct value in function f_EUTRA_Get_508_TrafficFlowTemplate_2_Modify_10_2_1()

	TTCN module
	ESM_Testcases.ttcn

	MCC160 Comment
	


Before change
	function f_EUTRA_Get_508_TrafficFlowTemplate_2_Modify_10_2_1(EPS_BearerIdentity p_EPS_BearerId,

                                                               template (omit) B3_Type p_PdnTypeValue := omit) runs on EUTRA_PTC return template (value) TrafficFlowTemplate

  { // @sic R5-152148 sic@

    var template (value) TrafficFlowTemplate v_TrafficFlowTemplate := f_EUTRA_Get_508_TrafficFlowTemplate(2, p_EPS_BearerId, p_PdnTypeValue);

    v_TrafficFlowTemplate.iei   := '36'O;

    v_TrafficFlowTemplate.tftOperationCode := '100'B; // Replace TFT

    v_TrafficFlowTemplate.packetFilterList[0].spare       := '00'B; //  @sic R5s130195 Baseline Moving sic@

    v_TrafficFlowTemplate.packetFilterList[0].direction   := '11'B; //  @sic R5s130195 Baseline Moving sic@

    v_TrafficFlowTemplate.packetFilterList[0].iei         := '3'H;  //

    v_TrafficFlowTemplate.packetFilterList[0].precedence  := int2bit((hex2int(p_EPS_BearerId)-6), 8);

    v_TrafficFlowTemplate.packetFilterList[0].iel         := int2oct(7, 1);  //

    v_TrafficFlowTemplate.packetFilterList[0].contents[0] := cs_PktFilterCompRemotePortRange(7062, 7063);

    v_TrafficFlowTemplate.packetFilterList[0].contents[1] := cs_PktFilterCompProtocolIdNextHeaderUDP;

    return v_TrafficFlowTemplate;

  }


After change
	function f_EUTRA_Get_508_TrafficFlowTemplate_2_Modify_10_2_1(EPS_BearerIdentity p_EPS_BearerId,

                                                               template (omit) B3_Type p_PdnTypeValue := omit) runs on EUTRA_PTC return template (value) TrafficFlowTemplate

  { // @sic R5-152148 sic@

    var template (value) TrafficFlowTemplate v_TrafficFlowTemplate := f_EUTRA_Get_508_TrafficFlowTemplate(2, p_EPS_BearerId, p_PdnTypeValue);

    v_TrafficFlowTemplate.iei   := '36'O;

    v_TrafficFlowTemplate.iel   := '11'O;
    v_TrafficFlowTemplate.tftOperationCode := '100'B; // Replace TFT

    v_TrafficFlowTemplate.packetFilterList[0].spare       := '00'B; //  @sic R5s130195 Baseline Moving sic@

    v_TrafficFlowTemplate.packetFilterList[0].direction   := '11'B; //  @sic R5s130195 Baseline Moving sic@

    v_TrafficFlowTemplate.packetFilterList[0].iei         := '3'H;  //

    v_TrafficFlowTemplate.packetFilterList[0].precedence  := int2bit((hex2int(p_EPS_BearerId)-6), 8);

    v_TrafficFlowTemplate.packetFilterList[0].iel         := int2oct(7, 1);  //

    v_TrafficFlowTemplate.packetFilterList[0].contents[0] := cs_PktFilterCompRemotePortRange(7062, 7063);

    v_TrafficFlowTemplate.packetFilterList[0].contents[1] := cs_PktFilterCompProtocolIdNextHeaderUDP;

    return v_TrafficFlowTemplate;

  }


