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Change 1 
	Function name
	fl_TC_9_2_1_1_22_Body

	Reason for change
	According to new test case specification after step 7:
Step8 - The SS waits 25 seconds (15 seconds T3410 and 10 seconds T3411). 

But TTCN expects Attach request message without any expiration of timer T3410 and T3411. Steps 4,5,6,7 are implemented twice and TTCN implementation is not synchronized with test case specification. With current TTCN implementation Attach attempt counter is different between UE and TTCN implementation and TC fails.

	Summary of change
	Remove duplicate step 4, 5, 6, 7.

	TTCN module
	LTE\9_2\ NAS_Attach_EOnly.ttcn

	MCC160 Comment
	Accepted


Before change

  function fl_TC_9_2_1_1_22_Body() runs on EUTRA_PTC

  { // @sic R5s100860 sic@

    // ==========================================================================

    // initialize test case data structures

    // ==========================================================================

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only); // @sic R5s110176 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@

    var float v_T3410Val := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 15.0);

    var float v_T3411Val := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 10.0);

    var float v_T3402Val := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 60.0); // 1 minute @sic R5-153734 sic@

    //+  The UE is switched on

    //@siclog "Step 1" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    //+  The UE transmit an ATTACH REQUEST message.

    //@siclog "Step 2" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    //+ The SS waits 25 seconds (15 seconds T3410 and 10 seconds T3411).

    //@siclog "Step 3" siclog@

    f_Delay(v_T3410Val);

    f_Delay(v_T3411Val);

    f_EUTRA_SS_SRBs_DRBs_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@ @sic R5s150403 sic@

    //+  Check: Does the UE transmit an RRCConnectionRequest message?

    //@siclog "Step 3A" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_CellA, cr_EstablishmentCause_Any); // @sic R5-153783 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 3A"); // @sic R5-153783 sic@

    // send RRC Connection Setup on SRB0 (CCCH) and switch on UL grant assignments:

    f_EUTRA_RRC_ConnectionSetup_Def (eutra_CellA, -, v_RRC_TI);

    //+  The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 2)

    //@siclog "Step 4" siclog@

    v_NasInd := f_EUTRA_RRCConnectionSetupComplete_Def(eutra_CellA,  // @sic R5-153783 sic@

                                                       cr_508_RRCConnectionSetupComplete(v_RRC_TI, ?),

                                                       cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                         cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                         cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                         f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4"); // @sic R5-153783 sic@

    //+  The SS releases the RRC connection.

    //@siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //+ The SS waits 10 seconds ( T3411).

    //@siclog "Step 6" siclog@

    f_Delay(v_T3411Val - (int2float(tsc_EUTRA_DelayAfterRRCConnectionRelease) / 1000.0)); // @sic R5s120885 additional comments sic@

    //+ The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 3)

    //@siclog "Step 7" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 7"); // @sic R5-153783 sic@

    //+  The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 2)

    //@siclog "Step 4" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    //+  The SS releases the RRC connection.

    //@siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //+ The SS waits 10 seconds ( T3411).

    //@siclog "Step 6" siclog@

    f_Delay(v_T3411Val - (int2float(tsc_EUTRA_DelayAfterRRCConnectionRelease) / 1000.0)); // @sic R5s120885 additional comments sic@

    //+ The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 3)

    //@siclog "Step 7" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));
    //+ The SS waits 25 seconds (15 seconds T3410 and 10 seconds T3411).

    //@siclog "Step 8" siclog@

    f_Delay(v_T3410Val);

    f_Delay(v_T3411Val);

    f_EUTRA_SS_SRBs_DRBs_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@ @sic R5s150403 sic@

    //+ The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 4)

    //@siclog "Step 9" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    //+ The SS releases the RRC connection.

    //@siclog "Step 10" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //+ The SS waits 10 seconds ( T3411).

    //@siclog "Step 11" siclog@

    f_Delay(v_T3411Val - (int2float(tsc_EUTRA_DelayAfterRRCConnectionRelease) / 1000.0)); // @sic R5s120885 additional comments sic@

    //+ The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 5)

    //@siclog "Step 12" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    //+ The SS releases the RRC connection.

    //@siclog "Step 13" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //+ Check: Does the UE transmit an ATTACH REQUEST message after 1 minute (the value of T3402 sent by the SS in the ATTACH ACCEPT message during the last successful attach), after step 13? @sic R5-153734 sic@

    //@siclog "Step 14" siclog@

    f_Delay(v_T3402Val);

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                cdr_ATTACH_REQUEST_WithIMSIAndnoTAI(v_AttachType,

                                                                                                                    v_AdditionalUpdateType,

                                                                                                                    f_Imsi2MobileIdentity(px_IMSI_Def),

                                                                                                                    cr_TMSI_Status('0'B) ifpresent),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 14");

    //+ The attach procedure is completed and the RRC connection is released by executing steps 5 to 17 of TS 36.508 sub clause 4.5.2.3.

    //@siclog "Steps 15 - 26" siclog@

    f_EUTRA_IdleUpdated_Step5_17 (eutra_CellA, STATE2_IDLEUPDATE, EPS_Only, v_NasInd, false); // @sic R5s110395 sic@

  }// function fl_tc_9_2_1_1_22_Body
 After change

  function fl_TC_9_2_1_1_22_Body() runs on EUTRA_PTC

  { // @sic R5s100860 sic@

    // ==========================================================================

    // initialize test case data structures

    // ==========================================================================

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only); // @sic R5s110176 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@

    var float v_T3410Val := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 15.0);

    var float v_T3411Val := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 10.0);

    var float v_T3402Val := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 60.0); // 1 minute @sic R5-153734 sic@

    //+  The UE is switched on

    //@siclog "Step 1" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    //+  The UE transmit an ATTACH REQUEST message.

    //@siclog "Step 2" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    //+ The SS waits 25 seconds (15 seconds T3410 and 10 seconds T3411).

    //@siclog "Step 3" siclog@

    f_Delay(v_T3410Val);

    f_Delay(v_T3411Val);

    f_EUTRA_SS_SRBs_DRBs_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@ @sic R5s150403 sic@

    //+  Check: Does the UE transmit an RRCConnectionRequest message?

    //@siclog "Step 3A" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_CellA, cr_EstablishmentCause_Any); // @sic R5-153783 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 3A"); // @sic R5-153783 sic@

    // send RRC Connection Setup on SRB0 (CCCH) and switch on UL grant assignments:

    f_EUTRA_RRC_ConnectionSetup_Def (eutra_CellA, -, v_RRC_TI);

    //+  The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 2)

    //@siclog "Step 4" siclog@

    v_NasInd := f_EUTRA_RRCConnectionSetupComplete_Def(eutra_CellA,  // @sic R5-153783 sic@

                                                       cr_508_RRCConnectionSetupComplete(v_RRC_TI, ?),

                                                       cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                         cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                         cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                         f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4"); // @sic R5-153783 sic@

    //+  The SS releases the RRC connection.

    //@siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //+ The SS waits 10 seconds ( T3411).

    //@siclog "Step 6" siclog@

    f_Delay(v_T3411Val - (int2float(tsc_EUTRA_DelayAfterRRCConnectionRelease) / 1000.0)); // @sic R5s120885 additional comments sic@

    //+ The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 3)

    //@siclog "Step 7" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 7"); // @sic R5-153783 sic@

    //+ The SS waits 25 seconds (15 seconds T3410 and 10 seconds T3411).

    //@siclog "Step 8" siclog@

    f_Delay(v_T3410Val);

    f_Delay(v_T3411Val);

    f_EUTRA_SS_SRBs_DRBs_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@ @sic R5s150403 sic@

    //+ The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 4)

    //@siclog "Step 9" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    //+ The SS releases the RRC connection.

    //@siclog "Step 10" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //+ The SS waits 10 seconds ( T3411).

    //@siclog "Step 11" siclog@

    f_Delay(v_T3411Val - (int2float(tsc_EUTRA_DelayAfterRRCConnectionRelease) / 1000.0)); // @sic R5s120885 additional comments sic@

    //+ The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 5)

    //@siclog "Step 12" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    //+ The SS releases the RRC connection.

    //@siclog "Step 13" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //+ Check: Does the UE transmit an ATTACH REQUEST message after 1 minute (the value of T3402 sent by the SS in the ATTACH ACCEPT message during the last successful attach), after step 13? @sic R5-153734 sic@

    //@siclog "Step 14" siclog@

    f_Delay(v_T3402Val);

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              v_RRC_TI,

                                              cr_EstablishmentCause_Any,

                                              cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                cdr_ATTACH_REQUEST_WithIMSIAndnoTAI(v_AttachType,

                                                                                                                    v_AdditionalUpdateType,

                                                                                                                    f_Imsi2MobileIdentity(px_IMSI_Def),

                                                                                                                    cr_TMSI_Status('0'B) ifpresent),

                                                                                cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 14");

    //+ The attach procedure is completed and the RRC connection is released by executing steps 5 to 17 of TS 36.508 sub clause 4.5.2.3.

    //@siclog "Steps 15 - 26" siclog@

    f_EUTRA_IdleUpdated_Step5_17 (eutra_CellA, STATE2_IDLEUPDATE, EPS_Only, v_NasInd, false); // @sic R5s110395 sic@

  }// function fl_tc_9_2_1_1_22_Body
