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Change 1
	Function name
	f_TC_8_6_4_4_EUTRA

	Reason for change
	TTCN implementation of the test case uses wrong cell ID (Cell3) as parameter, when function f_EUTRA_Postamble is called in the postamble of the test case.

	Summary of change
	Function call f_EUTRA_Postamble in the postamble is modified to have the correct parameter for cell ID ( Cell12).

	TTCN module
	RRC_LoggedRLF.ttcn

	MCC160 Comment
	Accepted


Before change

	  function f_TC_8_6_4_4_EUTRA() runs on EUTRA_PTC

  { 
    …    

    //@siclog "Step 34" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3

    //indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 12?

    f_EUTRA_508Check_ConnectedState (eutra_Cell12); //@sic R5-153729, R5-152078, R5s140147 sic@

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell3, E2_CONNECTED); //@sic R5-152078, R5s140147 sic@  

  } // end of f_TC_8_6_4_4_EUTRA


After change

	  function f_TC_8_6_4_4_EUTRA() runs on EUTRA_PTC

  { 
    …    

    //@siclog "Step 34" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3

    //indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 12?

    f_EUTRA_508Check_ConnectedState (eutra_Cell12); //@sic R5-153729, R5-152078, R5s140147 sic@

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED); //@sic R5-152078, R5s140147 sic@  

  } // end of f_TC_8_6_4_4_EUTRA 



