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Change 1 
	Function name
	f_TC_8_6_4_9_EUTRA

	Reason for change
	1. After the HO from cell1 to cell12 in step 12, it is expected that UE triggers TAU procedure. In TTCN, in between the finished HO and reception of TAU request the SRB/DRB reset is executed on the cell1. We propose to remove this SS configuration change for two reasons:

a) It is not needed, as the cell1 is not used for the rest of the test.

b) SRB/DRB reset in SS takes a specific amount of time. If UE triggers TAU request faster than the SS can finish cell1 configuration the TAU request may collide with SRB/DRB reset confirmation and test will fail. 


	Summary of change
	1. SRB/DRB reset of cell1 has been removed in step 12.

	TTCN module
	LTE_A\8_6\RRC_LoggedRLF.ttcn

	MCC160 Comment
	


Before change

function f_TC_8_6_4_9_EUTRA() runs on EUTRA_PTC

  { // Radio Link Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
…

//Start periodic sending of TA command in target cell

    f_EUTRA_SS_CommonCellConfig(eutra_Cell12, cas_PUCCH_Synch_Config_REQ(eutra_Cell12, cs_TimingInfo_Now, cs_PUCCH_Synch_Auto_Def));

    //Inform the SS about completion of the HO (e.g. to trigger PDCP STATUS PDU)

    f_EUTRA_SS_PdcpHandoverCtrl(eutra_Cell12, cas_PdcpHandoverComplete_REQ(eutra_Cell12));

    //configure RACH procedure for target cell back to default

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell12, -, -, -, -, -, false); //@sic R5s141297 sic@

    //Reset SRBs and DRBs of source cell (cell 1)

    f_EUTRA_SS_SRBs_DRBs_Reset (eutra_Cell1); //@sic R5s150402 sic@
    //@siclog "Step 13 - 14" siclog@

    //Steps 4 to 5 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 12.

    //NOTE: The UE performs a TAU procedure.

    f_EUTRA_ConnectedMode_TAU(eutra_Cell12); //@sic R5s141297 sic@

    //@siclog "Step 15" siclog@

    //The SS sends a UEInformationRequest message to get rlf-ReportReq on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true))); //@sic R5s150664 sic@

    …
 After change

function f_TC_8_6_4_9_EUTRA() runs on EUTRA_PTC

  { // Radio Link Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
…

//Start periodic sending of TA command in target cell

    f_EUTRA_SS_CommonCellConfig(eutra_Cell12, cas_PUCCH_Synch_Config_REQ(eutra_Cell12, cs_TimingInfo_Now, cs_PUCCH_Synch_Auto_Def));

    //Inform the SS about completion of the HO (e.g. to trigger PDCP STATUS PDU)

    f_EUTRA_SS_PdcpHandoverCtrl(eutra_Cell12, cas_PdcpHandoverComplete_REQ(eutra_Cell12));

    //configure RACH procedure for target cell back to default

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell12, -, -, -, -, -, false); //@sic R5s141297 sic@

    //Reset SRBs and DRBs of source cell (cell 1)

    //f_EUTRA_SS_SRBs_DRBs_Reset (eutra_Cell1); //@sic R5s150402 sic@
    //@siclog "Step 13 - 14" siclog@

    //Steps 4 to 5 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 12.

    //NOTE: The UE performs a TAU procedure.

    f_EUTRA_ConnectedMode_TAU(eutra_Cell12); //@sic R5s141297 sic@

    //@siclog "Step 15" siclog@

    //The SS sends a UEInformationRequest message to get rlf-ReportReq on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true))); //@sic R5s150664 sic@

    …
