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	UTRAN SS configuration is not aligned with configuration in radioBearerSetup message sent to the UE for the first TB Size
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Change 1
	Function name
	cs_DCH_148_81_103_60_336_DL_FDD

	Reason for change
	configuration of transport channel is not align with configuration for 
radioBearerSetup message

	Summary of change
	Changing the TB Size from 81*0 to 0*1
Note : The changes are required on top of R5s150845

	TTCN module
	UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160
	Accepted


Before change
	  template (value) CphyDlConnectedTrCHList_Type cs_DCH_148_81_103_60_336_DL_FDD :=
  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */
    //R5s150845 Ch.3
    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH1, cs_DCH_81_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH2, cs_DCH_103_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH3, cs_DCH_60_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH4, cs_DCH_336_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH5, cs_DCH_148_TFS_FDD)
  };


After change

	  template (value) CphyDlConnectedTrCHList_Type cs_DCH_148_81_103_60_336_DL_FDD :=
  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */
    //R5s150845 Ch.3
    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH1, cs_DCH_81_TFS_DL_FDD), //TTCN CR R&S
    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH2, cs_DCH_103_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH3, cs_DCH_60_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH4, cs_DCH_336_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH5, cs_DCH_148_TFS_FDD)
  };


Change 2
	Function name
	cs_TrChInfoTrCHListDL_148_81_103_60_336_FDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message
Note : The changes are required on top of R5s150845

	Summary of change
	Changing the TB Size from 81*0 to 0*1

	TTCN module
	UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160
	Accepted


Before change
	  template (value) DlConnectedTrCHList_Type cs_TrChInfoTrCHListDL_148_81_103_60_336_FDD :=
  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */
    //R5s150845 Ch.7
    cs_DlConnectedTrCH(tsc_DL_DCH1, cs_DCH_81_TFS_FDD),
    cs_DlConnectedTrCH(tsc_DL_DCH2, cs_DCH_103_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH3, cs_DCH_60_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH4, cs_DCH_336_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH5, cs_DCH_148_TFS_FDD)

  };


After change
	  template (value) DlConnectedTrCHList_Type cs_TrChInfoTrCHListDL_148_81_103_60_336_FDD :=
  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */
    //R5s150845 Ch.7
    cs_DlConnectedTrCH(tsc_DL_DCH1, cs_DCH_81_TFS_DL_FDD), //TTCN CR R&S
    cs_DlConnectedTrCH(tsc_DL_DCH2, cs_DCH_103_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH3, cs_DCH_60_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH4, cs_DCH_336_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH5, cs_DCH_148_TFS_FDD)

  };


