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	Other comments:
	


1 Non-critical extensions with extension marker (ellipsis)
The types listed in the table below have impact in templates.
	Type
	Type changes in 36.331vc70
	Affected templates

	SCellToAddMod_r10
	SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]] ,


[[
antennaInfoDedicatedSCell-v10i0

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON


]]

 }
	New field antennaInfoDedicatedSCell_v10i0 set to “omit” in 

cs_SCellToAddMod_r10

cs_SCellToMod_r10

	RadioResourceConfigCommonSIB
	RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon,


bcch-Config 





BCCH-Config,


pcch-Config 





PCCH-Config,


prach-Config





PRACH-ConfigSIB,


pdsch-ConfigCommon




PDSCH-ConfigCommon,


pusch-ConfigCommon




PUSCH-ConfigCommon,


pucch-ConfigCommon




PUCCH-ConfigCommon,


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon,


uplinkPowerControlCommon


UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need OR


]],


[[
rach-ConfigCommon-v1250


RACH-ConfigCommon-v1250

OPTIONAL
-- Need OR


]] ,


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270

OPTIONAL

-- Need OR


]]

 }
	New field pusch_ConfigCommon_v1270 set to “omit” in 

cs_508_RadioResourceConfigCommonSIB_Default

	RadioResourceConfigCommon
	RadioResourceConfigCommon ::=

SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Config





PRACH-Config,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Config





PHICH-Config





OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon


UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInfoCommon




AntennaInfoCommon


OPTIONAL,
-- Need ON


p-Max







P-Max







OPTIONAL,
-- Need OP


tdd-Config






TDD-Config






OPTIONAL,
-- Cond TDD


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need ON


]],


[[
tdd-Config-v1130



TDD-Config-v1130



OPTIONAL
-- Cond TDD3


]] ,


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270

OPTIONAL

-- Need OR


]]

 }
	New field pusch_ConfigCommon_v1270 set to “omit” in 

cs_RadioResourceConfigCommon_Def

cs_RadioResourceConfigCommon_AllParams

cs_RadioResourceConfigCommon_AllParams_v1130

	RadioResourceConfigCommonSCell_r10
	RadioResourceConfigCommonSCell-r10 ::=
SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



-- 1: Cell characteristics



dl-Bandwidth-r10





ENUMERATED {n6, n15, n25, n50, n75, n100},



-- 2: Physical configuration, general



antennaInfoCommon-r10




AntennaInfoCommon,



mbsfn-SubframeConfigList-r10


MBSFN-SubframeConfigList
OPTIONAL,
-- Need OR



-- 3: Physical configuration, control



phich-Config-r10





PHICH-Config,



-- 4: Physical configuration, physical channels



pdsch-ConfigCommon-r10




PDSCH-ConfigCommon,



tdd-Config-r10






TDD-Config




OPTIONAL
-- Cond TDDSCell


},


-- UL configuration


ul-Configuration-r10





SEQUENCE {



ul-FreqInfo-r10





SEQUENCE {




ul-CarrierFreq-r10




ARFCN-ValueEUTRA


OPTIONAL,
-- Need OP




ul-Bandwidth-r10




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r10

AdditionalSpectrumEmission



},



p-Max-r10






P-Max





OPTIONAL,
-- Need OP



uplinkPowerControlCommonSCell-r10

UplinkPowerControlCommonSCell-r10,



-- A special version of IE UplinkPowerControlCommon may be introduced



-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r10

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r10


UL-CyclicPrefixLength,



-- 4: Physical configuration, physical channels



prach-ConfigSCell-r10




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11



pusch-ConfigCommon-r10



PUSCH-ConfigCommon


}
















OPTIONAL,
-- Need OR


...,


[[
ul-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0


OPTIONAL
-- Need OP


]],


[[
rach-ConfigCommonSCell-r11


RACH-ConfigCommonSCell-r11

OPTIONAL,
-- Cond ULSCell



prach-ConfigSCell-r11



PRACH-Config




OPTIONAL,
-- Cond UL



tdd-Config-v1130




TDD-Config-v1130


OPTIONAL,
-- Cond TDD2



uplinkPowerControlCommonSCell-v1130









UplinkPowerControlCommonSCell-v1130
OPTIONAL
-- Cond UL


]] ,


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270

OPTIONAL

-- Need OR


]]

 }
	New field pusch_ConfigCommon_v1270 set to “omit” in 

cs_508_RadioResourceConfigCommonSCell_r10_DEFAULT


2 Other corrections

2.1 Corrections in f_GetTestcaseAttrib_3IntraFreq

According to TS 36.523-3 clause 7.3.3.4 DCI combination1 is applied to the three intra frequency cells. The attribute 3IntraFreq handled in f_GetTestcaseAttrib_3IntraFreq shall be set in  for test cases using 3 intra frequency cells only. 

The following test cases shall be added in f_GetTestcaseAttrib_3IntraFreq:

- 6.1.1.7a

- 6.1.1.9

 - 8.5.1.1

The following test cases shall be deleted from f_GetTestcaseAttrib_3IntraFreq:

- 9.2.3.1.27

- 9.2.3.1.20a

Changes in LTE_A_R10_R11 TestcaseProperties.ttcn

  function f_GetTestcaseAttrib_3IntraFreq(charstring p_Testcase) return boolean

  {

    select (p_Testcase) {

      case ("TC_6_1_1_7a") { return true; }
      case ("TC_8_3_1_18_1") { return true; }

      case ("TC_8_3_1_18_2") { return true; }

      case ("TC_8_6_2_3") { return true; }
      
    }

    return false;

  }

 Changes in LTE TestcaseProperties.ttcn

 function f_GetTestcaseAttrib_3IntraFreq(charstring p_Testcase) return boolean

  {

    select (p_Testcase) {

      case ("TC_6_1_1_1b") { return true; }

      case ("TC_6_1_1_2a") { return true; }

      case ("TC_6_1_1_6a") { return true; }

      case ("TC_6_1_1_9") { return true; }
      case ("TC_6_1_2_12") { return true; }

      case ("TC_6_1_2_14") { return true; }

      case ("TC_6_1_2_7a") { return true; }

      case ("TC_6_1_2_8a") { return true; }

      case ("TC_6_1_2_9a") { return true; }

      case ("TC_8_2_4_1") { return true; }

      case ("TC_8_2_4_7") { return true; }

      case ("TC_8_3_1_13a") { return true; }

      case ("TC_8_3_1_4") { return true; }

      case ("TC_8_3_1_7") { return true; }

      case ("TC_8_3_4_1") { return true; }

      case ("TC_8_5_1_1") { return true; }
      case ("TC_9_2_1_1_13a") { return true; }

      case ("TC_9_2_1_1_15a") { return true; }

      case ("TC_9_2_1_1_16a") { return true; }

      case ("TC_9_2_1_1_17") { return true; }

      case ("TC_9_2_1_1_18") { return true; }

      case ("TC_9_2_1_1_7a") { return true; }

      case ("TC_9_2_3_1_1") { return true; }

      case ("TC_9_2_3_1_16") { return true; }

      case ("TC_9_2_3_1_20") { return true; }

      case ("TC_9_2_3_1_22") { return true; }

      case ("TC_9_2_3_1_25") { return true; }

      case ("TC_9_2_3_1_4") { return true; }

      case ("TC_9_2_3_1_9") { return true; }

    }

    return false;

  }

