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2 Correction to testcase 9.3.1.18
2.1 f_TC_9_3_1_18_EUTRA()
	Object name 
	f_TC_9_3_1_18_EUTRA()

	Reason for change
	As per the initial conditions the UEs allowed CSG list should contain CSG ID of Cell A (CSG ID 2). To achieve this, the current TTCN first performs an ATTACH REJ for CSG IDs 1,2,3 and 4. After this a manual selection of CSG ID 2 is performed. It is unnecessary to perform a ATTACH REJ on any CSG ID other than CSG ID 2 which is going to be used in the testcase. This needs to be optimized.

	Summary of change
	Instead of calling f_EUTRA_Preamble_EmptyCSG_AllowedList, called the function f_EUTRA_EmptyACSGL.
Modified the CSG removal procedure.

Please see the screenshot for details.

	Source of change
	NAS_ServiceRequest_EOnly.ttcn

	MCC160 Comment
	Accepted


Before change: 

	function f_TC_9_3_1_18_EUTRA() runs on EUTRA_PTC
  {
    var CSG_Identity v_CSG_Identity_CellA := '000000000000000000000000010'B; //@sic R5s150370 sic@
    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);
    // create cells
    f_EUTRA_CellConfig_Def(eutra_CellA);
    f_EUTRA_CellConfig_Def(eutra_CellB);
    // Add the CSG ID of Cell A in CSG list in USIM
    if (pc_Manual_CSG_Selection) { //@sic R5-134565 sic@
        // Insert a USIM
        f_UT_USIM_Insert (UT, "USIM with service n86 available");
        // delete the UE's CSG whitelist, supported per test case selection expression
        f_EUTRA_Preamble_EmptyCSG_AllowedList (eutra_CellA);

        // Configure Sysinfo for CSG Cell eutra_CellA with CSG Identity v_CSG_Identity_CellA
        f_EUTRA_ConfigCSG_SysInfos (eutra_CellA, v_CSG_Identity_CellA);  //@sic R5s140155, R5s140279 sic@
        f_EUTRA_Manual_CSG_Selection(eutra_CellA, v_CSG_Identity_CellA); // UE registers on cell A using manual CSG selection
    }


After change: 

	function f_TC_9_3_1_18_EUTRA() runs on EUTRA_PTC
  {
    var CSG_Identity v_CSG_Identity_CellA := '000000000000000000000000010'B; //@sic R5s150370 sic@
    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);
    // create cells
    f_EUTRA_CellConfig_Def(eutra_CellA);
    f_EUTRA_CellConfig_Def(eutra_CellB);
    // Add the CSG ID of Cell A in CSG list in USIM
    if (pc_Manual_CSG_Selection) { //@sic R5-134565 sic@
        // Insert a USIM
        f_UT_USIM_Insert (UT, "USIM with service n86 available");
        // delete the UE's CSG whitelist, supported per test case selection expression
        //WA#9_3_1_18 f_EUTRA_Preamble_EmptyCSG_AllowedList (eutra_CellA);
        f_EUTRA_EmptyACSGL(eutra_CellA, {v_CSG_Identity_CellA});//WA#9_3_1_18
        // Configure Sysinfo for CSG Cell eutra_CellA with CSG Identity v_CSG_Identity_CellA
        f_EUTRA_ConfigCSG_SysInfos (eutra_CellA, v_CSG_Identity_CellA);  //@sic R5s140155, R5s140279 sic@
        f_EUTRA_Manual_CSG_Selection(eutra_CellA, v_CSG_Identity_CellA); // UE registers on cell A using manual CSG selection
    }


