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<START OF MODIFIED SECTION>
7.1.2.10.1
CA / Random access procedure / SCell / Intra-band Contiguous CA
7.1.2.10.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state having activated SCell with uplink configured }

ensure that {

  when { PDCCH order is sent on the scheduling cell of the activated SCell providing Random Access Preamble }

    then { UE sends the Random Access Preamble given in the PDCCH Order on the activated SCell }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and transmitting Random Access Preamble }

ensure that {

  when { UE has data to send on the PCell }

    then { UE sends the SR/ack/nack on PUCCH and data on the PUSCH of PCell in parallel with the Preamble transmission on the activated SCell }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and transmitted PRACH Preamble, after reception of PDCCH order }

ensure that {

  when { UE does not receive a matching Random Access response in ra-ResponseWindowSize (hence considers RACH attempt as failed) and PREAMBLE_TRANSMISSION_COUNTER is less than PREAMBLE_TRANS_MAX }

    then { UE retransmits the Preamble given in the PDCCH Order on the activated SCell }

            }

(4)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE has sent the Preamble on the activated SCell }

    then { UE receives the Random Access Response on the PCell }

            }

(5)

with { UE in E-UTRA RRC_CONNECTED state and completed the Random Access procedure on SCell }

ensure that {

  when { UE has data to send and receives the UL Grant scheduled for the SCell }

    then { UE transmits the data on the SCell }

            }
7.1.2.10.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.321, clauses 5.1.1, clauses 5.1.2, 5.1.4 and 5.1.6; TS 36.212, clause 5.3.3.1.3; TS 36.213, clause 5.1.1.1. Unless otherwise stated these are Rel-11 requirements.

[TS 36.321, clause 5.1.1]
The Random Access procedure described in this subclause is initiated by a PDCCH order or by the MAC sublayer itself. Random Access procedure on a SCell shall only be initiated by a PDCCH order. If a UE receives a PDCCH transmission consistent with a PDCCH order [5] masked with its C-RNTI, and for a specific Serving Cell, the UE shall initiate a Random Access procedure on this Serving Cell. For Random Access on the PCell a PDCCH order or RRC optionally indicate the ra-PreambleIndex and the ra-PRACH-MaskIndex; and for Random Access on a SCell, the PDCCH order indicates the ra-PreambleIndex with a value different from 000000 and the ra-PRACH-MaskIndex. For the pTAG preamble transmission on PRACH and reception of a PDCCH order are only supported for PCell.
Before the procedure can be initiated, the following information for related Serving Cell is assumed to be available [8]:

-
the available set of PRACH resources for the transmission of the Random Access Preamble, prach-ConfigIndex.

…

-
the RA response window size ra-ResponseWindowSize.

-
the power-ramping factor powerRampingStep.

-
the maximum number of preamble transmission preambleTransMax.

-
the initial preamble power preambleInitialReceivedTargetPower.

-
the preamble format based offset DELTA_PREAMBLE (see subclause 7.6).

…

[TS 36.321, clause 5.1.2]
The Random Access Resource selection procedure shall be performed as follows:

-
If ra-PreambleIndex (Random Access Preamble) and ra-PRACH-MaskIndex (PRACH Mask Index) have been explicitly signalled and ra-PreambleIndex is not 000000:

-
the Random Access Preamble and the PRACH Mask Index are those explicitly signalled.

[TS 36.321, clause 5.1.4]

Once the Random Access Preamble is transmitted and regardless of the possible occurrence of a measurement gap, the UE shall monitor the PDCCH of the PCell for Random Access Response(s) identified by the RA-RNTI defined below, in the RA Response window which starts at the subframe that contains the end of the preamble transmission [7] plus three subframes and has length ra-ResponseWindowSize subframes. The RA-RNTI associated with the PRACH in which the Random Access Preamble is transmitted, is computed as:

RA-RNTI= 1 + t_id+10*f_id

Where t_id is the index of the first subframe of the specified PRACH (0≤ t_id <10), and f_id is the index of the specified PRACH within that subframe, in ascending order of frequency domain (0≤ f_id< 6). The UE may stop monitoring for Random Access Response(s) after successful reception of a Random Access Response containing Random Access Preamble identifiers that matches the transmitted Random Access Preamble.

-
If a downlink assignment for this TTI has been received on the PDCCH for the RA-RNTI and the received TB is successfully decoded, the UE shall regardless of the possible occurrence of a measurement gap:

...

-
if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble (see subclause 5.1.3), the UE shall:

-
process the received Timing Advance Command (see subclause 5.2);

-
indicate the preambleInitialReceivedTargetPower and the amount of power ramping applied to the latest preamble transmission to lower layers (i.e., (PREAMBLE_TRANSMISSION_COUNTER – 1) * powerRampingStep);

-
process the received UL grant value and indicate it to the lower layers;

-
if ra-PreambleIndex was explicitly signalled and it was not 000000 (i.e., not selected by MAC):

-
consider the Random Access procedure successfully completed.

...

If no Random Access Response is received within the RA Response window, or if none of all received Random Access Responses contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble, the Random Access Response reception is considered not successful and the UE shall:

-
increment PREAMBLE_TRANSMISSION_COUNTER by 1;

-
If PREAMBLE_TRANSMISSION_COUNTER = preambleTransMax + 1:

-
if the Random Access Preamble is transmitted on the PCell:

-
indicate a Random Access problem to upper layers;

-
if the Random Access Preamble is transmitted on a SCell:

-
consider the Random Access procedure unsuccessfully completed.

[TS 36.321, clause 5.1.6]

At completion of the Random Access procedure, the UE shall:

-
discard explicitly signalled ra-PreambleIndex and ra-PRACH-MaskIndex, if any;

-
flush the HARQ buffer used for transmission of the MAC PDU in the Msg3 buffer.
[TS 36.212, clause 5.3.3.1.3]
DCI format 1A is used for the compact scheduling of one PDSCH codeword in one cell and random access procedure initiated by a PDCCH order. The DCI corresponding to a PDCCH order can be carried by PDCCH or EPDCCH.
The following information is transmitted by means of the DCI format 1A:

-
Carrier indicator – 0 or 3 bits. This field is present according to the definitions in [3].

-
Flag for format0/format1A differentiation – 1 bit, where value 0 indicates format 0 and value 1 indicates format 1A

Format 1A is used for random access procedure initiated by a PDCCH order only if format 1A CRC is scrambled with C-RNTI and all the remaining fields are set as follows:

-
Localized/Distributed VRB assignment flag – 1 bit is set to ‘0’

-
Resource block assignment – 
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bits, where all bits shall be set to 1

-
Preamble Index – 6 bits

-
PRACH Mask Index – 4 bits, [5]

-
All the remaining bits in format 1A for compact scheduling assignment of one PDSCH codeword are set to zero

[TS 36.213, clause 5.1.1.1]
If the UE is configured with multiple TAGs, the UE shall, when requested by higher layers, to transmit PRACH in a secondary serving cell in parallel with PUSCH/PUCCH in a different serving cell belonging to a different TAG, adjust the transmission power of PUSCH/PUCCH so that its total transmission power does not exceed 
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on the overlapped portion.
7.1.2.10.1.3
Test description

7.1.2.10.1.3.1
Pre-test conditions

System Simulator:

· Cell 1 (PCell) and Cell 3(SCell) 

· Cell 3 is an Active SCell according to [18] cl. 6.3.4

-
RRC Connection Reconfiguration (preamble: Table 4.5.3.3-1, step 8) using parameters as specified in Table 7.1.2.10.1.3.3-1 and 7.1.2.10.1.3.3-2.

UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) according to [18].

7.1.2.10.1.3.2
Test procedure sequence

Table 7.1.2.10.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message with SCell (Cell 3) addition
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm SCell (Cell 3) addition.
	-->
	RRCConnectionReconfiguration Complete
	-
	-

	3
	The SS transmits an Activation MAC control element to activate SCell (Cell 3).
	<--
	MAC PDU (Activation (C1=1)) 
	-
	-

	3A
	Wait for 100ms to ensure HARQ process is finished.
	-
	-
	-
	-

	4
	The SS indicates a new transmission on PDCCH of CC1 (Cell 1) and transmits a MAC PDU (containing an RLC PDU )
	<--
	MAC PDU (CC1)
	-
	-

	5
	The SS transmits a PDCCH order providing Random Access Preamble on SCell (Cell 3)
	<--
	(PDCCH Order)
	-
	-

	-
	EXCEPTION: In parallel with step 6 to 8, parallel behaviour defined in table 7.1.2.10.1.3.2-2 is executed
.
	-
	-
	-
	-

	6
	Check: Does the UE transmit a preamble on PRACH using the same preamble index as given in step 5 on SCell (Cell3)?
	-->
	(PRACH Preamble)
	1
	P

	7
	Check: Does the UE transmit a preamble on PRACH after ra-ResponseWindowSize using the same preamble index as given in step 5 on SCell (Cell3)?
	-->
	(PRACH Preamble)
	3
	P

	8
	Check: Does the UE transmit a preamble on PRACH after ra-ResponseWindowSize using the same preamble index as given in step 5 on SCell (Cell3)?
	-->
	(PRACH Preamble)
	3
	P

	9
	The SS transmits Random Access Response with RAPID corresponding to Preamble in step 5 on PCell (Cell 1). 
	<--
	Random Access Response
	-
	-

	10
	The SS indicates a new transmission on PDCCH of CC2 (Cell 3) and transmits a MAC PDU (containing an RLC PDU )
	<--
	MAC PDU (CC2)
	-
	-

	11
	The SS sends an UL grant suitable for transmitting loop back PDU on Cell 3.
	<--
	(UL Grant)
	-
	-

	 12
	Check: Does the UE transmit a MAC PDU containing the loop back PDU corresponding to step 10?
	-->
	MAC PDU(CC2)
	4, 5
	P

	13
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDU in step 12
	<--
	MAC PDU (CC2)
	-
	-


Table 7.1.2.10.1.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE transmits a Scheduling Request on PUCCH
	-->
	(SR)
	2
	P

	2
	The SS sends an UL grant suitable for transmitting loop back PDU on Cell 1.
	<--
	(UL Grant)
	-
	-

	3
	Check: Does the UE transmit a MAC PDU containing the loop back PDU corresponding to step 4?
	-->
	MAC PDU
	2
	P

	4
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDU in step 3
	<--
	MAC PDU (CC1)
	-
	-


7.1.2.10.1.3.3
Specific message contents

Table 7.1.2.10.1.3.3-1: RRCConnectionReconfiguration (preamble)

	Derivation path: 36.508 Table 4.8.2.1.5-1

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig SEQUENCE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.2.10.1.3.3-2: SchedulingRequest-Configuration (preamble)

	Derivation Path: 36.508 clause 4.6.3-20

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Configuration ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    dsr-TransMax
	n8
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.2.10.1.3.3-3: RRCConnectionReconfiguration (step 1, Table 7.1.2.10.1.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-8, condition SCell_AddMod


Table 7.1.2.10.1.3.3-4: MAC-MainConfig-RBC (Table 7.1.2.10.1.3.3-3)
	Derivation Path: 36.508, Table 4.8.2.1.5-1, condition SCell_AddMod

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  stag-ToAddModList-r11 SEQUENCE  (SIZE (1..maxSTAG-r11)) OF SEQUENCE {
	Not present
	
	

	    stag-Id-r11
	1
	
	

	    timeAlignmentTimerSTAG-r11
	infinity
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.2.10.1.3.3-5: SCellToAddMod-r10 (Table 7.1.2.10.1.3.3-3)

	Derivation Path: 36.508, Table 4.6.3-19D

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	PhysicalCellIdentity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.2.10.1.3.3-6: RadioResourceConfigCommonSCell-r10-f2 (Table 7.1.2.10.1.3.3-5)
	Derivation Path: 36.508, Table 4.6.3-13A, condition UL_CA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommonSCell-r11 SEQUENCE {
	
	
	

	    powerRampingParameters-r11 SEQUENCE {
	
	
	

	      powerRampingStep
	 dB2
	
	

	      preambleInitialReceivedTargetPower
	dBm-104 (default)
	Thermal noise = -113 dBm

NF = 5 dB

IoT = 6 dB

Required SNR = -8 dB (See table 8.4.2-1 in TS 36.104 [30])

-> -110 dB

(default value is acceptable)
	

	    }
	
	
	

	    ra-SupervisionInfo-r11 SEQUENCE {
	
	
	

	      preambleTransMax-r11
	n6
	
	

	    }
	
	
	

	  }
	
	
	

	  prach-ConfigSCell-r11 SEQUENCE {
	
	
	

	    rootSequenceIndex
	See TS 36.508 [18] clause 4.4.2, Table 4.4.2-1A and clause 6.3.2.2 Table 6.3.2.2-2
	See table 5.7.2-4 in TS 36.211 [41] for PRACH format 0-3
	FDD

	
	See TS 36.508 [18] clause 4.4.2, Table 4.4.2-1A and clause 6.3.2.2 Table 6.3.2.2-2
	See table 5.7.2-5 in TS 36.211 [41] for PRACH format 4
	TDD

	    prach-ConfigInfo SEQUENCE {
	
	
	

	      prach-ConfigIndex
	3
	Typical value in real network for FDD (see table 5.7.1-1 and 5.7.1-2 in TS 36.211 [41])
	FDD

	
	51
	Typical value in real network for TDD (see table 5.7.1-3 and 5.7.1-4 in TS 36.211 [41])
	TDD

	      highSpeedFlag
	FALSE
	
	

	      zeroCorrelationZoneConfig
	
	
	

	      prach-FreqOffset
	See TS 36.508 [18] clause 4.6.8
	Channel-bandwidth-dependent parameter
	

	    }
	
	
	

	  }
	
	
	

	  uplinkPowerControlCommonSCell-v1130 SEQUENCE 
	Not present
	
	

	}
	
	
	


Table 7.1.2.10.1.3.3-7: RadioResourceConfigDedicatedSCell-r10-f2 (Table 7.1.2.10.1.3.3-5)

	Derivation Path: 36.508, Table 4.6.3-19AA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10
	PhysicalConfigDedicatedSCell-r10-DEFAULT
	
	

	  mac-MainConfigSCell-r11 SEQUENCE {
	
	
	

	    stag-Id-r11
	1
	
	

	  }
	
	
	

	}
	
	
	


<END OF MODIFIED SECTION>

……………
……………

<START OF MODIFIED SECTION>
7.1.3.11
CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell

7.1.3.11.1
CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Intra-band Contiguous CA

7.1.3.11.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives a MAC PDU for DRB and decode fails }

    then { the UE transmits a NACK for the corresponding HARQ process within HARQ entity }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives a MAC PDU retransmission for DRB, and results in successful decode }

    then { the UE transmits an ACK for the corresponding HARQ process within HARQ entity and delivers data to upper layers }

            }

7.1.3.11.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.321, clause 5.3.2.1.

[TS 36.321, clause 5.3.2.1]

There is one HARQ entity at the UE for each Serving Cell which maintains a number of parallel HARQ processes. Each HARQ process is associated with a HARQ process identifier. The HARQ entity directs HARQ information and associated TBs received on the DL-SCH to the corresponding HARQ processes (see subclause 5.3.2.2).

The number of DL HARQ processes per HARQ entity is specified in [2], clause 7.

When the physical layer is configured for downlink spatial multiplexing [2], one or two TBs are expected per subframe and they are associated with the same HARQ process. Otherwise, one TB is expected per subframe.

The UE shall:

-
If a downlink assignment has been indicated for this TTI:

-
allocate the TB(s) received from the physical layer and the associated HARQ information to the HARQ process indicated by the associated HARQ information.

-
If a downlink assignment has been indicated for the broadcast HARQ process:

-
allocate the received TB to the broadcast HARQ process.

NOTE:
In case of BCCH a dedicated broadcast HARQ process is used.

7.1.3.11.1.3
Test description

7.1.3.11.1.3.1
Pre-test conditions

System Simulator:

· Cell 1 (PCell) and Cell 3(SCell) 

· Cell 3 is an Active SCell according to [18] cl. 6.3.4

-
RRC Connection Reconfiguration (preamble: Table 4.5.3.3-1, step 8) using parameters as specified in Table 7.1.3.11.1.3.3-1 and 7.1.3.11.1.3.3-2.

UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) on Cell 1 according to [18].

7.1.3.11.1.3.2
Test procedure sequence

In Table 7.1.3.11.1.3.2-1, Row marked "T0" denotes the initial conditions which illustrates the downlink power levels and other changing parameters to be applied for the cells after preamble.

Table 7.1.3.11.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-85


Table 7.1.3.11.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRConnectionReconfiguration message containing a sCellToAddModList on Cell 1 with SCell (Cell 3) addition. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmit an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits Activation MAC control element to activate Scell (Cell 3).
	<--
	MAC PDU (Activation (C1=1)) 
	-
	-

	3A
	Wait for 100ms to ensure HARQ process is finished.
	-
	-
	-
	-

	4
	The SS indicates a new transmission on PDCCH of CC1 and transmits a MAC PDU (containing an RLC PDU with SN=0), with content set so that UE could not successfully decode the data from its soft buffer. (Note 1)
	<--
	MAC PDU (CC1)
	-
	-

	5
	Check: Does the UE transmit a HARQ NACK for the DL data corresponding DL CC1?
	-->
	HARQ NACK (CC1)
	1
	P

	-
	EXCEPTION: Step 6 shall be repeated till HARQ ACK is received at step 7 or until HARQ retransmission count = 4 is reached for MAC PDU at step 7 (Note 2).
	-
	-
	-
	-

	6
	The SS indicates a retransmission on PDCCH of CC1 and transmits the same MAC PDU like step 4 (Note 1).
	<--
	MAC PDU (CC1)
	-
	-

	
	EXCEPTION: Up to 3 HARQ NACK from the UE should be allowed at step 7 (Note 2).
	-
	-
	-
	

	7
	Check: Does the UE send a HARQ ACK for the DL data corresponding to DL CC1?
	-->
	HARQ ACK (CC1)
	2
	P

	8
	The UE transmit a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	9
	The SS sends an UL grant suitable for transmitting loop back PDU on Cell 1.
	<--
	(UL Grant)
	-
	-

	10
	The UE transmit a MAC PDU containing the loop back PDU corresponding to step 4 and 6
	-->
	MAC PDU
	-
	-

	10a
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDU in step 10
	<--
	MAC PDU (CC1)
	-
	-

	11
	The SS indicates a new transmission on PDCCH of CC2 and transmits a MAC PDU (containing an RLC PDU with SN=1), with content set so that UE could not successfully decode the data from its soft buffer. (Note 1)
	<--
	MAC PDU (CC2)
	-
	-

	12
	Check: Does the UE transmit a HARQ NACK for the DL data corresponding to DL CC2?
	-->
	HARQ NACK (CC2)
	1
	P

	-
	EXCEPTION: Step 13 shall be repeated till HARQ ACK is received at step 14 or until HARQ retransmission count = 4 is reached for MAC PDU at step 14 (Note 2).
	-
	-
	-
	-

	13
	The SS indicates a retransmission on PDCCH of CC2 and transmits the same MAC PDU like step 11 (Note 1).
	<--
	MAC PDU (CC2)
	-
	-

	
	EXCEPTION: Up to 3 HARQ NACK from the UE should be allowed at step 14 (Note 2).
	-
	-
	-
	-

	14
	Check: Does the UE send a HARQ ACK for the DL data corresponding to DL CC2?
	-->
	HARQ ACK (CC2)
	2
	P

	15
	UE transmit a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	16
	The SS sends an UL grant suitable for transmitting loop back PDU on Cell 1.
	<--
	(UL Grant)
	-
	-

	17
	The UE transmit a MAC PDU containing the loop back PDU corresponding to step 11 and 13
	-->
	MAC PDU
	-
	-

	17a
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDU in step 17
	<--
	MAC PDU (CC1)
	-
	-

	-
	EXCEPTION: Steps 18 to 21 are run 8 [FDD]/7 [TDD] times using test parameter values as given for each iteration in table 7.1.3.11.1.3.2-4 (Note 6).
	-
	-
	-
	-

	18
	The SS indicates new transmissions on PDCCHs of CC1 and CC2 and transmits a MAC PDU (containing an RLC PDU) on both CCs respectively with contents set so that UE could not successfully decode the data from its soft buffers. (Note 1) (Note 6).
	<--
	MAC PDU (CC1) and MAC PDU (CC2)
	-
	-

	19
	Check: Does the UE transmit HARQ NACK for the DL data corresponding to DL CC1 and CC2 respectively?
	-->
	HARQ NACK (CC1 and CC2)
	1
	P

	-
	EXCEPTION: In parallel with steps 20 to 21, the parallel behaviour in table 7.1.3.11.1.3.2-3 is running.
	-
	-
	-
	-

	-
	EXCEPTION: Step 20 shall be repeated till HARQ ACK is received at step 21 for the data corresponding both DL CC1 and DL CC2 or until HARQ retransmission count = 4 is reached for MAC PDUs at step 21 (Note 2).
	-
	-
	-
	-

	20
	The SS indicates retransmissions on PDCCHs of CC1 and CC2 and transmits the same MAC PDUs like step 18 (Note 1)(Note 3). 
	<--
	MAC PDU (CC1) and MAC PDU(CC2)
	-
	-

	-
	EXCEPTION: Up to 3 HARQ NACK per CC from the UE should be allowed at step 21 (Note 2).
	-
	-
	-
	-

	21
	Check: Does the UE send a HARQ ACKs for the DL data corresponding to DL CC1 and DL CC2 (Note 7)?
	-->
	HARQ ACK (CC1) and HARQ ACK (CC2)
	2
	P

	Note 1:
SS should transmit this PDU using ITBS=6, NPRB=1, see TS 36.213 Table 7.1.7.2.1-1. This will result in TBSize of 328 and having coding rate more than 1.

Note 2:
The value 4 for the maximum number of HARQ retransmissions has been chosen based on an assumption that, given the radio conditions used in this test case, a UE soft combiner implementation should have sufficient retransmissions to be able to successfully decode the data in its soft buffer.

Note 3:
Retransmission is done only for the DL CCs, for which HARQ NACK was received.

Note 4:
 Void.

Note 5:
CC1 corresponds to Pcell (Cell 1) and CC2 corresponds to Scell (Cell 3).

Note 6:
At each iteration RLC PDU SN is incremented by 1 such that RLC PDUs with SN = 2, 4, 6, 8, 10 (and 12) are being transmitted on CC1 whereas RLC PDUs with SN = 3, 5, 7, 9, 11 (and 13) on CC2.

Note 7:
HARQ ACKs are expected only for those CCs for which retransmission was done in step 20.


Table 7.1.3.11.1.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE transmit a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	2
	Wait for 30ms to ensure HARQ processes for both CCs are finished.
	-
	-
	-
	-

	3
	The SS allocates UL Grant sufficient for two RLC SDU to be loop backed on Cell 1.
	<--
	(UL Grant)
	-
	-

	4
	The UE transmits a MAC PDU including two RLC SDU corresponding to step 18 in table 7.1.3.11.1.3.2-2.
	-->
	MAC PDU
	-
	-

	5
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDUs in step 4
	<--
	MAC PDU (CC1)
	-
	-


Table 7.1.3.11.1.3.2-4: Test Parameters

	Iteration
	DL HARQ process (X)

	1
	0

	2
	1

	3
	2

	4
	3

	5
	4

	6
	5

	7
	6

	8
	7[only for FDD]

	Note: The maximum DL HARQ process is 7 for TDD configuration 1.


7.1.3.11.1.3.3
Specific message contents

Table 7.1.3.11.1.3.3-1: RRCConnectionReconfiguration (preamble)

	Derivation path: 36.508 Table 4.8.2.1.5-1

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig SEQUENCE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.3.11.1.3.3-2: SchedulingRequest-Configuration (preamble)

	Derivation Path: 36.508 clause 4.6.3-20

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Configuration ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    dsr-TransMax
	n8
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.3.11.1.3.3-3: RRCConnectionReconfiguration (step 1, Table 7.1.3.11.1.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-8, condition SCell_AddMod


Table 7.1.3.11.1.3.3-4: SCellToAddMod-r10 (Table 7.1.3.11.1.3.3-3)

	Derivation Path: 36.508, Table 4.6.3-19D

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	PhysicalCellIdentity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.3.11.1.3.3-5: MAC-MainConfig-RBC (Table 7.1.3.11.3.3-4)

	Derivation Path: 36.508, Table 4.8.2.1.5, condition SCell_AddMod

	Information Element
	Value/remark
	Comment
	Condition

	  mac-MainConfig-v1020
	
	
	

	  mac-MainConfig-v1020SEQUENCE {
	
	
	

	    sCellDeactivationTimer-r10
	rf128 
	
	

	  }
	
	
	


7.1.3.11.2
CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Inter-band CA
The scope and description of the present TC is the same as test case 7.1.3.11.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3

-
Cell 10 is an Active SCell according to [18] cl. 6.3.4.

7.1.3.11.3
CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Intra-band non-Contiguous CA
The scope and description of the present TC is the same as test case 7.1.3.11.1 with the following differences:

-
CA configuration: Intra-band non-Contiguous CA replaces Intra-band Contiguous CA

7.1.3.11.4
FDD-TDD CA / Correct HARQ process handling / DCCH and DTCH / FDD PCell and TDD SCell 

7.1.3.11.4.1
Test Purpose (TP)

(1)

with { UE supporting of FDD-TDD CA with FDD PCell and TDD SCell in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives a MAC PDU for DRB of FDD PCell in SF-Num x and decode fails }

    then { the UE transmits a NACK in SF-Num x+4 for the corresponding FDD PCell HARQ process within HARQ entity }

            }

(2)

with { UE supporting of FDD-TDD CA with FDD PCell and TDD SCell in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives a MAC PDU retransmission and results in successful decode for DRB of FDD PCell for the UE’s C-RNTI in the SF-Num x }

    then { the UE transmits an ACK in SF-Num x+4 for the corresponding HARQ process of FDD PCell within HARQ entity and delivers data to upper layers }

            }

(3)

with { the UE supporting of TDD-FDD CA with FDD PCell and TDD SCell in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives downlink assignment on the PDCCH of TDD SCell for the UE’s C-RNTI and receives data in the associated SF-Num y and decode fails }

    then { the UE transmits a NACK in SF-Num y+4 on the HARQ process of TDD SCell by following FDD PCell timing }

            }

(4)

with { the UE supporting of TDD-FDD CA with FDD PCell and TDD SCell in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives a MAC PDU retransmission and results in successful decode for DRB of TDD SCell for the UE’s C-RNTI in the SF-Num y }

    then { the UE transmits an ACK in SF-Num y+4 on the HARQ process of TDD SCell by following FDD PCell timing }

            }

7.1.3.11.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.213 clauses 7 and 10.2. Unless otherwise stated these are Rel-12 requirements.

[TS 36.213, clause 7]

For FDD-TDD and primary cell frame structure type 1, there shall be a maximum of 8 downlink HARQ processes per serving cell.
[TS 36.213, clause 10.2]

…

For FDD or for FDD-TDD and primary cell frame structure type 1, the UE shall upon detection of a PDSCH transmission in subframe n-4 intended for the UE and for which an HARQ-ACK shall be provided, transmit the HARQ-ACK response in subframe n. If HARQ-ACK repetition is enabled, upon detection of a PDSCH transmission in subframe n-4 intended for the UE and for which HARQ-ACK response shall be provided, and if the UE is not repeating the transmission of any HARQ-ACK in subframe [image: image3.wmf]n

 corresponding to a PDSCH transmission in subframes [image: image4.wmf]3
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, the UE:
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shall transmit only the HARQ-ACK response (corresponding to the detected PDSCH transmission in subframe [image: image6.wmf]4
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shall not transmit any other signal in subframes [image: image10.wmf]n
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shall not transmit any HARQ-ACK response repetitions corresponding to any detected PDSCH transmission in subframes [image: image13.wmf]3
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…

For FDD-TDD and primary cell frame structure type 1, if a serving cell is a secondary serving cell with frame structure type 2, the DL-reference UL/DL configuration for the serving cell is the UL/DL configuration of the serving cell.
…

7.1.3.11.4.3
Test description

7.1.3.11.4.3.1
Pre-test conditions

System Simulator:

· Cell 1 PCell (FDD), Cell 10 SCell (TDD)
· Cell 10 is Active SCell according to [18] cl. 6.3.4

-
RRC Connection Reconfiguration (preamble: Table 4.5.3.3-1, step 8) using parameters as specified in Table 7.1.3.11.4.3.3-1

UE:

None.

Preamble:

-
The generic procedure to get UE in test state Loopback Activated (State 4) according to TS 36.508 clause 4.5 is executed, with all the parameters as specified in the procedure except that the RLC SDU size is set to return no data in uplink.

7.1.3.11.4.3.2
Test procedure sequence
In Table 7.1.3.11.4.3.2-1, Row marked "T0" denotes the initial conditions which illustrates the downlink power levels and other changing parameters to be applied for the cells after preamble.

Table 7.1.3.11.4.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 10

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-85


Table 7.1.3.11.4.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing a sCellToAddModList on Cell 1 with SCell (Cell 10) addition. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits Activation MAC control element to activate SCell (Cell 10).
	<--
	MAC PDU (Activation (C1=1)) 
	-
	-

	3A
	Wait for 100ms to ensure HARQ process is finished.
	-
	-
	-
	-

	4
	The SS indicates a new transmission on PDCCH of CC1 and transmits a MAC PDU (containing an RLC PDU with SN=0) in SF-Num ‘X’, with content set so that UE could not successfully decode the data from its soft buffer. (Note 1)
	<--
	MAC PDU (CC1)
	-
	-

	5
	Check: Does the UE transmit a HARQ NACK for the DL data corresponding DL CC1 in SF-Num ‘X+4’?
	-->
	HARQ NACK (CC1)
	1
	P

	-
	EXCEPTION: Step 6 shall be repeated till HARQ ACK is received at step 7 or until HARQ retransmission count = 4 is reached for MAC PDU at step 7 (Note 2).
	-
	-
	-
	-

	6
	The SS indicates a retransmission on PDCCH of CC1 and transmits the same MAC PDU like step 4 in SF-Num ‘X’’(Note 1).
	<--
	MAC PDU (CC1)
	-
	-

	
	EXCEPTION: Up to 3 HARQ NACK from the UE should be allowed at step 7 (Note 2).
	-
	-
	-
	

	7
	Check: Does the UE send a HARQ ACK for the DL data corresponding to DL CC1 in SF-Num ‘X’+4’?
	-->
	HARQ ACK (CC1)
	2
	P

	8
	The UE transmits a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	9
	The SS sends an UL grant suitable for transmitting loop back PDU on PCell (Cell 1).
	<--
	(UL Grant)
	-
	-

	10
	The UE transmits a MAC PDU containing the loop back PDU corresponding to step 4 and 6
	-->
	MAC PDU
	-
	-

	10a
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDU in step 10
	<--
	MAC PDU (CC1)
	-
	-

	11
	The SS indicates a new transmission on PDCCH of CC2 and transmits a MAC PDU (containing an RLC PDU with SN=1) in SF-Num ‘Y’, with content set so that UE could not successfully decode the data from its soft buffer. (Note 1)
	<--
	MAC PDU (CC2)
	-
	-

	12
	Check: Does the UE transmit a HARQ NACK for the DL data corresponding to DL CC2 in SF-Num ‘Y+4’?
	-->
	HARQ NACK (CC2)
	3
	P

	-
	EXCEPTION: Step 13 shall be repeated till HARQ ACK is received at step 14 or until HARQ retransmission count = 4 is reached for MAC PDU at step 14 (Note 2).
	-
	-
	-
	-

	13
	The SS indicates a retransmission on PDCCH of CC2 and transmits the same MAC PDU like step 11 in SF-Num ‘Y’’(Note 1).
	<--
	MAC PDU (CC2)
	-
	-

	
	EXCEPTION: Up to 3 HARQ NACK from the UE should be allowed at step 14 (Note 2).
	-
	-
	-
	-

	14
	Check: Does the UE send a HARQ ACK for the DL data corresponding to DL CC2 in SF-Num ‘Y’+4’?
	-->
	HARQ ACK (CC2)
	4
	P

	15
	The UE transmits a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	16
	The SS sends an UL grant suitable for transmitting loop back PDU on SCell (Cell 10).
	<--
	(UL Grant)
	-
	-

	17
	The UE transmits a MAC PDU containing the loop back PDU corresponding to step 11 and 13
	-->
	MAC PDU
	-
	-

	17a
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDU in step 17
	<--
	MAC PDU (CC2)
	-
	-

	-
	EXCEPTION: Steps 18 to 21 are run 8 times (Note 6).
	-
	-
	-
	-

	18
	The SS indicates new transmissions on PDCCHs of CC1 and CC2 and transmits a MAC PDU (containing an RLC PDU) on both CCs respectively in SF-Num ‘Z’, with contents set so that UE could not successfully decode the data from its soft buffers. (Note 1) (Note 6).
	<--
	MAC PDU (CC1) and MAC PDU (CC2)
	-
	-

	19
	Check: Does the UE transmit HARQ NACK for the DL data corresponding to DL CC1 and CC2 respectively in SF-Num ‘Z+4’?
	-->
	HARQ NACK (CC1 and CC2)
	1, 3
	P

	-
	EXCEPTION: In parallel with steps 20 to 21, the parallel behaviour in table 7.1.3.11.4.3.2-3 is running.
	-
	-
	-
	-

	-
	EXCEPTION: Step 20 shall be repeated till HARQ ACK is received at step 21 for the data corresponding both DL CC1 and DL CC2 or until HARQ retransmission count = 4 is reached for MAC PDUs at step 21 (Note 2).
	-
	-
	-
	-

	20
	The SS indicates retransmissions on PDCCHs of CC1 and CC2 and transmits the same MAC PDUs like step 18 in SF-Num ‘Z’’(Note 1)(Note 3). 
	<--
	MAC PDU (CC1) and MAC PDU(CC2)
	-
	-

	-
	EXCEPTION: Up to 3 HARQ NACK per CC from the UE should be allowed at step 21 (Note 2).
	-
	-
	-
	-

	21
	Check: Does the UE send a HARQ ACKs for the DL data corresponding to DL CC1 and DL CC2 in SF-Num ‘Z’+4’(Note 7)?
	-->
	HARQ ACK (CC1) and HARQ ACK (CC2)
	2, 4
	P

	Note 1:
SS should transmit this PDU using ITBS=6, NPRB=1, see TS 36.213 Table 7.1.7.2.1-1. This will result in TBSize of 328 and having coding rate more than 1.

Note 2:
The value 4 for the maximum number of HARQ retransmissions has been chosen based on an assumption that, given the radio conditions used in this test case, a UE soft combiner implementation should have sufficient retransmissions to be able to successfully decode the data in its soft buffer.

Note 3:
Retransmission is done only for the DL CCs, for which HARQ NACK was received.

Note 4:
Void.

Note 5:
CC1 corresponds to PCell (Cell 1) and CC2 corresponds to SCell (Cell 10).

Note 6:
At each iteration RLC PDU SN is incremented by 1 such that RLC PDUs with SN = 2, 4, 6, 8, 10 (and 12) are being transmitted on CC1 whereas RLC PDUs with SN = 3, 5, 7, 9, 11 (and 13) on CC2.

Note 7:
HARQ ACKs are expected only for those CCs for which retransmission was done in step 20.


Table 7.1.3.11.4.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE transmits a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	2
	Wait for 30ms to ensure HARQ processes for both CCs are finished.
	-
	-
	-
	-

	3
	The SS allocates UL Grant sufficient for two RLC SDU to be loop backed on Cell 1.
	<--
	(UL Grant)
	-
	-

	4
	The UE transmits a MAC PDU including two RLC SDU corresponding to step 18 in table 7.1.3.11.4.3.2-2.
	-->
	MAC PDU
	-
	-

	5
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDUs in step 4
	<--
	MAC PDU (CC1)
	-
	-


7.1.3.11.4.3.3
Specific Message Contents

Table 7.1.3.11.4.3.3-1: RRCConnectionReconfiguration (preamble: Table 4.5.3.3-1, step 8)

	Derivation path: 36.508 table 4.8.2.1.5-1

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	}
	
	
	

	  }
	
	
	


Table 7.1.3.11.4.3.3-2: RRCConnectionReconfiguration (step 1, Table 7.1.3.11.4.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-8, condition SCell_AddMod


Table 7.1.3.11.4.3.3-3: SCellToAddMod-r10 (Table 7.1.3.11.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.3-19D

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	PhysicalCellIdentity of Cell 10
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 10
	
	

	  }
	
	
	

	}
	
	
	


7.1.3.11.5
FDD-TDD CA / Correct HARQ process handling / DCCH and DTCH / TDD PCell and FDD SCell

7.1.3.11.5.1
Test Purpose (TP)

(1)

with { the UE supporting of FDD-TDD CA with TDD PCell and FDD SCell in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives a MAC PDU for DRB of TDD PCell in SF-Num i-K and decode fails }

    then { the UE transmits a NACK in SF-Num i by setting [image: image15.wmf]K

 as defined in Table 10.1.3.1-1 in TS 36.213 for the corresponding TDD PCell HARQ process within HARQ entity }

            }

(2)

with { the UE supporting of FDD-TDD CA with TDD PCell and FDD SCell in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives a MAC PDU retransmission and results in successful decode for DRB of TDD PCell for the UE’s C-RNTI in the SF-Num j-K }

    then { the UE transmits an ACK in SF-Num j by setting [image: image16.wmf]K

 as defined in Table 10.1.3.1-1 in TS 36.213 for the corresponding HARQ process of TDD PCell within HARQ entity and delivers data to upper layers }

            }

(3)

with { the UE supporting of TDD-FDD CA with TDD PCell and FDD SCell in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives downlink assignment on the PDCCH of FDD SCell for the UE’s C-RNTI and receives data in the associated SF-Num x-K and decode fails }

    then { the UE transmits a NACK in SF-Num x by setting [image: image17.wmf]K

 as defined in Table 10.1.3A-1 in TS 36.213 on the HARQ process of FDD SCell }

            }

(4)

with { the UE supporting of TDD-FDD CA with TDD PCell and FDD SCell in E-UTRA RRC_CONNECTED state with SCell activated }

ensure that {

  when { the UE receives a MAC PDU retransmission and results in successful decode for DRB of FDD SCell for the UE’s C-RNTI in the SF-Num y-K }

    then { the UE transmits an ACK in SF-Num y by setting [image: image18.wmf]K

 as defined in Table 10.1.3A-1 in TS 36.213 on the HARQ process of FDD SCell }

            }

7.1.3.11.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.213 clauses 7, 10.2 and 10.1.3A. Unless otherwise stated these are Rel-12 requirements.

[TS 36.213, clause 7]

For FDD-TDD and primary cell frame structure type 2 and serving cell frame structure type 1, the maximum number of downlink HARQ processes for the serving cell shall be determined by the DL-reference UL/DL configuration for the serving cell (as defined in subclause 10.2), as indicated in Table 7-2. 
The dedicated broadcast HARQ process defined in [8] is not counted as part of the maximum number of HARQ processes for FDD, TDD and FDD-TDD.

…

Table 7-2: Maximum number of DL HARQ processes for FDD-TDD, primary cell frame structure type 2, and serving cell frame structure type 1

	DL-reference UL/DL

Configuration
	Maximum number of HARQ processes

	0
	10

	1
	11

	2
	12

	3
	15

	4
	16

	5
	16

	6
	12


[TS 36.213, clause 10.1.3.1]

Table 10.1.3.1-1: Downlink association set [image: image19.wmf]K

: [image: image20.wmf]{
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 for TDD

	UL/DL

Configuration
	Subframe n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	-
	-
	6
	-
	4
	-
	-
	6
	-
	4

	1
	-
	-
	7, 6
	4
	-
	-
	-
	7, 6
	4
	-

	2
	-
	-
	8, 7, 4, 6
	-
	-
	-
	-
	8, 7, 4, 6
	-
	-

	3
	-
	-
	7, 6, 11
	6, 5
	5, 4
	-
	-
	-
	-
	-

	4
	-
	-
	12, 8, 7, 11
	6, 5, 4, 7
	-
	-
	-
	-
	-
	-

	5
	-
	-
	13, 12, 9, 8, 7, 5, 4, 11, 6
	-
	-
	-
	-
	-
	-
	-

	6
	-
	-
	7
	7
	5
	-
	-
	7
	7
	-


[TS 36.213, clause 10.1.3A]

For a serving cell, if the serving cell is frame structure type 1, and a UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell, set [image: image21.wmf]K

is defined in Table 10.1.3A-1, otherwise set [image: image22.wmf]K

is defined in Table 10.1.3.1-1.

…

Table 10.1.3A-1: Downlink association set [image: image23.wmf]K

: [image: image24.wmf]{

}

011

,,

M

kkk

-

L

 for FDD-TDD and serving cell frame structure type 1

	DL-reference UL/DL

Configuration
	Subframe n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	-
	-
	6, 5
	5, 4
	4
	-
	-
	6, 5
	5, 4
	4

	1
	-
	-
	7, 6
	6, 5, 4
	-
	-
	-
	7, 6
	6, 5, 4
	-

	2
	-
	-
	8, 7, 6, 5, 4
	-
	-
	-
	-
	8, 7, 6, 5, 4
	-
	-

	3
	-
	-
	11, 10, 9, 8, 7, 6
	6, 5
	5, 4
	-
	-
	-
	-
	-

	4
	-
	-
	12, 11, 10, 9, 8, 7
	7, 6, 5, 4
	-
	-
	-
	-
	-
	-

	5
	-
	-
	13, 12, 11, 10, 9, 8, 7, 6, 5, 4
	-
	-
	-
	-
	-
	-
	-

	6
	-
	-
	8, 7
	7, 6
	6, 5
	-
	-
	7
	7, 6, 5
	-


[TS 36.213, clause 10.2]

…

For FDD-TDD and primary cell frame structure type 2, if a serving cell is a primary cell or if a serving cell is a secondary cell with frame structure type 1, then the primary cell UL/DL configuration is the DL-reference UL/DL configuration for the serving cell.

…

For FDD-TDD and primary cell frame structure type 2, if a serving cell [image: image25.wmf]c

 is frame structure type 1 and a UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell [image: image26.wmf]c

, then the UE shall upon detection of a PDSCH transmission within subframe(s) [image: image27.wmf]k

n

-
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and [image: image31.wmf]K

is defined in Table 10.1.3A-1 intended for the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in subframe n.
…

7.1.3.11.5.3
Test description

7.1.3.11.5.3.1
Pre-test conditions

System Simulator:

· Cell 1 PCell (TDD), Cell 10 SCell (FDD)
· Cell 10 is Active SCell according to [18] cl. 6.3.4

-
RRC Connection Reconfiguration (preamble: Table 4.5.3.3-1, step 8) using parameters as specified in Table 7.1.3.11.5.3.3-1

UE:

None.

Preamble:

-
The generic procedure to get UE in test state Loopback Activated (State 4) according to TS 36.508 clause 4.5 is executed, with all the parameters as specified in the procedure except that the RLC SDU size is set to return no data in uplink.

7.1.3.11.5.3.2
Test procedure sequence
In Table 7.1.3.11.5.3.2-1, Row marked "T0" denotes the initial conditions which illustrates the downlink power levels and other changing parameters to be applied for the cells after preamble.

Table 7.1.3.11.5.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 10

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-85


Table 7.1.3.11.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing a sCellToAddModList on Cell 1 with SCell (Cell 10) addition. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits Activation MAC control element to activate SCell (Cell 10).
	<--
	MAC PDU (Activation (C1=1)) 
	-
	-

	3A
	Wait for 100ms to ensure HARQ process is finished.
	-
	-
	-
	-

	4
	The SS indicates a new transmission on PDCCH of CC1 and transmits a MAC PDU (containing an RLC PDU with SN=0) in SF-Num ‘i-K’, with content set so that UE could not successfully decode the data from its soft buffer. (Note 1) (Note 7)
	<--
	MAC PDU (CC1)
	-
	-

	5
	Check: Does the UE transmit a HARQ NACK for the DL data corresponding DL CC1 in SF-Num ‘i’?
	-->
	HARQ NACK (CC1)
	1
	P

	-
	EXCEPTION: Step 6 shall be repeated till HARQ ACK is received at step 7 or until HARQ retransmission count = 4 is reached for MAC PDU at step 7 (Note 2).
	-
	-
	-
	-

	6
	The SS indicates a retransmission on PDCCH of CC1 and transmits the same MAC PDU like step 4 in SF-Num ‘j-K’. (Note 1) (Note 7).
	<--
	MAC PDU (CC1)
	-
	-

	
	EXCEPTION: Up to 3 HARQ NACK from the UE should be allowed at step 7 (Note 2).
	-
	-
	-
	

	7
	Check: Does the UE send a HARQ ACK for the DL data corresponding to DL CC1 in SF-Num ‘j’?
	-->
	HARQ ACK (CC1)
	2
	P

	8
	The UE transmits a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	9
	The SS sends an UL grant suitable for transmitting loop back PDU on PCell (Cell 1).
	<--
	(UL Grant)
	-
	-

	10
	The UE transmits a MAC PDU containing the loop back PDU corresponding to step 4 and 6
	-->
	MAC PDU
	-
	-

	10a
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDU in step 10
	<--
	MAC PDU (CC1)
	-
	-

	11
	The SS indicates a new transmission on PDCCH of CC2 and transmits a MAC PDU (containing an RLC PDU with SN=1) in SF-Num ‘x-K’, with content set so that UE could not successfully decode the data from its soft buffer. (Note 1) (Note 8)
	<--
	MAC PDU (CC2)
	-
	-

	12
	Check: Does the UE transmit a HARQ NACK for the DL data corresponding to DL CC2 in SF-Num ‘x’?
	-->
	HARQ NACK (CC2)
	3
	P

	-
	EXCEPTION: Step 13 shall be repeated till HARQ ACK is received at step 14 or until HARQ retransmission count = 4 is reached for MAC PDU at step 14 (Note 2).
	-
	-
	-
	-

	13
	The SS indicates a retransmission on PDCCH of CC2 and transmits the same MAC PDU like step 11 in SF-Num ‘y-K’’(Note 1) (Note 8).
	<--
	MAC PDU (CC2)
	-
	-

	
	EXCEPTION: Up to 3 HARQ NACK from the UE should be allowed at step 14 (Note 2).
	-
	-
	-
	-

	14
	Check: Does the UE send a HARQ ACK for the DL data corresponding to DL CC2 in SF-Num ‘y’?
	-->
	HARQ ACK (CC2)
	4
	P

	15
	The UE transmits a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	16
	The SS sends an UL grant suitable for transmitting loop back PDU on SCell (Cell 10).
	<--
	(UL Grant)
	-
	-

	17
	The UE transmits a MAC PDU containing the loop back PDU corresponding to step 11 and 13
	-->
	MAC PDU
	-
	-

	17a
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDU in step 17
	<--
	MAC PDU (CC2)
	-
	-

	-
	EXCEPTION: Steps 18 to 21 are run 11 times (Note 5).
	-
	-
	-
	-

	18
	The SS indicates new transmissions on PDCCHs of CC1 and CC2 and transmits a MAC PDU (containing an RLC PDU) on both CCs respectively in SF-Num ‘m-K’, with contents set so that UE could not successfully decode the data from its soft buffers. (Note 1) (Note 5) (Note 7) (Note 8).
	<--
	MAC PDU (CC1) and MAC PDU (CC2)
	-
	-

	19
	Check: Does the UE transmit HARQ NACK for the DL data corresponding to DL CC1 and CC2 respectively in SF-Num ‘m’?
	-->
	HARQ NACK (CC1 and CC2)
	1, 3
	P

	-
	EXCEPTION: In parallel with steps 20 to 21, the parallel behaviour in table 7.1.3.11.5.3.2-3 is running.
	-
	-
	-
	-

	-
	EXCEPTION: Step 20 shall be repeated till HARQ ACK is received at step 21 for the data corresponding both DL CC1 and DL CC2 or until HARQ retransmission count = 4 is reached for MAC PDUs at step 21 (Note 2).
	-
	-
	-
	-

	20
	The SS indicates retransmissions on PDCCHs of CC1 and CC2 and transmits the same MAC PDUs like step 18 in SF-Num ‘n-K’(Note 1)(Note 3)(Note 7) (Note 8). 
	<--
	MAC PDU (CC1) and MAC PDU(CC2)
	-
	-

	-
	EXCEPTION: Up to 3 HARQ NACK per CC from the UE should be allowed at step 21 (Note 2).
	-
	-
	-
	-

	21
	Check: Does the UE send a HARQ ACKs for the DL data corresponding to DL CC1 and DL CC2 in SF-Num ‘n’(Note 6)?
	-->
	HARQ ACK (CC1) and HARQ ACK (CC2)
	2, 4
	P

	Note 1:
SS should transmit this PDU using ITBS=6, NPRB=1, see TS 36.213 Table 7.1.7.2.1-1. This will result in TBSize of 328 and having coding rate more than 1.

Note 2:
The value 4 for the maximum number of HARQ retransmissions has been chosen based on an assumption that, given the radio conditions used in this test case, a UE soft combiner implementation should have sufficient retransmissions to be able to successfully decode the data in its soft buffer.

Note 3:
Retransmission is done only for the DL CCs, for which HARQ NACK was received.

Note 4:
CC1 corresponds to PCell (Cell 1) and CC2 corresponds to SCell (Cell 10).

Note 5:
At each iteration RLC PDU SN is incremented by 1 such that RLC PDUs with SN = 2, 4, 6, 8, 10 (and 12) are being transmitted on CC1 whereas RLC PDUs with SN = 3, 5, 7, 9, 11 (and 13) on CC2.

Note 6:
HARQ ACKs are expected only for those CCs for which retransmission was done in step 20.
Note 7:
For the TDD PCell HARQ timing, set [image: image32.wmf]K

is defined in Table 10.1.3.1-1 of TS 36.213[30] based on the UL/DL configuration 1. SF-Num ‘n’ can be ‘2’, ‘3’, ‘7’ and ‘8’, the corresponding SF-Num ‘n-k’ is ‘5’ or ‘6’, ‘9’, ‘0’ or ‘1’ and ‘4’. 

Note 8:
For the FDD SCell, set [image: image33.wmf]K

is defined in Table 10.1.3A-1 of TS 36.213[30] based on the DL-reference UL/DL configuration 1 which is the primary cell 1’s UL/DL configuration. SF-Num ‘n’ can be ‘2’, ‘3’, ‘7’ and ‘8’, the corresponding SF-Num ‘n-k’ is ‘5’ or ‘6’, ‘7’ or ‘8’ or ‘9’, ‘0’ or ‘1’ and ‘2’ or ‘3’ or ‘4’.


Table 7.1.3.11.5.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE transmits a Scheduling Request on PUCCH
	-->
	(SR)
	-
	-

	2
	Wait for 30ms to ensure HARQ processes for both CCs are finished.
	-
	-
	-
	-

	3
	The SS allocates UL Grant sufficient for two RLC SDU to be loop backed on Cell 1.
	<--
	(UL Grant)
	-
	-

	4
	The UE transmits a MAC PDU including two RLC SDU corresponding to step 18 in table 7.1.3.11.4.3.2-2.
	-->
	MAC PDU
	-
	-

	5
	The SS transmits a MAC PDU containing RLC status PDU acknowledging reception of RLC PDUs in step 4
	<--
	MAC PDU (CC1)
	-
	-


7.1.3.11.5.3.3
Specific Message Contents

Table 7.1.3.11.5.3.3-1: RRCConnectionReconfiguration (preamble: Table 4.5.3.3-1, step 8)

	Derivation path: 36.508 table 4.8.2.1.5-1

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	}
	
	
	

	  }
	
	
	


Table 7.1.3.11.5.3.3-2: RRCConnectionReconfiguration (step 1, Table 7.1.3.11.5.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-8, condition SCell_AddMod


Table 7.1.3.11.5.3.3-3: SCellToAddMod-r10 (Table 7.1.3.11.5.3.2-1)

	Derivation Path: 36.508, Table 4.6.3-19D

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	PhysicalCellIdentity of Cell 10
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 10
	
	

	  }
	
	
	

	}
	
	
	


<END OF MODIFIED SECTION>
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