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2 Correction to testcase 
2.1 f_EUTRA_InitialRegistrationPdnIndex
	Object name 
	f_EUTRA_InitialRegistrationPdnIndex

	Reason for change
	The specific PDN_Index value for IMS Emergency PDN in Limited Service is not assigned as PDN index in case of the initial PDN being of type emergencyPDN.

	Summary of change
	The specific PDN_Index value for IMS Emergency PDN in Limited Service was assigned as PDN index in case of the initial PDN being of type emergencyPDN.

	Source of change
	EUTRA_InitialRegistration.ttcn

	MCC160 Comment
	Accepted


Before change: 

	    function f_EUTRA_InitialRegistrationPdnIndex(EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN) return PDN_Index_Type

  {

    var PDN_Index_Type v_PdnIndex;

    if (p_InitialRegistrationPDN == emergencyPDN) { /* @sic R5s150510 sic@ */

      v_PdnIndex := PDN_1;  }

    else {

      if (not tsc_EUTRA_Registration_MultiplePDN or

          ((p_InitialRegistrationPDN == firstPDN) and tsc_EUTRA_Registration_PDN1isIMS) or

          ((p_InitialRegistrationPDN == secondPDN) and tsc_EUTRA_Registration_PDN2isIMS)) {

        v_PdnIndex := PDN_1;

      } else {

        v_PdnIndex := PDN_Internet;

      }

    }

    return v_PdnIndex;

  }


After change: 

	  function f_EUTRA_InitialRegistrationPdnIndex(EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN) return PDN_Index_Type

  {

    var PDN_Index_Type v_PdnIndex;

    if (p_InitialRegistrationPDN == emergencyPDN) { /* @sic R5s150510 sic@ */

      v_PdnIndex := PDN_2; // @sic R5s151xxx sic@

    }

    else {

      if (not tsc_EUTRA_Registration_MultiplePDN or

          ((p_InitialRegistrationPDN == firstPDN) and tsc_EUTRA_Registration_PDN1isIMS) or

          ((p_InitialRegistrationPDN == secondPDN) and tsc_EUTRA_Registration_PDN2isIMS)) {

        v_PdnIndex := PDN_1;

      } else {

        v_PdnIndex := PDN_Internet;

      }

    }

    return v_PdnIndex;

  }


2.2 f_EUTRA_InitialRegistrationEpsBearerId
	Object name 
	f_EUTRA_InitialRegistrationEpsBearerId

	Reason for change
	The EPS bearer Id for IMS Emergency PDN in Limited Service is not assigned as PDN index.

	Summary of change
	The EPS bearer Id for IMS Emergency PDN in Limited Service was assigned as PDN index.

	Source of change
	EUTRA_InitialRegistration.ttcn

	MCC160 Comment
	Accepted


Before change: 

	  function f_EUTRA_InitialRegistrationEpsBearerId(EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN) return EPS_BearerIdentity

  {

    var EPS_BearerIdentity v_EpsBearerId;

    if (f_EUTRA_InitialRegistrationPdnIndex(p_InitialRegistrationPDN) == PDN_1) {

      v_EpsBearerId := tsc_EpsDefaultBearerId;

    } else {

      v_EpsBearerId := tsc_EpsDefaultBearerId2ndPDN;

    }

    return v_EpsBearerId;

  }


After change: 
	  function f_EUTRA_InitialRegistrationEpsBearerId(EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN) return EPS_BearerIdentity

  {

    var EPS_BearerIdentity v_EpsBearerId;

    var PDN_Index_Type v_PDN_Index := f_EUTRA_InitialRegistrationPdnIndex(p_InitialRegistrationPDN); // @sic R5s151xxx sic@

    select (v_PDN_Index) {

      case (PDN_1) {v_EpsBearerId := tsc_EpsDefaultBearerId;}

      case (PDN_2) {v_EpsBearerId := tsc_EpsDefaultBearerId2;}

      case else {v_EpsBearerId := tsc_EpsDefaultBearerId2ndPDN;}

    }
    return v_EpsBearerId;

  }


2.3 f_EUTRA_508_IMSEmergencyCallLimitedService_Step16
	Object name 
	f_EUTRA_508_IMSEmergencyCallLimitedService_Step16

	Reason for change
	The EPS bearer Id for IMS Emergency PDN in Limited Service is not used. 

	Summary of change
	The EPS bearer Id for IMS Emergency PDN in Limited Service was used.

	Source of change
	EUTRA_CommonProcedures.ttcn

	MCC160 Comment
	Accepted


Before change: 

	  function f_EUTRA_508_IMSEmergencyCallLimitedService_Step16(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC

  {

    // Step 16

    f_EUTRA_NAS_AttachComplete(p_CellId, tsc_EpsDefaultBearerId, noDelay); // @sic R5s130756 change 7 sic@ @sic R5s151xxx sic@

  }


After change: 

	  function f_EUTRA_508_IMSEmergencyCallLimitedService_Step16(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(emergencyPDN);
    // Step 16

    f_EUTRA_NAS_AttachComplete(p_CellId, v_EpsBearerId, noDelay); // @sic R5s130756 change 7 sic@ @sic R5s151xxx sic@

  }



2.4 f_EUTRA_508_IMSEmergencyCallLimitedService_Step17-19
	Object name 
	f_EUTRA_508_IMSEmergencyCallLimitedService_Steps17_19

	Reason for change
	The EPS bearer Id and the EPS dedicated bearer Id for IMS Emergency PDN in Limited Service is not used. 

	Summary of change
	The EPS bearer Id and the EPS dedicated bearer Id for IMS Emergency PDN in Limited Service was used.

	Source of change
	EUTRA_CommonProcedures.ttcn

	MCC160 Comment
	Accepted in principle. f_EUTRA_IncrementEpsBearerId used.


Before change: 

	  function f_EUTRA_508_IMSEmergencyCallLimitedService_Steps17_19(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC

  {

    // Step 17 - 19

    f_EUTRA_ActivateDedicatedEpsBearer_Speech(p_CellId);  /* @sic R5-153746: loopback mode for RTP/RTCP; replacing f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS_DrbReconfig sic@ sic@ */

  }


After change: 

	  function f_EUTRA_508_IMSEmergencyCallLimitedService_Steps17_19(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(emergencyPDN);

    var EPS_BearerIdentity v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId (v_EpsBearerId);
    // Step 17 - 19

    f_EUTRA_ActivateDedicatedEpsBearer_Speech(p_CellId, v_EpsBearerId, v_EpsDedicatedBearerId);  /* @sic R5-153746: loopback mode for RTP/RTCP; replacing f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS_DrbReconfig sic@ sic@ @sic R5s151xxx sic@ */

  }


2.5 fl_TC_11_2_2_Body
	Object name 
	fl_TC_11_2_2_Body

	Reason for change
	The EPS dedicated bearer Id for IMS Emergency PDN in Limited Service is not used correctly in step 22. 

	Summary of change
	The EPS dedicated bearer Id for IMS Emergency PDN in Limited Service was corrected in step 22.

	Source of change
	IMS_EmergencyCall.ttcn

	MCC160 Comment
	Accepted in principle. f_EUTRA_IncrementEpsBearerId used.


Before change: 

	  function fl_TC_11_2_2_Body()runs on EUTRA_PTC

  {

…
    var boolean v_Detached := false; // @sic R5s140873 sic@

    timer t_WaitforDetach := 5.0;

…    

    //The SS deactivates the EPS bearer. [This is the rest of C.32] @sic R5s150742 sic@

    if (v_Detached == false) {

      f_EUTRA_DeactivateEPS_BearerContext (eutra_CellA,

                                           tsc_EpsDedicatedBearerId); 

    }

…


After change: 

	  function fl_TC_11_2_2_Body()runs on EUTRA_PTC

  {

…
    var boolean v_Detached := false; // @sic R5s140873 sic@

    var EPS_BearerIdentity v_EpsBearerId, v_EpsDedicatedBearerId;
    timer t_WaitforDetach := 5.0;

…

    //The SS deactivates the EPS bearer. [This is the rest of C.32] @sic R5s150742 sic@

    if (v_Detached == false) {

      v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(emergencyPDN);

      v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId (v_EpsBearerId);
      f_EUTRA_DeactivateEPS_BearerContext (eutra_CellA,

                                           v_EpsDedicatedBearerId); // @sic R5s151xxx sic@

    }

…


2.6 fl_TC_11_2_3_Body
	Object name 
	fl_TC_11_2_3_Body

	Reason for change
	1. In steps 15-23 the defaulted EPS bearers are incorrect.

2. The EPS dedicated bearer Id for IMS Emergency PDN in Limited Service is not used correctly in step 23B 

	Summary of change
	1. In steps 15-23 the the defaulted bearers were corrected by directly calling the function modified in clause 2.4 above.

2. The EPS dedicated bearer Id for IMS Emergency PDN in Limited Service was corrected in step 23B

	Source of change
	IMS_EmergencyCall.ttcn

	MCC160 Comment
	Accepted in principle. f_EUTRA_IncrementEpsBearerId used.


Before change: 

	  function fl_TC_11_2_3_Body() runs on EUTRA_PTC

  {

…    

    //@siclog "Steps 15-23" siclog@

    // Steps 17 to 19 of the generic test procedure in TS 36.508 subclause 4.5A.5 are performed on cell B.

    // NOTE: Radio bearer establishment procedure is performed to successfully complete the Service Request procedure.

    f_EUTRA_ActivateDedicatedEpsBearer_Speech (eutra_CellB); /* @sic R5-153746: loopback mode for RTP/RTCP; replacing f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS_DrbReconfig sic@ */   

    //IMS call has been released.

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);   

…

    //The SS deactivates the EPS bearer. [This is the rest of C.32]

    if (v_Detached == false) { // @sic R5s150239 change 2 sic@

      f_EUTRA_DeactivateEPS_BearerContext (eutra_CellB,

                                           tsc_EpsDedicatedBearerId);

    }

    // and releases the DRBs

…


After change: 

	  function fl_TC_11_2_3_Body() runs on EUTRA_PTC

  {

…

    var EPS_BearerIdentity v_EpsBearerId, v_EpsDedicatedBearerId;    

…   

    //@siclog "Steps 15-23" siclog@

    // Steps 17 to 19 of the generic test procedure in TS 36.508 subclause 4.5A.5 are performed on cell B.

    // NOTE: Radio bearer establishment procedure is performed to successfully complete the Service Request procedure.

    f_EUTRA_508_IMSEmergencyCallLimitedService_Steps17_19(eutra_CellB); /* @sic R5-153746: loopback mode for RTP/RTCP; replacing f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS_DrbReconfig sic@ @sic R5s151xxx sic@ */    

    //IMS call has been released.

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

…

    //The SS deactivates the EPS bearer. [This is the rest of C.32]

    if (v_Detached == false) { // @sic R5s150239 change 2 sic@

      v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(emergencyPDN);

      v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId (v_EpsBearerId);
      f_EUTRA_DeactivateEPS_BearerContext (eutra_CellB,

                                           v_EpsDedicatedBearerId); // @sic R5s151xxx sic@

    }

    // and releases the DRBs

…


2.7 fl_TC_11_2_4_Body
	Object name 
	fl_TC_11_2_4_Body

	Reason for change
	1. In step 17 the EPS bearer is incorrect.

2. In step 20A and steps 24-45 the EPS dedicated bearer is incorrect.

	Summary of change
	1. In step 17 the EPS bearer was corrected.

2. In step 20A and steps 24-45 the EPS dedicated bearers were corrected.

	Source of change
	IMS_EmergencyCall.ttcn

	MCC160 Comment
	Accepted in principle. f_EUTRA_IncrementEpsBearerId used.


Before change: 

	  function fl_TC_11_2_4_Body()runs on EUTRA_PTC

  {

…
    //@siclog "Step 17" siclog@

    f_EUTRA_NAS_AttachComplete (eutra_CellA, tsc_EpsBearerId, dontWaitForIMS); // @sic R5s151xxx sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 17");   

…

    //@siclog "Step 20A" siclog@

    //The SS deactivates the EPS bearer. [This is the rest of C.32]

    f_EUTRA_DeactivateEPS_BearerContext (eutra_CellA,

                                         tsc_EpsDedicatedBearerId);  // @sic R5s140649 sic@ @sic R5-145685 sic@ 

…
    // EXCEPTION: Steps 24 to 45 are repeated for all of the dialling numbers in the set {911, 000, 08, 110, 999, 118, 119} every time using a different dialling number.

    //@siclog "Step 24-45" siclog@

    for (i:=0; i<tsc_MaxEmerNumList; i:=i+1) {

      fl_EUTRA_EmgCallLtdServiceEstablishAndRelease(eutra_CellA,

                                                    v_EmergencyNumList[i],

                                                    "Step 25",

                                                    tsc_EpsDedicatedBearerId);  // @sic R5s140649 sic@     }

  } // end fl_TC_11_2_4_Body


After change: 

	  function fl_TC_11_2_4_Body()runs on EUTRA_PTC

  {

…
    //@siclog "Step 17" siclog@

    v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(emergencyPDN);
    f_EUTRA_NAS_AttachComplete (eutra_CellA, v_EpsBearerId, dontWaitForIMS); // @sic R5s151xxx sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 17");

…
    //@siclog "Step 20A" siclog@

    //The SS deactivates the EPS bearer. [This is the rest of C.32]

    v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId (v_EpsBearerId);
    f_EUTRA_DeactivateEPS_BearerContext (eutra_CellA,

                                         v_EpsDedicatedBearerId);  // @sic R5s140649 sic@ @sic R5-145685 sic@ @sic R5s151xxx sic@

…    

    // EXCEPTION: Steps 24 to 45 are repeated for all of the dialling numbers in the set {911, 000, 08, 110, 999, 118, 119} every time using a different dialling number.

    //@siclog "Step 24-45" siclog@

    for (i:=0; i<tsc_MaxEmerNumList; i:=i+1) {

      fl_EUTRA_EmgCallLtdServiceEstablishAndRelease(eutra_CellA,

                                                    v_EmergencyNumList[i],

                                                    "Step 25",

                                                    v_EpsDedicatedBearerId);  // @sic R5s140649 sic@ @sic R5s151xxx sic@

    }

  } // end fl_TC_11_2_4_Body


Additional changes from MCC160: 

f_EUTRA_IncrementEpsBearerId also applied to 

1. f_EUTRA_508_EstablishIMSEmergencyCall_Steps10_15
After change: 

	  function f_EUTRA_508_EstablishIMSEmergencyCall_Steps10_15(EUTRA_CellId_Type p_CellId,

                                                            EPS_BearerIdentity p_EpsDefBearerId2,

                                                            NAS_MSG_Indication_Type p_NasInd,

                                                            boolean p_StartIPfor2ndPDN := true,

                                                            PDN_Index_Type p_PdnIndex := PDN_2) runs on EUTRA_PTC

  { /* @sic 19_5_1: new parameter p_PdnIndex sic@ */

    /* @sic R5-153746: by usage of f_EUTRA_ActivateDedicatedEpsBearer_Speech step 15 is automatically included => function renamed to "Steps10_15" sic@ */

    var EPS_BearerIdentity v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId(p_EpsDefBearerId2); // the bearer id following the EPS default bearer @sic R5s151011 sic@
…




2. f_EUTRA_IncrementEpsBearerId also applied to TCs 13.5.3 and 13.5.3a
