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	Reason for change:
	TTCN starts timer t_WaitforDetach in step 5. Timeout of this timer is handled in step 5 but when UE sends detach request (according to test case specification) timer is not stopped. 
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Change 1 
	Function name
	f_TC_9_3_1_16_EUTRA

	Reason for change
	TTCN starts timer t_WaitforDetach in step 5. Timeout of this timer is handled in step 5 but when UE sends detach request (according to test case specification) timer is not stopped. 

With current implementation TC failed in step 6 on unexpected timeout.

	Summary of change
	Add stop timer t_WaitforDetach after reception of detach request message

	TTCN module
	\LTE\9_3\NAS_ServiceRequest_EOnly.ttcn

	MCC160 Comment
	Accepted


Before change

    //@siclog "Step 5" siclog@
    t_WaitforDetach.start;

    alt { //@sic R5-156152 sic@

      [pc_SwitchOnOff  or  pc_USIM_Removal] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                                                           cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                           cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5-110472 sic@

                                                                                                    f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                                    cr_DetachType( '1'B, v_EDetachType)))))  {   }  //@sic R5s110139 sic@
      [] t_WaitforDetach.timeout

        {

          f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "UE does not transmit a DETACH REQUEST message in the next 5 sec in Step 5");

        }

    }

    //+  Check: Does the test result of the generic procedure in TS 36.508 subclause 6.4.2.5 indicates that the

    //         UE responds to paging when paged with GUTI-1 and with CN domain indicator set to "PS"?

    //@siclog "Step 6" siclog@

    f_EUTRA_508Check_NASNoResponse(eutra_CellA,

                                   cs_NasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_GutiParams.MME_Code, v_GutiParams.M_TMSI)),

                                   v_NoReactionTime);
 After change

    //@siclog "Step 5" siclog@
    t_WaitforDetach.start;

    alt { //@sic R5-156152 sic@

      [pc_SwitchOnOff  or  pc_USIM_Removal] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                                                           cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                           cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5-110472 sic@

                                                                                                    f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                                    cr_DetachType( '1'B, v_EDetachType))))) 

                                            { //@sic R5s110139 sic@                                                       

                                              t_WaitforDetach.stop; //Anritsu TTCN CR required 9.3.1.16                                                                                                   

                                            } 

      [] t_WaitforDetach.timeout

        {

          f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "UE does not transmit a DETACH REQUEST message in the next 5 sec in Step 5");

        }

    }

    //+  Check: Does the test result of the generic procedure in TS 36.508 subclause 6.4.2.5 indicates that the

    //         UE responds to paging when paged with GUTI-1 and with CN domain indicator set to "PS"?

    //@siclog "Step 6" siclog@

    f_EUTRA_508Check_NASNoResponse(eutra_CellA,

                                   cs_NasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_GutiParams.MME_Code, v_GutiParams.M_TMSI)),

                                   v_NoReactionTime);
