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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D15wk38’.
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3. Correction to POS type definition
Change 1 – Correction to POS type ‘LCS-MOLRArg’
	Function name
	LCS-MOLRArg

	Reason for change
	The handling of BER tags shall be the same for all fields in type LCS-MOLRArg, see TS 24.080 clause 4.4.2. The IMPLICIT keyword is missing only for element multiplePositioningProtocolPDUs and this makes a difference for the tag handling when encoding/decoding.

	Summary of change
	IMPLICIT keyword added also for element multiplePositioningProtocolPDUs.

	TTCN module
	LCS_Definitions_Arguments.asn

	MCC160 Comment
	Accepted, a prose CR is needed on 34.123-3 annex H


Before change

...

LCS-MOLRArg
::= SEQUENCE {


molr-Type


[0] IMPLICIT
MOLR-Type,


locationMethod

[1] IMPLICIT
LocationMethod


OPTIONAL,


lcs-QoS



[2] IMPLICIT
LCS-QoS



OPTIONAL,


lcsClientExternalID
[3] IMPLICIT 
LCSClientExternalID

OPTIONAL,


mlc-Number


[4] IMPLICIT
ISDN-AddressString

OPTIONAL,


gpsAssistanceData
[5] IMPLICIT
GPSAssistanceData

OPTIONAL,


...,


supportedGADShapes
[6] IMPLICIT
SupportedGADShapes

OPTIONAL,


lcsServiceTypeID
[7] IMPLICIT LCSServiceTypeID

OPTIONAL,


ageOfLocationInfo
[8] IMPLICIT AgeOfLocationInformation
OPTIONAL,


locationType

[9] IMPLICIT LocationType


OPTIONAL,


pseudonymIndicator
[10] IMPLICIT NULL




OPTIONAL,


h-gmlc-address 

[11] IMPLICIT GSN-Address


OPTIONAL,


locationEstimate
[12] IMPLICIT Ext-GeographicalInformation

OPTIONAL,


velocityEstimate
[13] IMPLICIT VelocityEstimate-AGPS

OPTIONAL,


referenceNumber 
[14] IMPLICIT LCS-ReferenceNumber 
OPTIONAL,


periodicLDRInfo

[15] IMPLICIT PeriodicLDRInfo

OPTIONAL,


locationUpdateRequest
[16]
IMPLICIT NULL



OPTIONAL,


sequenceNumber 

[17] IMPLICIT SequenceNumber

OPTIONAL,


terminationCause 
[18] IMPLICIT TerminationCause 

OPTIONAL,


mo-lrShortCircuit
[19] IMPLICIT NULL



OPTIONAL,


ganssAssistanceData
[20] IMPLICIT GANSSAssistanceData
OPTIONAL,


multiplePositioningProtocolPDUs
[21]  MultiplePositioningProtocolPDUs
OPTIONAL

}
...

After change

...

  LCS-MOLRArg
::= SEQUENCE {


molr-Type


[0] IMPLICIT
MOLR-Type,


locationMethod

[1] IMPLICIT
LocationMethod


OPTIONAL,


lcs-QoS



[2] IMPLICIT
LCS-QoS



OPTIONAL,


lcsClientExternalID
[3] IMPLICIT 
LCSClientExternalID

OPTIONAL,


mlc-Number


[4] IMPLICIT
ISDN-AddressString

OPTIONAL,


gpsAssistanceData
[5] IMPLICIT
GPSAssistanceData

OPTIONAL,


...,


supportedGADShapes
[6] IMPLICIT
SupportedGADShapes

OPTIONAL,


lcsServiceTypeID
[7] IMPLICIT LCSServiceTypeID

OPTIONAL,


ageOfLocationInfo
[8] IMPLICIT AgeOfLocationInformation
OPTIONAL,


locationType

[9] IMPLICIT LocationType


OPTIONAL,


pseudonymIndicator
[10] IMPLICIT NULL




OPTIONAL,


h-gmlc-address 

[11] IMPLICIT GSN-Address


OPTIONAL,


locationEstimate
[12] IMPLICIT Ext-GeographicalInformation

OPTIONAL,


velocityEstimate
[13] IMPLICIT VelocityEstimate-AGPS

OPTIONAL,


referenceNumber 
[14] IMPLICIT LCS-ReferenceNumber 
OPTIONAL,


periodicLDRInfo

[15] IMPLICIT PeriodicLDRInfo

OPTIONAL,


locationUpdateRequest
[16]
IMPLICIT NULL



OPTIONAL,


sequenceNumber 

[17] IMPLICIT SequenceNumber

OPTIONAL,


terminationCause 
[18] IMPLICIT TerminationCause 

OPTIONAL,


mo-lrShortCircuit
[19] IMPLICIT NULL



OPTIONAL,


ganssAssistanceData
[20] IMPLICIT GANSSAssistanceData
OPTIONAL,


multiplePositioningProtocolPDUs
[21] IMPLICIT  MultiplePositioningProtocolPDUs
OPTIONAL

}
... 
