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Overview
This document is a CR on approved GCF Package 4 test case 8.3.11.4. It lists all the changes needed to correct detected problems in the TTCN implementation of test case 8.3.11.4 which is part of the IR_U test suite. In addition the document contains all corrections found during the regression tests of ATS wk07
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3
Correction of errors found in TTCN3.1 cr_RelCmplCau
	Constraint  name
	cr_RelCmplCau in NAS_M module

	Reason for change
	CR T1s050063 not implemented fully
Wildcards are used incorrectly, violating coding convention E3.7 of 34.123-3..

	Summary of change
	“Any constraints” as required per convention E3.7 introduced and applied at the approriate places.

	Source of change
	New change

	ETSI Comment
	Accepted, already covered in R5s050089
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After:
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3.2 ts_AT_TerminateCall
	Constraint  name
	ts_AT_TerminateCall

	Reason for change
	Typographical error in AT command string

	Summary of change
	Typographical error in AT command string corrected

	Source of change
	New Change

	ETSI Comment
	Accepted
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4
Corrections required for test case 8.3.11.4
4.1
Introduction

This CR presents corrections on CellChangeOrderUTRAN_ToGSM test case tc_8_3_11_4 required for approval.

The ATS enclosed in T1s050079.zip [1] contains the modifications of test case tc_8_3_11_4 described in this document.

For the ATS modifications as identified by the 'Change labels' as defined in the subsequent subclauses, the following principles apply:

a)
There are new TTCN objects proposed (marked 'New' in the ATS Reference in Annex A).

b)
All other changes on existing objects are explicitly described in this CR.

Annex A contains a table listing all change label/affected object combinations applicable to tc_8_3_11_4.

4.2
Presentation of the modifications

The modifications are presented by the use of 'Change Tables' as described below, and by screenshots taken from the relevant parts of changed TTCN objects in TTCN.GR format.

In addition, if the reason for a change cannot be expressed in a few table lines, particular subclauses of clause 4 may be generated for detailled argumentation.

The 'Change Tables' have the format described in the example below (all entries in the second column are for demonstration purposes only):

Table 1: Example Change Table

	TTCN object
	tc_8_3_11_4

	Reference ATS
	IR_U_wk07.mp [2]

	Change Label
	WA#2G3RRC0110

	Reason for change
	<Textual description of change reason>.

	Summary of change
	<Textual description of performed changes>

	Other affected objects
	<GOTO fields to other change descriptions> (optional)

	ETSI comment
	

	R&S conclusion
	


TTCN object:
Identifier(s) of one or more TTCN objects having a global context in the TTCN ATS. Typically only one TTCN object occurs. More than one object is listed only, when:

a)
All objects belong to the same TTCN Object Class; and

b)
All objects are either created, or are modified in the same systematic way; and

c)
No other change is proposed for the listed objects.

Reference ATS:
ETSI ATS containing the referred TTCN object(s), relative to which the current change description applies.

Change Label:
Textual identifier starting with the fixed string 'WA#2G3RRC', followed by a 4‑digit number (e.g. WA#2G3RRC0110). A Change Label is assigned when a particular problem is recognized during the verification work. More than one TTCN Object may be affected by the proposed solution to this problem.

Reason for change:
Textual description of the reason why the change is proposed.

Summary of change:
Short description of what is proposed for change.

Other affected objects:
List of one or more GOTO fields, pointing to other TTCN objects having assigned the same Change Label, i.e. all other objects being affected by the problem giving rise to the current Change Label.

ETSI comment:
This field may be used by ETSI colleagues giving a dedicated reply to the current CR document. Otherwise it is filled by the R&S 2G3 group when another kind of response is received from ETSI.

R&S conclusion:
Filled by the R&S 2G3 group when the ETSI answer does not indicate acceptance of the change request.

4.3
Modifications inside the tc_8_3_11_4 behaviour table

	TTCN object
	tc_8_3_11_4

	Reference ATS
	IR_U_wk07.mp [2]

	Change Label
	WA#2G3RRC0502

	Reason for change
	The delay of tsc_WaitBeforeFACH_Conf (500 ms) before changing the local SS configuration is too long: the UE sends a CellUpdate message indicating invalid RLC configuration before timeout.

	Summary of change
	Delay by 50 ms only (as introduced in T1s050001 [3]). This time is long enough to complete transmission of the CellUpdateConfirm message, before the local reconfiguration starts.

	Other affected objects
	

	ETSI comment
	Accepted in principle.  Will implement value of 100ms as suggested by Aeroflex

	Change Label
	WA#2G3RRC0512

	Reason for change
	The reconfiguration in ts_SS_ReconfFACH_ToDCH_CS_PS does not fit to the DL_DPCH_Info sent in the CellUpdateConfirm message and is not conforming to the test prose T1-050416(8.3.11.4-Prose).doc [5].

Particularly the cfnHandling (DL Common Information) is "maintain" in ts_SS_ReconfFACH_ToDCH_CS_PS while "initialise" is required in T1-050416(8.3.11.4-Prose).doc [5].

	Summary of change
	Apply ts_SS_ReconfFACH_ToDCH_PS_83114 in tc_8_3_11_4 instead of ts_SS_ReconfFACH_ToDCH_CS_PS.

This is as proposed in T1s050001 [3], except that the default dpch offset is used as required in T1-050416(8.3.11.4-Prose).doc [5].

	Other affected objects
	 GOTOBUTTON BM_WA_05122 c_DL_DPCH_64K_PS_83114 ,  GOTOBUTTON BM_WA_05123 ts_SS_ConfigFACH_ToDCH_PS_83114 ,  GOTOBUTTON BM_WA_05124 ts_SS_ReconfFACH_ToDCH_PS_83114 

	ETSI comment
	Rejected.  Not required

	R&S conclusion
	

	Change Label
	WA#2G3RRC0544

	Reason for change
	The CellUpdateConfirm message in step 9 (lt_SubTest) is not conforming to the test prose.

In particular the defaultDPCH_OffsetValue is 0 in c_DL_CommonInformationRB_SetUp_8244 and the cfnHandling is "maintain" instead of "initialise" as required in T1-050416(8.3.11.4-Prose).doc [5].

	Summary of change
	Apply new constraint c_DL_CommonInformation_83114 in step 9 (transmission of the Cell Update Confirm message) instead of c_DL_CommonInformationRB_SetUp_8244.

	Other affected objects
	 GOTOBUTTON BM_WA_05442 c_DL_CommonInformation_83114 

	ETSI comment
	Accepted in principle, but use existing constraint c_DL_CommonInformationDCH_DPCH_Offset instead

	R&S conclusion
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4.4
Other modifications relevant for tc_8_3_11_4

4.4.1
c_DL_CommonInformation_83114

	TTCN object
	c_DL_CommonInformation_83114

	Reference ATS
	New

	Change Label
	WA#2G3RRC0544

	Reason for change
	The CellUpdateConfirm message in step 9 (lt_SubTest) is not conforming to the test prose.

In particular the defaultDPCH_OffsetValue is 0 in c_DL_CommonInformationRB_SetUp_8244 and the cfnHandling is "maintain" instead of "initialise" as required in T1-050416(8.3.11.4-Prose).doc [5].

	Summary of change
	Define new constraint c_DL_CommonInformation_83114 and use it in step 9 (transmission of the Cell Update Confirm message) instead of c_DL_CommonInformationRB_SetUp_8244.

	Other affected objects
	 GOTOBUTTON BM_WA_05441 tc_8_3_11_4 

	ETSI comment
	Rejected.  Use existing constraint c_DL_CommonInformationDCH_DPCH_Offset instead

	R&S conclusion
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4.4.2
c_DL_DPCH_64K_PS_83114

	TTCN object
	c_DL_DPCH_64K_PS_83114

	Reference ATS
	New

	Change Label
	WA#2G3RRC0512

	Reason for change
	The reconfiguration in ts_SS_ReconfFACH_ToDCH_CS_PS does not fit to the DL_DPCH_Info sent in the CellUpdateConfirm message and is not conforming to the test prose T1-050416(8.3.11.4-Prose).doc [5].

Particularly the cfnHandling (DL Common Information) is "maintain" in ts_SS_ReconfFACH_ToDCH_CS_PS and "initialise" in T1-050416(8.3.11.4-Prose).doc [5].

	Summary of change
	Define new constraint c_DL_DPCH_64K_PS_83114 and appy it in new test step ts_SS_ConfigFACH_ToDCH_PS_83114.

This is as proposed in T1s050001 [3], except that the default dpch offset is used as required in T1-050416(8.3.11.4-Prose).doc [5].

	Other affected objects
	 GOTOBUTTON BM_WA_05121 tc_8_3_11_4 ,  GOTOBUTTON BM_WA_05123 ts_SS_ConfigFACH_ToDCH_PS_83114 ,  GOTOBUTTON BM_WA_05124 ts_SS_ReconfFACH_ToDCH_PS_83114 

	ETSI comment
	Rejected.  This looks exactly the same as existing constraint cb_DL_DPCH_64K_PS

	R&S conclusion
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4.4.3
ts_SS_ConfigFACH_ToDCH_PS_83114

	TTCN object
	ts_SS_ConfigFACH_ToDCH_PS_83114

	Reference ATS
	New

	Change Label
	WA#2G3RRC0512

	Reason for change
	The reconfiguration FACH_TO_DCH in ts_SS_ReconfFACH_ToDCH_CS_PS does not fit to the DL_DPCH_Info sent in the CellUpdateConfirm message and is not conforming to the test prose T1-050416(8.3.11.4-Prose).doc [5].

Particularly the cfnHandling (DL Common Information) is "maintain" in ts_SS_ReconfFACH_ToDCH_CS_PS and "initialise" in T1-050416(8.3.11.4-Prose).doc [5].

	Summary of change
	Apply ts_SS_ReconfFACH_ToDCH_PS_83114 in tc_8_3_11_4 instead of ts_SS_ReconfFACH_ToDCH_CS_PS.

This is as proposed in T1s050001 [3], except that the default dpch offset is used as required in T1-050416(8.3.11.4-Prose).doc [5].

	Other affected objects
	 GOTOBUTTON BM_WA_05121 tc_8_3_11_4 ,  GOTOBUTTON BM_WA_05122 c_DL_DPCH_64K_PS_83114 ,  GOTOBUTTON BM_WA_05124 ts_SS_ReconfFACH_ToDCH_PS_83114 

	ETSI comment
	Rejected.  Not required

	R&S conclusion
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4.4.4
ts_SS_ReconfFACH_ToDCH_PS_83114

	TTCN object
	ts_SS_ReconfFACH_ToDCH_PS_83114

	Reference ATS
	New

	Change Label
	WA#2G3RRC0512

	Reason for change
	The reconfiguration FACH_TO_DCH in ts_SS_ReconfFACH_ToDCH_CS_PS does not fit to the DL_DPCH_Info sent in the CellUpdateConfirm message and is not conforming to the test prose T1-050416(8.3.11.4-Prose).doc [5].

Particularly the cfnHandling (DL Common Information) is "maintain" in ts_SS_ReconfFACH_ToDCH_CS_PS and "initialise" in T1-050416(8.3.11.4-Prose).doc [5].

	Summary of change
	Define new test steps ts_SS_ReconfFACH_ToDCH_PS_83114 and ts_SS_ConfigFACH_ToDCH_PS_83114 and apply ts_SS_ReconfFACH_ToDCH_PS_83114 in tc_8_3_11_4 instead of ts_SS_ReconfFACH_ToDCH_CS_PS.

This is as proposed in T1s050001 [3], except that the default dpch offset is used as required in T1-050416(8.3.11.4-Prose).doc [5].

	Other affected objects
	 GOTOBUTTON BM_WA_05121 tc_8_3_11_4 ,  GOTOBUTTON BM_WA_05122 c_DL_DPCH_64K_PS_83114 ,  GOTOBUTTON BM_WA_05123 ts_SS_ConfigFACH_ToDCH_PS_83114 

	ETSI comment
	Rejected.  Not required

	R&S conclusion
	


[image: image14.png]Test Step

Test Step 10 ts_55_ReconfFACH_ToDCH_PS_83114 (p_Celld : INTEGER; p_C_RNTI: BITSTRING )
Test Step Group Ref. RRCM_SS_Steps!
Objective: To reconfigure S ffom CELL_FACH to CELL_DCH state:

1> reconfigure CMAC : CMAC-reconfiy (cell)
2> create DPCH: CPHY-RL-Sstup (cellld), CPHY-TrCh-config (cellld), CMAC-config (cell-1)
Defaults: 55_Def

e WizoRRGIZ
) ceravourpesomptn ] Constatrer T commems
1 +ts_SetTmpCellinfo (p_Cellld )
2 OO CHko Confia RE0 a_GUAC_ReconfighioAcow (p_Celld, fsc_5_CCPC | map PCCH 0 PCH
H1, c_UE_Info ( OMIT, p_C_RNTI}, ¢_TrChinfoPCH_FACH +Map CCCH to FACH
. t_TrLogMappingPCH_FACH_CelIDCH )
3 CMAC ? CMAC_Config_CNF ca_CMAC_CfgCnf (p_Cellld, tsc_S_CCPCH1)
4 CMAC | CMAC_Config_REQ ca_CMAC_ReconfiginfoActNow( p_Cellld, tsc_PRACH1, mapping CCCH to RACH
©_UE_Info ( OMIT, p_C_RNTI}, cb_TrChinfoRACH1, ch_Tr
LogMappingRACH2 )
5 CMAC ? CMAC_Config_CNF ca_CMAC_CfgCnf ( p_Cellld, tsc_PRACH1 )
5 +io_58_comiGFACH ToDCH_P3_s

3114 (p_Cellid)

Detailed Comment





4.4.5
SS_Def

	TTCN object
	SS_Def

	Reference ATS
	IR_U_wk07.mp [2]

	Change Label
	WA#2G3RRC0537

	Reason for change
	The default contains the CRLC?OTHERWISE statement before statement CRLC?CRLC_Integrity_Failure_IND, so the latter one can never match.

	Summary of change
	Move the CRLC?CRLC_Integrity_Failure_IND statement before the ?OTHERWISE statements.

	Other affected objects
	

	ETSI comment
	Accepted

	R&S conclusion
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4.5
Changes referred to from previous CRs

N/A.

5
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Annex A: List of change labels and affected TTCN objects
The following Table 2 lists all change labels being described in this document, together with the related affected TTCN objects, and the Reference ATS to which the change description applies. When no Reference ATS is present, the object is a new definition.

Table 2: List of change labels and related affected TTCN Objects and reference ATS

	Change Labels
	Affected TTCN Objects
	Ref. ATS

	WA#2G3RRC0502
	tc_8_3_11_4
	IR_U_wk07.mp [2]

	WA#2G3RRC0512
	c_DL_DPCH_64K_PS_83114
	New

	WA#2G3RRC0512
	tc_8_3_11_4
	IR_U_wk07.mp [2]

	WA#2G3RRC0512
	ts_SS_ConfigFACH_ToDCH_PS_83114
	New

	WA#2G3RRC0512
	ts_SS_ReconfFACH_ToDCH_PS_83114
	New

	WA#2G3RRC0537
	SS_Def
	IR_U_wk07.mp [2]

	WA#2G3RRC0544
	c_DL_CommonInformation_83114
	New

	WA#2G3RRC0544
	tc_8_3_11_4
	IR_U_wk07.mp [2]
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