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2 Corrections required for ATS IR_U_wk47 test suite 
2.1 lt_SubTest

	TTCN object
	tc_8_3_11_4

	Reference ATS
	IR_U_wk07.mp[2]

	Change Label
	AEROFLEX#IR_U 0361

	Reason for change
	A delay of 100 ms is sufficient to allow cell update confirm message to reach UE. If the delay is more, then UE might fail to synchronise with the SS.

	Summary of change
	In lt_SubTest, row # 35, used a delay of 100 ms instead of using the value tsc_WaitBeforeFACH_Conf.

	Other affected objects
	

	ETSI comment
	

	Aeroflex conclusion
	


Before Change
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After Change
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2.2 ts_SS_ReconfFACH_ToDCH_CS_PS

	TTCN object
	tc_8_3_11_4

	Reference ATS
	IR_U_wk07.mp[2]

	Change Label
	AEROFLEX#IR_U 0362

	Reason for change
	During DCH to FACH transition Radio Bearer –3 was configured but not released while reconfiguring FACH to DCH.

	Summary of change
	Used the test step ‘ts_CRLC_Rel’ to release radio bearer –3 before releasing CMAC.

	Other affected objects
	

	ETSI comment
	

	Aeroflex conclusion
	


Before Change
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After Change
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2.3 c_DL_CommonInformationRB_SetUp_8244

	TTCN object
	tc_8_3_11_4

	Reference ATS
	IR_U_wk07.mp[2]

	Change Label
	AEROFLEX#IR_U 0363

	Reason for change
	As per prose the DPCH Frame offset is 0 but it should calculated on the Default DPCH offset value used to create DPCH. And Default DPCH value is a range. So currently changed TTCN so that DPCH Frame offset is calculated based on default DPCH Frame offset. A prose CR will be raised to correct it.

Note: Alternately Default DPCH offset can be set to 0.

	Summary of change
	Changed the value of   defaultDPCH_OffsetValue in constraint c_DL_CommonInformationRB_SetUp_8244 from 0 to tsc_DefaultDPCH_OffsetValue

	Other affected objects
	

	ETSI comment
	

	Aeroflex conclusion
	


Before Change
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After Change
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3 References
	

	[2]
IR_U_wk07.mp
ETSI IR_U ATS version of week 07.
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