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Change 1:

	Constraint
	tc_8_3_7_16  lt_InitVariables

	Reason for change
	While initializing,  ts_GSM_InitVariablesDef is being called. 34.123-1 describes the default parameter for the GPRS cell to be compliant to 51.010 clause 40.1.1

Further ts_GSM_InitVariablesDef call affects the Paging Group Calculation. In ts_DownlinkTBFEstablishment while calling o_PagingGroupCalculate the parameter  N= (3 - BS_AG_BLKS_RES) * BS_PA_MFRMS is hardcoded to 6. This needs to modified in case ts_GSM_InitVariablesDef is decided to be used.


	Summary of change
	Instead of ts_GSM_InitVariablesDef, ts_GSM_InitVariablesSpecific40 is now called. Due to this no change in ts_DownlinkTBFEstablishment is required.

	Source of change
	New change

	ETSI Comment
	Accepted.  Implemented as shown in TTCN extract below.
This change also needs to be done for all other 8.3.7.* test cases.
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Change 2:

	Constraint
	tc_8_3_7_16 :  ts_U2GCellChange_RAUpdate : lt_SendAccept

	Reason for change
	While sending routing area accept in the GPRS cell the RAC and LAC values are sent of the UMTS cell.

	Summary of change
	The RAC and LAC for the GPRS cell are passed in the test step ts_U2GCellChange_RAUpdate while sending the ROUTING AREA UPDATE ACCEPT.

	Source of change
	New change

	ETSI Comment
	Accepted
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Change 3:

	Constraint
	tc_8_3_7_16 :  Purpose

	Reason for change
	Purpose described in the TTCN test case is different from the actual purpose mentioned in the 34.123-1.

	Summary of change
	Test purpose modified as per the 34.123-1

	Source of change
	New change
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