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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case case 8.3.9.3, which are part of the IR_U test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_8_3_9_3 

Test Group:
IR_U/CellReselection

ATS Version:
iWD-TVB2004-12_D05wk21  

System Simulator used:
Anite 3G CT

UE used:
Nokia 6630, Motorola v980

Verification Status:
PASS
4 Corrections required for test case 8.3.9.3

4.1 Introduction

This section describes the changes required to make test case 8.3.9.3 run correctly with the 3G UEs. The ATS version used as basis was IR_U_wk21.mp, which is part of the iWD-TVB2004-12_D05wk21 release.
4.2 Change 1

	Local Tree and Test step
	tc_8_3_9_3



	Reason for change
	According to system information SIB3 and SIB4: 
Qqualmin = -24dB 
S-SearchRAT = -32 
As per 25.331 10.3.2.3 - if S-searchRAT < 0, then UE will consider this value as 0. 

As per 25.304 5.2.6.1.1: 
If Sx > SsearchRAT m, UE need not perform measurements on cells of RAT "m". 
If Sx <= SsearchRAT m, perform measurements on cells of RAT "m".
Sx = Squal for FDD cell. 
Squal = Qqualmeas - Qqualmin. (i.e. Ec/No - Qqualmin) 
In this case Sx = -6 - (-24) = 18 
As Sx > SsearchRAT, UE will not perform inter-RAT measurements and hence will not perform Inter RAT reselection. 
Thus Reselection is not being triggered and so the GSM cell SIBs are not being read, hence the test purpose will not be achieved.

Note: Anite will raise Prose CR for this issue in the next RAN5 meeting.


	Summary of change
	Changed following parameters in the SIB3 and SIB4 system Information to make sure UE reads GSM cell System information.

1) s-SearchRAT to 10.

2) q-QualMin to 16.

	Source of change
	New change.

	ETSI Comment
	Accepted, but the same change needs to be made in 12.8.  Please investigate and raise prose and TTCN CRs for this test case too


Before: 
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Purpose 1.Toverfy that ifthe inter-RAT cell reselection fails befare the UE in CELL_FACH succeeds nitiaing the establishment of a connectio
- resume the connestion to UTRAN using the resources used before iniiating the inter-RAT cell reselection procedure.

Configuration:

Defauts nersystemoPRS
comments:
[T | Benaviour Desorpton T ConstamRet Im
1 START Louard
2 [ px_RAT = fdd |
s W nivariables
4 +s_SS_CreateCellFACH (tsc_CellA)
5 +ts_SendDefSysinfo_LongNeighCellinfo (tsc_CellA)

(icv_SIB3. cellSelectReselectinio. {_Resslection_§
te_SIB4. cellSelectReselectinfo. t_Reselection_S = 5
+1s_SendSIB3_LongNeighCellnfoicy_SIB3, tsc_CellA, tsc_Now)
+1s_SendSIB4_LongNeighCelllnfoicy_SIB4, tsc_CellA, tsc_Now)
+1s_SendModifisdSysinfoSIB11_12(tsc_CallA)
0 +ts_ldleUpdated(isc_CalA)

1" +ts_GERANCreateCell(sc_GSM_Cella, pheeh, siZquater, nopsis)




After: 
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5 Branches executed in test case 8.3.9.3

The test case implementation executed the combined CS/PS branch with integrity activated and ciphering enabled. The execution came to a PASS.

6 Execution Log Files

6.1 Nokia 3G UE 6630

The Nokia 6630 passed this test case on the Anite MultiRAT CT system. The documentation below is enclosed as evidence of the successful test case run [1]:

6.2 Motorola V980

The Motorola V980 passed this test case on the Anite MultiRAT CT system. The documentation below is enclosed as evidence of the successful test case run [1]:
7 References

	[1]
	This archive comprises text format execution log file  and the TTCN MP file.
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