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	Table Name
	lt_TestBody

	ATS Suite
	RRC_r3_wk36

	Test Case affected
	tc_8_1_3_9

	Reason for change
	 At step2, as per TS 34.123-1 specific message content of the ACTIVE SET UPDATE (Step 2) (FDD only) the IE Scrambling code change should be NOT PRESENT.

	Summary of change
	Modified constraint “cs_ActSetUpdateAdd” changing IE scramblingCodeChange from noCodeChange to OMIT.
This is a common constraint which is also used by other test cases. We would like to ask MCC160 if it is safe to modify this. If not, then a new test case specific constraint will be required.

	MCC 160
	Accepted, the constraint cs_ActSetUpdateAdd is used in the generic step ts_TransmitActiveSetUpdateAdd. This correction is necessary in all test cases using this step except 8.3.4.3. 

As a consequence 8.3.4.3 will be changed:
1> create a new step ts_TransmitActiveSetUpdateAdd_8343

2> use the new step for the step 0c in line 18


Modified Constraint: cs_ActSetUpdateAdd
	ASN.1 PDU Constraint Declaration

	 

	Constraint Name:
cs_ActSetUpdateAdd ( 
p_IntegrityCheckInfo : IntegrityCheckInfo; 
p_RRC_TI: RRC_TransactionIdentifier; 
p_Act_time: ActivationTime; 
p_PrimScramblingCode : PrimaryScramblingCode; 
p_Tm : Tcell; 
p_Sf: SF512_AndCodeNumber; 
p_SecondaryScramblingCode : SecondaryScramblingCode 
)
Group:
 
PDU Name:
DL_DCCH_Message
Derivation Path:
 
Encoding Rule Name:
 
Encoding Variation:
 
Comments:
@sic T1S040224 sic@


	 

	Constraint Value
{ 
  integrityCheckInfo p_IntegrityCheckInfo, 
  message activeSetUpdate: r3:{ 
    activeSetUpdate_r3 { --ActiveSetUpdate_r3_IEs, 
      rrc_TransactionIdentifier p_RRC_TI, 
      activationTime p_Act_time, 
      newU_RNTI OMIT, 
      cn_InformationInfo OMIT, 
      maxAllowedUL_TX_Power OMIT, 
      rl_AdditionInformationList {{ primaryCPICH_Info { primaryScramblingCode p_PrimScramblingCode }, 
          dl_DPCH_InfoPerRL fdd: { 
            pCPICH_UsageForChannelEst mayBeUsed, 
            dpch_FrameOffset (( ( p_Tm+128 ) MOD 38400) / 256 ), 
            -- DPCH-FrameOffset = DefaultDPCH-OffsetValueFDD MOD 38400 
            -- Actual value DPCH-FrameOffset = IE value * 256 
            -- Actual value DefaultDPCH-OffsetValueFDD = IE value * 512 , 
            secondaryCPICH_Info OMIT, 
            dl_ChannelisationCodeList {{ --DL_ChannelisationCode 
                secondaryScramblingCode p_SecondaryScramblingCode, 
                sf_AndCodeNumber p_Sf, 
                scramblingCodeChange noCodeChange 
            OMIT 
            }}, 
            tpc_CombinationIndex 0, 
            ssdt_CellIdentity OMIT, 
            closedLoopTimingAdjMode OMIT 
          }, 
          tfci_CombiningIndicator FALSE, 
          sccpch_InfoforFACH OMIT 
      }} , 
      rl_RemovalInformationList OMIT, 
      tx_DiversityMode noDiversity, 
      ssdt_Information OMIT 
    }, 
    laterNonCriticalExtensions OMIT 
  } 
} 
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