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1 Overview

This document is a CR on approved WI-010 test case 14.2.51b.1 and WI-012 test case 14.2.58a. It lists  corrections required on top of the approved ATS V5.2.0 version.
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3 Correction details (14.2.51b.1 and 14.2.58a)
3.1 ts_Subtests_1_to_9_tc_14_2_58a (WA#RAB4525)
	Test step  name
	ts_Subtests_1_to_9_tc_14_2_58a

	Reason for change
	In RB20 (AM mode) acknowledge PDUs must be sent sometimes taking the place in the data message. For example if the transport format used is TF2 for DL (2 blocks in RB20) when the ACK PDUs must be sent it takes one of the blocks so 2 data blocks plus 1 ACK PDU are sent instead of the 2 data PDUs. The remain data PDU will be sent in the next tti but this is possible only if there is a suitable TF available.

Because of this reason DL_TFC6 (TF1, TF1, 0) is also required when there is also data on RB10 to be transmitted otherwise the PDU on RB10 can get lost when transmitting in that TTI the “remaining” data PDU on RB20 commented in the previous paragraph.  

	Summary of change
	Included DL_TFC6 in the restricted DL TFCIs for the subtests 7, 8 and 9.

	Source of change
	New change

	Label
	WA#RAB4525
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3.2 ts_Subtests_1_to_9_tc_14_2_58a (WA#RAB4526)

	Test step  name
	ts_Subtests_1_to_9_tc_14_2_58a

	Reason for change
	In RB20 (AM mode) acknowledge PDUs must be sent sometimes taking the place in the data message. For example if the transport format used is TF2 for DL (2 blocks in RB20) when the ACK PDUs must be sent it takes one of the blocks so 2 data blocks plus 1 ACK PDU are sent instead of the 2 data PDUs. The remain data PDU will be sent  the next tti but this is possible only if there is a suitable TF available.

Because this reason DL_TFC6 (TF1, TF1, 0) is also required when there is also data on RB10 to be transmitted otherwise the PDU on RB10 can get lost when transmitting in that TTI the “remaining” data PDU on RB20 commented in the previous paragraph.  

	Summary of change
	Included DL_TFC6 in the restricted DL TFCIs for the subtests 7, 8 and 9.

	Source of change
	New change

	Label
	WA#RAB4526
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3.3 c_TFC_Allowed_0_1_5_6_7_10_17, c_TFC_Allowed_0_1_5_6_8_10_18 and c_TFC_Allowed_0_1_5_6_9_10_19 (WA#RAB4525)

	Test step  name
	ts_Subtests_1_to_9_tc_14_2_58a

	Reason for change
	Necessary new constraint to implement points above 1.1 and 1.2.

	Summary of change
	Created c_TFC_Allowed_0_1_5_6_7_10_17, c_TFC_Allowed_0_1_5_6_8_10_18 and c_TFC_Allowed_0_1_5_6_9_10_19.

	Source of change
	New change

	Label
	WA#RAB4525
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