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1.1 tc_9_4_3_3
	Table Name
	tc_9_4_3_3

	ATS Suite
	Iwd_2005_w42

	Test Case affected
	TC_9_4_3_3

	Reason for change
	The timer T3211 is started as per 24.008 at the expiry of  T3210 (see table in Section 11.2 of 24.008) but in the TTCN it is started after RRC Connection has been released completely. This causes the timer T3211 to expire in the UE and send RRC Connection Request before the timer for T3211 in TTCN expires and the test fails because of unexpected message received where there should have been none.

	Summary of change
	The timer value started in TTCN has been decreased slightly so that it expires the same time as in the UE.

	Consequence if not approved
	The timer T3211 will expire in the UE’s before the timer in TTCN and the test will fail with unexpected message received.


	lt_Part1_2
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	+ts_RRC_RandAccFail(tsc_T3211min)
	 
	 
	Step 22

	24
	 
	+ts_RRC_RandAccFail(tsc_T3211min-tsc_T3211min/10)
	 
	 
	Step 22

	25
	 
	 +ts_MM_LupInit ( 
tsc_CellA, 
c_MobileIdIMSI_lv, 
tcv_CellInfoA.mcc, 
tcv_CellInfoA.mnc, 
tsc_LAC_Deleted, 
tsc_LUT_Normal, 
tsc_KeySeqDeleted)
	 
	 
	Steps 23-26

	26
	 
	  +ts_RRC_ConnRel ( 
tsc_CellA, 
cell_Dch)
	 
	 
	Steps 27-28 
Connection Release
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	   +ts_RRC_RandAccFail (tsc_T3212min)
	 
	 
	Step 29

	28
	 
	    +ts_MM_LupRej2 ( 
tsc_CellA, 
tsc_RejCauNtwFail, 
c_MobileIdIMSI_lv, 
tcv_CellInfoA.mcc, 
tcv_CellInfoA.mnc, 
tsc_LAC_Deleted, 
tsc_LUT_Normal, 
tsc_KeySeqDeleted)
	 
	 
	Steps 30-36 
@sic EW CR T1-040949 sic@

	29
	 
	     +ts_RRC_RandAccFail (tsc_T3211min)
	 
	 
	Step 37

	30
	 
	      +ts_MM_LupAuth3 ( 
tsc_CellA, 
c_MobileIdTMSI_Def, 
c_MobileIdIMSI_lv, 
tcv_CellInfoA.mcc, 
tcv_CellInfoA.mnc, 
tsc_LAC_Deleted, 
tcv_CellInfoA.lac, 
tsc_LUT_Normal, 
tsc_KeySeqDeleted, 
tcv_CS_KeySeq)
	 
	 
	Steps 38-45
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	       +ts_RRC_ConnRel ( 
tsc_CellA, 
cell_Dch)
	 
	 
	Steps 46-47 
Connection Release
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