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<<START OF MODIFIED SECTION>>

8.7.1
Test suite operation definitions in the module BasicM

Table 132: TSO definitions in BasicM

	TSO Name
	Description

	o_IA5_IP_ToOct
	Type of the result: OCTETSTRING

Parameters:

p_String: IA5String

p_IP_V4: BOOLEAN

Description

o_IA5_IP_ToOct converts the string p_String from IA5String type to OCTETSTRING. 
In case of IPv4, p_String represents an IP address consisting of a number of fields of digits, separated by dots. Each one of the numbers of which the IP address consists is converted into one octet. The dots separating the numbers are ignored.
EXAMPLE 1:
o_IA5_IP_ToOct ("200.1.1.80", TRUE) = 'C8010150'O.

EXAMPLE 2:
o_IA5_IP_ToOct ("200.1.1.80.100", TRUE) should result in an appropriate error message.

EXAMPLE 3:
o_IA5_IP_ToOct ("300.1.1.80", TRUE) should result in an appropriate error message.

In case of IPv6, p_String represents an IP address consisting of a number of fields of hexadecimal digits, separated by “:”. 
a) In case of uncompressed IPv6 format each value separated by “;” is converted to 2 octets. The “:” separating the numbers are ignored.
EXAMPLE 1:    o_IA5_IP_ToOct(FEDC:BA98:7654:3210:FEDC:BA98:7654:3210, FALSE) = ‘FEDCBA9876543210FEDCBA9876543210’O

EXAMPLE 2:    o_IA5_IP_ToOct(FEDC:BA98:7654:3210:FEDC:BA98:7654, FALSE) should result in an appropriate error message.
EXAMPLE 3:    o_IA5_IP_ToOct(1080:0:0:0:8:800:200C:417A,FALSE) = ‘108000000000000000080800200C417A’O

EXAMPLE 4:    o_IA5_IP_ToOct(1080:0:0:0:8:800:20H:417A,FALSE) should result in an appropriate error message.
b) In case of compressed IPv6 format the use of "::" indicates multiple groups of 16-bits of zeros. The "::" can only appear once in an address.
EXAMPLE 1:    o_IA5_IP_ToOct(FF01::101,FALSE) = ‘FF010000000000000000000000000101’O

EXAMPLE 2:    o_IA5_IP_ToOct(FEDC::7654:3210:FEDC::BA98:7654:3210, FALSE) should result in an appropriate error message.

p_IP_V4 is a BOOLEAN. When TRUE, an IP Version 4 address is to be converted, the maximum length of which is 4 octets, otherwise an IP Version 6 address is to be converted, the maximum length of which is 16 octets. See 3GPP TS 24.008 [9], clause 10.5.6.4.
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