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	Table Name
	tc_8_4_1_26: lt_TestBody

	ATS Suite
	iWD_2006_wk03

	Test Case affected
	TC_8_4_1_26

	Reason for change
	The test case is highly unstable at step 16 to 18.The time to trigger Measurement Report is 5sec and the tolerance taken is 10% i.e 500ms i.e the time the TTCN is waiting to receive the Measurement Report is 5.5 sec which is very small, as at the TTCN level the Measurement Control message is sent and the timer is started, but it takes some time for the Message to reach the UE and then for the UE to wait 5 sec and send the Measurement Report back to the SS(some time is also required for the message to reach from SS L1 to higher layers). Ideally the timer in TTCN should be started when the SS has received the L2 ACK for the Measurement Control.



	Summary of change
	The TTCN is changed to wait for the L2 ACK as shown in step 14.Therefore the constraint type for Measurement Control is changed appropriately.


	lt_TestBody

	12
	TBS
	( tcv_TestBody := TRUE )
	 
	 
	 

	13
	 
	 AM ! RLC_AM_DATA_REQ
	cas_MeasurementControl cas_MeasurementControl_WithCnf_84126 ( tsc_CellDedicated, 
tsc_RB2, 
cs_MeasurementControlInterFreq_Event2d_2f ( tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
10, 
tcv_CellInfoD.frequencyInfo, 
tcv_CellInfoD.priScrmCode 
))
	 
	Step 4 in prose;

	14
	 
	  AM ? RLC_AM_DATA_CNF
	car_AM_DataMuiCnf (tsc_CellDedicated, tsc_RB2, tsc_Mui)
	 
	 

	15
	 
	   ( tcv_Tolerance := ( 5 * 1000 ) / 10 )
	 
	 
	 

	16
	 
	    START t_WaitMS ( 5* 1000 + tcv_Tolerance )
	 
	 
	Initialize thewait timer to 5 seconds

	17
	TBF1
	     ? TIMEOUT t_WaitMS
	 
	(F)
	 

	18
	TBP1
	     UM ?RLC_UM_DATA_IND
	car_MeasurementReportUM ( tsc_CellDedicated, 
tsc_RB1, cr_MeasReportInterFreq_Event2d_2f ( 
10, e2f ) )
	(P)
	Step 5 in prose 
@sic RASH ER1884 sic@

	19
	 
	      CANCEL t_WaitMS
	 
	 
	 


MCC160 comments:  Accepted as an improvement
	Table Name
	cas_MeasurementControl_WithCnf_84126

	ATS Suite
	iWD_2006_wk03

	Test Case affected
	TC_8_4_1_26

	Reason for change
	See section above.

	Summary of change
	See section above.


	ASN.1 ASP Constraint Declaration

	 

	Constraint Name:
cas_MeasurementControl_WithCnf_84126 ( 
p_CellId: INTEGER; 
p_RB_Id: SS_RB_Identity; 
p_PDU: DL_DCCH_Message 
)
Group:
ASP Name:
RLC_AM_DATA_REQ
Derivation Path:
Comments:
to send a Measurement Control PDU in AM mode


	 

	Constraint Value
{ 
  cellId p_CellId, 
  routingInfo rB_Identity: p_RB_Id, 
  confirmationRequest confirmationRequested: tsc_Mui, 
  aM_message dL_DCCH_Message : p_PDU 
} 


	 

	Detailed Comment:



MCC160 comments:  Accepted as an improvement
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