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2 Corrections required for RRC_wk38 test suite

2.1 8_1_7_1c : lt_SS_ValidSecurity
	Test step name
	8_1_7_1c : lt_SS_ValidSecurity

	Reason for change
	Start value is stored in the SS per domain and if the start value is not provided, the SS would use the previous stored start value to activate ciphering in "CRLC-Ciphering-Activate-Req" and as a result Cihpering will not be correctly configured.In order to ensure that the Count-C value is initialised it is proposed to not to omit the start value.
Also in order to avoid affecting other SS implementation where during integrity activation the test step ts_SS_DownloadSecurityKey_8171c is called before integrity activation.

	Summary of change
	Used test step ts_SS_DownloadSecurityKey ( tsc_CellA, tcv_PS_AuthCK, tcv_PS_AuthIK,OMIT,ps_domain ) after + lt_InitSecurityVariables in lt_SS_ValidSecurity
Introduced new line + ts_SS_DownloadSecurityKey_8171c ( tsc_CellA, tcv_PS_AuthCK, tcv_PS_AuthIK,OMIT,ps_domain ), before + ts_CRLC_DL_Integrity  (  tcv_CellIndInfo.dL_Integrity ) in lt_SS_ValidSecurity

	Source of change
	New change

	Label
	WA#RRC

	MCC 160
	Accepted
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