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Corrections required for test case 12.3.2.7
1 Change 1

	Table Names
	tc_12_3_2_7

	ATS Suite
	iWD_D06wk43

	Test Case affected
	TC_12_3_2_7

	Reason for change
	CellA is configured with RAI-2. However in the Initial Conditions, the definition of RAI-2 is not consistent with the definition given in 34.123-1 section 12.1.


	Summary of change
	In the preamble of the test case, remove the following assignment: tcv_CellInfoA.rac := tsc_RAC_2. 
A prose change is needed for this TTCN change. A draft prose CR has been made available and will be presented at RAN5#34.


	ETSI MCC160 Comment
	


Before

	Test Case


	Test Case Id:
	tc_12_3_2_7

	Test Group Reference:
	GMM/Detach_procedures/NW_initiated_detach/

	Purpose:
	To test the behaviour of the UE if the network orders a PS detach procedure with cause 'Roaming not allowed in this location area'

	Configuration:
	 

	Defaults:
	NAS_OtherwiseFail

	Comments:
	Initial conditions [image: image1.png]



- SS : Three cells operating in network operation mode I [image: image2.png]



- UE : The UE has a valid IMSI


	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	 
	START t_Guard (20*60)
	 
	 
	@sic VB draft TTCN CR sic@

	2
	 
	+ts_InitVariables
	 
	 
	 

	3
	 
	[image: image3.png]


(tcv_CellInfoA.nmo := tsc_NMO_I, [image: image4.png]



tcv_CellInfoA.mcc := tsc_MCC_2, [image: image5.png]



tcv_CellInfoA.rac := tsc_RAC_2, [image: image6.png]



tcv_CellInfoB.attenuationLevel := tsc_AttenuationNonSuitableNeighbourCell, [image: image7.png]



tcv_CellInfoB.mcc := tsc_MCC_2, [image: image8.png]



tcv_CellInfoB.nmo := tsc_NMO_I, [image: image9.png]



tcv_CellInfoB.rac := tsc_RAC_2, [image: image10.png]



tcv_CellInfoC.nmo := tsc_NMO_I, [image: image11.png]



tcv_CellInfoC.mcc := tsc_MCC_2, [image: image12.png]



tcv_CellInfoC.lac := tsc_LAC_2 [image: image13.png]



)
	 
	 
	Test case specific cell [image: image14.png]


settings [image: image15.png]



@sic VB activate 2 cells sic@

	4
	 
	[image: image16.png]


+ ts_SetMCC_VPLMN_Band6 [image: image17.png]


( tsc_CellA )
	 
	 
	 

	5
	 
	[image: image18.png]


+ ts_SetMCC_VPLMN_Band6 [image: image19.png]


( tsc_CellB )
	 
	 
	 

	6
	 
	[image: image20.png]


+ ts_SetMCC_VPLMN_Band6 [image: image21.png]


( tsc_CellC )
	 
	 
	 

	7
	 
	[image: image22.png]


+ts_MMI_SetOpModeA
	 
	 
	Set UE in operation mode A

	8
	 
	[image: image23.png]


+ts_GMM_Config_CellA_CellB
	 
	 
	Configure cell A, cell B @sic VB activate 2 cells sic@

	9
	 
	[image: image24.png]


+ts_GMM_CombinedAttachReject (tsc_CellA)
	 
	 
	Invalidate USIM temporary parameters

	10
	 
	[image: image25.png]


+ts_GMM_SwitchOrPwrOff
	 
	 
	 

	11
	 
	[image: image26.png]


+lt_TestBody
	 
	 
	 

	12
	 
	[image: image27.png]


+po_ConnectionAndSS_Rels
	 
	 
	 

	lt_TestBody


After

	Test Case


	Test Case Id:
	tc_12_3_2_7

	Test Group Reference:
	GMM/Detach_procedures/NW_initiated_detach/

	Purpose:
	To test the behaviour of the UE if the network orders a PS detach procedure with cause 'Roaming not allowed in this location area'

	Configuration:
	 

	Defaults:
	NAS_OtherwiseFail

	Comments:
	Initial conditions [image: image28.png]



- SS : Three cells operating in network operation mode I [image: image29.png]



- UE : The UE has a valid IMSI


	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	 
	START t_Guard (20*60)
	 
	 
	@sic VB draft TTCN CR sic@

	2
	 
	+ts_InitVariables
	 
	 
	 

	3
	 
	[image: image30.png]


(tcv_CellInfoA.nmo := tsc_NMO_I, [image: image31.png]



tcv_CellInfoA.mcc := tsc_MCC_2, [image: image32.png]



tcv_CellInfoA.rac := tsc_RAC_2, [image: image33.png]



tcv_CellInfoB.attenuationLevel := tsc_AttenuationNonSuitableNeighbourCell, [image: image34.png]



tcv_CellInfoB.mcc := tsc_MCC_2, [image: image35.png]



tcv_CellInfoB.nmo := tsc_NMO_I, [image: image36.png]



tcv_CellInfoB.rac := tsc_RAC_2, [image: image37.png]



tcv_CellInfoC.nmo := tsc_NMO_I, [image: image38.png]



tcv_CellInfoC.mcc := tsc_MCC_2, [image: image39.png]



tcv_CellInfoC.lac := tsc_LAC_2 [image: image40.png]



)
	 
	 
	Test case specific cell [image: image41.png]


settings [image: image42.png]



@sic VB activate 2 cells sic@

	4
	 
	[image: image43.png]


+ ts_SetMCC_VPLMN_Band6 [image: image44.png]


( tsc_CellA )
	 
	 
	 

	5
	 
	[image: image45.png]


+ ts_SetMCC_VPLMN_Band6 [image: image46.png]


( tsc_CellB )
	 
	 
	 

	6
	 
	[image: image47.png]


+ ts_SetMCC_VPLMN_Band6 [image: image48.png]


( tsc_CellC )
	 
	 
	 

	7
	 
	[image: image49.png]


+ts_MMI_SetOpModeA
	 
	 
	Set UE in operation mode A

	8
	 
	[image: image50.png]


+ts_GMM_Config_CellA_CellB
	 
	 
	Configure cell A, cell B @sic VB activate 2 cells sic@

	9
	 
	[image: image51.png]


+ts_GMM_CombinedAttachReject (tsc_CellA)
	 
	 
	Invalidate USIM temporary parameters

	10
	 
	[image: image52.png]


+ts_GMM_SwitchOrPwrOff
	 
	 
	 

	11
	 
	[image: image53.png]


+lt_TestBody
	 
	 
	 

	12
	 
	[image: image54.png]


+po_ConnectionAndSS_Rels
	 
	 
	 

	lt_TestBody


2 Change 2
	Table Names
	tc_12_3_2_7: lt_TestBody

	ATS Suite
	iWD_D06wk43

	Test Case affected
	TC_12_3_2_7

	Reason for change
	At steps 19 and 21 of the prose, the SS is expected to send a Paging Request to the UE on CellB. However the TTCN sends these messages on CellA.


	Summary of change
	In the TTCN, for steps 19 & 21 of the prose, send the Paging Request message on CellB. 


	ETSI MCC160 Comment
	


Before
	lt_TestBody

	13
	 
	(tcv_TestBody := TRUE)
	 
	(P)
	 

	14
	 
	+ts_GMM_TriggerPSRegistrationAtSwitchOn_NMO_I_NoTMSI [image: image55.png]


(tsc_CellA)
	 
	 
	 

	15
	 
	[image: image56.png]


+lt_Attach_Steps_4To6
	 
	 
	 

	16
	 
	[image: image57.png]


+lt_Detach_Steps_7To8
	 
	 
	 

	17
	 
	[image: image58.png]


+ts_VerifyNoAccess (30)
	 
	 
	Step 9

	18
	 
	[image: image59.png]


+ ts_CC_InitTCV_MT [image: image60.png]


( px_CC_Serv )
	 
	 
	 

	19
	 
	[image: image61.png]


+ts_CS_Paging_TMSI [image: image62.png]


(tsc_CellA, tcv_PagingCau )
	 
	 
	Step 10

	20
	 
	[image: image63.png]


+ts_VerifyNoAccess (3)
	 
	 
	 

	21
	 
	[image: image64.png]


+ ts_GMM_InitVariablesPS
	 
	 
	 

	22
	 
	[image: image65.png]


+ts_PS_Paging_PTMSI [image: image66.png]


(tsc_CellA, tcv_RRC_PagingCau )
	 
	 
	Step 12

	23
	 
	[image: image67.png]


+ts_VerifyNoAccess (10)
	 
	 
	 

	24
	 
	[image: image68.png]


+lt_PowerLevels_CellB_Step14
	 
	 
	 

	25
	 
	[image: image69.png]


+ts_AT_TriggerGMM_Attach
	 
	 
	Step 16

	26
	 
	[image: image70.png]


+ts_VerifyNoAccess (30)
	 
	 
	Step 17

	27
	 
	[image: image71.png]


+ts_CS_Paging_TMSI [image: image72.png]


(tsc_CellA, tcv_PagingCau )
	 
	 
	Step 19

	28
	 
	[image: image73.png]


+ts_VerifyNoAccess (3)
	 
	 
	 

	29
	 
	[image: image74.png]


+ts_PS_Paging_PTMSI [image: image75.png]


(tsc_CellA, tcv_RRC_PagingCau )
	 
	 
	Step 21

	30
	 
	[image: image76.png]


+ts_VerifyNoAccess (10)
	 
	 
	 

	31
	 
	[image: image77.png]


+ lt_TestBodyContinue
	 
	 
	 


After

	lt_TestBody

	13
	 
	(tcv_TestBody := TRUE)
	 
	(P)
	 

	14
	 
	+ts_GMM_TriggerPSRegistrationAtSwitchOn_NMO_I_NoTMSI [image: image78.png]


(tsc_CellA)
	 
	 
	 

	15
	 
	[image: image79.png]


+lt_Attach_Steps_4To6
	 
	 
	 

	16
	 
	[image: image80.png]


+lt_Detach_Steps_7To8
	 
	 
	 

	17
	 
	[image: image81.png]


+ts_VerifyNoAccess (30)
	 
	 
	Step 9

	18
	 
	[image: image82.png]


+ ts_CC_InitTCV_MT [image: image83.png]


( px_CC_Serv )
	 
	 
	 

	19
	 
	[image: image84.png]


+ts_CS_Paging_TMSI [image: image85.png]


(tsc_CellA, tcv_PagingCau )
	 
	 
	Step 10

	20
	 
	[image: image86.png]


+ts_VerifyNoAccess (3)
	 
	 
	 

	21
	 
	[image: image87.png]


+ ts_GMM_InitVariablesPS
	 
	 
	 

	22
	 
	[image: image88.png]


+ts_PS_Paging_PTMSI [image: image89.png]


(tsc_CellA, tcv_RRC_PagingCau )
	 
	 
	Step 12

	23
	 
	[image: image90.png]


+ts_VerifyNoAccess (10)
	 
	 
	 

	24
	 
	[image: image91.png]


+lt_PowerLevels_CellB_Step14
	 
	 
	 

	25
	 
	[image: image92.png]


+ts_AT_TriggerGMM_Attach
	 
	 
	Step 16

	26
	 
	[image: image93.png]


+ts_VerifyNoAccess (30)
	 
	 
	Step 17

	27
	 
	[image: image94.png]


+ts_CS_Paging_TMSI [image: image95.png]


(tsc_CellB, tcv_PagingCau )
	 
	 
	Step 19

	28
	 
	[image: image96.png]


+ts_VerifyNoAccess (3)
	 
	 
	 

	29
	 
	[image: image97.png]


+ts_PS_Paging_PTMSI [image: image98.png]


(tsc_CellB, tcv_RRC_PagingCau )
	 
	 
	Step 21

	30
	 
	[image: image99.png]


+ts_VerifyNoAccess (10)
	 
	 
	 

	31
	 
	[image: image100.png]


+ lt_TestBodyContinue
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