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This document contains changes 1-7 of the length calculation of the MOLR test cases 17.2.3.x.

Next 2 new constraints of the Facility IE are created (changes 8-9) which are used by changes 1-7.

Change 10 updates comments in remaining Facility IE constraint.

Constraint cs_FacilityIE_lv has become obsolete and should be deleted. There  is no change number  associated. 

Change 1
	Test case name
	tc_17_2_3_2

	Reason for change
	The calculation of the length of the Facility IE is incorrect.

	Summary of change
	The calculation of the length of the Facility IE is corrected. 

	Source of change
	New Change.

	MCC160 comment 
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Change 2
	Test case name
	tc_17_2_3_3

	Reason for change
	The calculation of the length of the Facility IE is incorrect.

	Summary of change
	The calculation of the length of the Facility IE is corrected. 

	Source of change
	New Change.

	MCC160 comment 
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Change 3
	Test case name
	tc_17_2_3_4

	Reason for change
	The calculation of the length of the Facility IE is incorrect.

	Summary of change
	The calculation of the length of the Facility IE is corrected. 

	Source of change
	New Change.

	MCC160 comment 
	


Before:
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Change 4
	Test case name
	tc_17_2_3_6

	Reason for change
	The calculation of the length of the Facility IE is incorrect.

	Summary of change
	The calculation of the length of the Facility IE is corrected. 

	Source of change
	New Change.

	MCC160 comment 
	


Before:
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Change 5
	Test case name
	tc_17_2_3_7

	Reason for change
	The calculation of the length of the Facility IE is incorrect.

	Summary of change
	The calculation of the length of the Facility IE is corrected. 

	Source of change
	New Change.

	MCC160 comment 
	


Before:
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Change 6
	Test case name
	tc_17_2_3_8

	Reason for change
	The calculation of the length of the Facility IE is incorrect.

	Summary of change
	The calculation of the length of the Facility IE is corrected. 

	Source of change
	New Change.

	MCC160 comment 
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Change 7
	Test case name
	tc_17_2_3_9

	Reason for change
	The calculation of the length of the Facility IE is incorrect.

	Summary of change
	The calculation of the length of the Facility IE is corrected. 

	Source of change
	New Change.

	MCC160 comment 
	


Before:
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Change 8
	Constraint name
	cs_FacilityIE_len_lv

	Reason for change
	The length calculation needs to consider a fixed and a variable part.

	Summary of change
	The length calculation is using 2 parameters to consider a fixed and a variable part.

	Source of change
	New Change.

	MCC160 comment 
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Change 9
	Constraint name
	cs_FacilityIE_len_tlv

	Reason for change
	The length calculation needs to consider a fixed and a variable part.

	Summary of change
	The length calculation is using 2 parameters to consider a fixed and a variable part.

	Source of change
	New Change.

	MCC160 comment 
	


New test step
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Change 10
	Constraint name
	cs_FacilityIE_tlv

	Reason for change
	The length calculation applies to a specific case only.

	Summary of change
	Comments on other than the use case removed.

	Source of change
	New Change.

	MCC160 comment 
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