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	Reason for change:
(

	The TTCN CR R5s070045 was to remove the the PLMN assigned to cells D and E from the  forbidden list.But when a UE is executed in Auto Attach mode the UE will not do a PS registration in the post amble procedure of lt_RemoveForbiddenPLMN as the last PS registration on Cell C was rejected with GMM cause ‘GPRS services not allowed’, which results in a testcase failure

	
	

	Summary of change:
(

	Introduced two more MMI teststeps to switch on or switch off UE,since as per 24.008 section 4.7.3.1.4 the SIM/USIM shall be considered as invalid for GPRS services until switching off or the SIM/USIM is removed.Also set the flag tcv_MM_TestExecution to FALSE to do PS registration.
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	TTCN implementation may fail a conformant UE.
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	9.4.2.2.1 and 9.4.2.2.2
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	Table Names
	lt_RemoveForbiddenPLMN

	ATS Suite
	iWD_D07wk08

	Test Case affected
	TC_9_4_2_2_2

	Reason for change
	The TTCN CR R5s070045 was to remove the the PLMN assigned to cells D and E from the  forbidden list.But when a UE is executed in Auto Attach mode the UE will not do a PS registration in the post amble procedure of lt_RemoveForbiddenPLMN as the last PS registration on Cell C was rejected with GMM cause ‘GPRS services not allowed’, which results in a testcase failure

	Summary of change
	Introduced two more MMI teststeps to switch on or switch off UE,since as per 24.008 section 4.7.3.1.4 the SIM/USIM shall be considered as invalid for GPRS services until switching off or the SIM/USIM is removed.Also set the flag tcv_MM_TestExecution to FALSE to do PS registration.

Note: The same change should be implemented in tc_9_4_2_2_1.


	lt_RemoveForbiddenPLMN

	42
	 
	+ts_SS_SwitchCellOff (tsc_CellA)
	 
	 
	Stop Cell A

	43
	 
	 +ts_SS_SwitchCellOff (tsc_CellE)
	 
	 
	Stop Cell E

	44
	 
	  +ts_MM_PwrOrUSIM_Off(tsc_USIM_In)
	 
	 
	 

	45
	 
	   + ts_MM_PwrOrUSIM_On (FALSE)
	 
	 
	 

	46
	 
	   +ts_SetAttenuationLevel ( 
tsc_CellD, 
tsc_AttenuationServingCell)
	 
	 
	Make Cell D the serving cell

	47
	 
	    +ts_RemoveForbiddenPLMN (tsc_CellD)
	 
	 
	Remove PLMN of cell D (and E) from the forbidden PLMN list 
@sic EW R5s070045 sic@


	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	 
	START t_Guard (720)
	 
	 
	 

	2
	 
	 +ts_InitVariables
	 
	 
	 

	3
	 
	  +ts_MM_SetNMO_II
	 
	 
	Set the NMO for all cells to NMO II @sic EW ER 1586 sic@

	4
	 
	   (tcv_CN_Domain:=cs_domain, 
tcv_NumOfPLMN:=2)
	 
	 
	Sets domain for testing and initializes the number of PLMNs

	5
	 
	    (tcv_CellInfoA.mnc:=tsc_MNC_010, 
tcv_CellInfoA.lac:=tsc_LAC_3, 
tcv_CellInfoA.attFlag:=tsc_AttOn)
	 
	 
	Set specific values for Cell A 
@sic EW CR T1s040305 sic@ 
@sic EW R5s050337 sic@

	6
	 
	     +ts_MM_StartCellA
	 
	 
	Start cell A

	7
	 
	      +ts_IdleUpdated (tsc_CellA)
	 
	 
	Idle Updated on Cell A

	8
	 
	       (tcv_CellInfoA.attFlag:= tsc_AttOff)
	 
	 
	@sic EW R5s050337 sic@

	9
	 
	        +ts_SysInfoModifyMM ( 
tsc_CellA, 
tcv_CellInfoA.mcc, 
tcv_CellInfoA.mnc, 
tcv_CellInfoA.lac, 
tcv_CellInfoA.attFlag, 
tcv_CellInfoA.t3212, 
tcv_CellInfoA.rac, 
tcv_CellInfoA.nmo)
	 
	 
	@sic EW R5s050337 sic@

	10
	 
	         (tcv_MM_TestExecution := TRUE)
	 
	 
	MM test execution starting 
@sic EW ER 1520 sic@

	11
	 
	          +lt_Body
	 
	 
	 

	12
	 
	           (tcv_MM_TestExecution := FALSE)
	 
	 
	MM test execution starting 
@sic EW ER 1520 sic@

	13
	 
	            +lt_RemoveForbiddenPLMN
	 
	 
	Remove forbidden PLMN 
@sic EW R5s070045 sic@

	14
	 
	             +po_ConnectionAndSS_Rels
	 
	 
	Release all resources
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