Page 1



3GPP TSG RAN WG5 Testing 
(
 R5s070134
01 Jan – 31 Dec 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	34.123-3
	CR
	
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Summary of Regression errors in wk 11 IR_U ATS  

	
	

	Source to WG:
(

	Aeroflex

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI_Test
	
	Date: (

	10/04/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	Please see below.

	
	

	Summary of change:
(

	Due to regression testing on IR_U ATS of wk-11 some changes are needed.

	
	

	Consequences if 
(

not approved:
	TTCN implementation will not be correct.

	
	

	Clauses affected:
(

	6.2.1.1 & 6.2.1.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


3GPP TSG RAN WG5 Testing
(
R5s070134
01 Jan – 31 Dec 2007

Title:
Summary of Regression errors in wk 11 IR_U ATS  
Source:
Aeroflex
Agenda Item:
TTCN Issues
Document for:
Approval
Contact:
Faris Muhammad
faris.muhammad@aeroflex.com
Tel. +44 1628 610686
1 Table of Contents

31
Table of Contents


32
Corrections required


3Change 2.1: tc_6_2_1_1


4Change 2.1: tc_6_2_1_6




2 Corrections required 
Change 2.1: tc_6_2_1_1
	Object
	tc_6_2_1_1

	Reason for change
	At row# 25, user is prompted to switch on the UE but test case variable “tcv_UE_SwitchedOn” is not updated, due to which switch ON command appears again in test step “ts_IRU_NormalRegistration” without any switch OFF in between.

	Summary of change
	Replaced row #25 to call test step “ts_MMI_UE_SwitchOn” which updates “tcv_UE_SwitchedOn”.

	MCC 160 comments
	


Before:
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After:
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Change 2.1: tc_6_2_1_6

	Object
	tc_6_2_1_6

	Reason for change
	At row# 29, the user is prompted again to insert USIM A though it is already inserted.

	Summary of change
	Removed row# 29.


	MCC 160 comments
	


Before:
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After:
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