Page 1



3GPP TSG RAN WG5 Testing
(
 R5s080003
01 Jan – 31 Dec 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	34.123-3
	CR
	
	(

rev
	-
	(

Current version:
	6.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to PDU definition DTMINFORMATION in IRU ATS

	
	

	Source to WG:
(

	Motorola and MCC 160

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI_Test
	
	Date: (

	11/01/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8 
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Please see below

	
	

	Summary of change:
(

	Please see below

	
	

	Consequences if 
(

not approved:
	The test case may fail a conformant UE.

	
	

	Clauses affected:
(

	All DTM test cases.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


1 Change 1

	Table Name
	DTMINFORMATION

	Test Case affected
	All DTM test cases

	Reason for change
	IN PDU definition for 'DTMINFORMATION', encoding variation is specified as 'GSMSparePadding_Rule2', which as per 34.123-3 clause 6.10.2.9.2, will append the 13 byte message with spare padding of '2B'O and make it

23 byte fixed length.

As per 44.018 clauses 9.1.12g and 10.5.2.11a, DTM information has no rest octets defined and further spec allows a minimum length of 13 bytes [ 8 bytes fixed length and minimum 5 bytes for dTMInfoDetails].

	Summary of change
	Remove Encoding variation rule

	MCC 160 Comments
	Accepted as an improvement as this downlink message is only used in R99 test cases.  Also removed Rel-6 additions to DTMInfoDetails as these are dependent on GSMSparePadding_Rule2 (require LowHigh rule).  If this message is to be used in Rel-6 or above test cases, then another solution must be found.


Before Change:

	PDU Name
	DTMINFORMATION 

	PCO Type
	G_DSAP 

	Encoding Rule Name
	GSMSparePadding_Rule2 

	Encoding Variation
	 

	Comments
	DTM INFORMATION  ntw -> ue/ms

3GPP TS 44.018 clause 9.1.12g 


	Field Name
	Field Type
	Field Encoding
	Comments

	skipIndicator 
	B4 
	 
	skip indicator  M

BITSTRING [4] 

	rRProtocolDiscriminator 
	B4 
	 
	RR protocol discriminator   M

BITSTRING [4] 

	msgType 
	O1 
	 
	message type   M

BITSTRING [8] 

	routingAreaId 
	RAI_v 
	 
	Routing Area Identification   M   OCTETSTRING [6] 

	dTMInfoDetails 
	DTMInfoDetails 
	 
	DTM Information Details  M

OCTETSTRING [4] LV 


	Detailed Comments
	 


After Change:

	PDU Name
	DTMINFORMATION 

	PCO Type
	G_DSAP 

	Encoding Rule Name
	

	Encoding Variation
	 

	Comments
	DTM INFORMATION  ntw -> ue/ms

3GPP TS 44.018 clause 9.1.12g 


	Field Name
	Field Type
	Field Encoding
	Comments

	skipIndicator 
	B4 
	 
	skip indicator  M

BITSTRING [4] 

	rRProtocolDiscriminator 
	B4 
	 
	RR protocol discriminator   M

BITSTRING [4] 

	msgType 
	O1 
	 
	message type   M

BITSTRING [8] 

	routingAreaId 
	RAI_v 
	 
	Routing Area Identification   M   OCTETSTRING [6] 

	dTMInfoDetails 
	DTMInfoDetails 
	 
	DTM Information Details  M

OCTETSTRING [4] LV 


	Detailed Comments
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