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Correction to MAC testcase 7.1.5.6
tc_ 7.1.5.6:It_LocalTest

	Test step name
	tc_7.1.5.6:It_LocalTest

	Reasons for change
	1.The values used in TTCN for  for HARQ re-transmission parameters differs from the values specified in 34.108 table 6.1.5.1. Currently the redundancy and constellation version coding sequence for QPSK Modulation  is  used for 16QAM modulation and vice versa.

2. The Guard time is not adequate to run all the test points for UEs of category 9 or above.
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1 START t_Guard(800)
[ Px_RAT o] FDD supported

@sit R55-050532 sic@
@sic RS070055 sic@

3 +1s_RRC_InitvariablesPS_HS Initial Test Case Variables

4 +ts_Initvatiables_7_1_5_6_HS

5 (tev_HS_CTo ul_DataRate=164) to setULto 64 KBPS

6 +It_Pr_Gotostates_1 7LoopBack

7 +15_TC_CloseUE_TestLoop (tsc_CellDedicated, tsc_UE_ step13to1e
TestLoophodet, ¢_UE_TestLoophode1_LB_Setup (312, tsc_
RB25))

8 T8s (tey_TestBody = TRUE )

9 +It_LocalTest

10 TBE (10v_TestBody = FALSE )

11 +15_TC_OpenUE _TestLoop(tse_CellDedicated ) Step 19-20

12 +15_TC_DeactivaleRB_Testhode (tsc_CellDedicated) Steps 2021

13 +ts_RRC_ConnRel_HS (tse_Celld, cell Deh) @sic R55050379 5ic@

14 +t5_GMM_DetachOnSwitthOf_ts( tsc_Cella) @sic R55050379 5ic@

15 +po_ConnectionAndSS_Rel 15 (tsc_Cella)

16 [TRUE) @sic Indent sic@

1t LocalTest

7 ev_ModScheme = apsk, tov_HS_Cfg modulationScheme = g @sic R5-062544 sic@
Pk ov_HS_Cfyredundancyversions = (6,21,5.3.4.7.0)

18 (tev_NCodes =1)

19 REPEAT I TesiCores UNTIL [t NCodes » to_UE_Cap_H repeattill UE supported numbe
8 MarCodes] rofcodes

20 [tov_UE_Can_HS GAMSupported = TRUE] 16 GAM supported

2 tev_ModScheme = gam1 b oy HS_Cy modulationscherne @sic R5-062544 5ic@
=gam16ov_HS_Cfy redundancyVersions ={0,2,5,6,1,3.7.4)

) ey NCodes =1)

3 REPEAT I TesiCodes UNTIL [t NCodes » to_UE_Cap repeattill UE supported numbe
_HS MaxCodes] rof codes

2 [TRUEI 16 GAM Not supportedt

It TestCodes

2 +ts_GetKoitev_ModScheme tov_NCodes)

26 {tev_Ki = 0, tov_Execute = TRUE)
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@sit R55-050532 sic@
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3 +1s_RRC_InitvariablesPS_HS Initial Test Case Variables

4 +ts_Initvatiables_7_1_5_6_HS

5 (tev_HS_CTo ul_DataRate=164) to setULto 64 KBPS

6 +It_Pr_Gotostates_1 7LoopBack

7 +15_TC_CloseUE_TestLoop (tsc_CellDedicated, tse_U step13to1e
E_TestLoopModet, c_UE_TestLoopModel_LB_Setup (312
tse_RB25))

8 T8s (tey_TestBody = TRUE )

9 +It_LocalTest

10 TBE (10v_TestBody = FALSE )

11 +15_TC_OpenUE _TestLoop(tse_CellDedicated ) Step 19-20

12 +15_TC_DeactivaleRB_Testhode (tsc_CellDedicated) Steps 2021

13 +ts_RRC_ConnRel_HS (tse_Celld, cell Deh) @sic R55050379 5ic@

14 +t5_GMM_DetachOnSwitthOf_ts( tsc_Cella) @sic R55050379 5ic@

15 +po_ConnectionAndSS_Rel 15 (tsc_Cella)

16 [TRUE) @sic Indent sic@

1t LocalTest

7 Gev_ModScheme = qpsk, tov_HS_Cfy modulationScheme @sic R5-062544 sic@

apsk,tev_HS_Cfg redundancyVersions = (0,2,5,61.3,7.4) WAHSDPA

18 Tev_NCotes =1)

19 REPEAT I TesiCodes UNTIL [to_NCodes » to_UE_Cap repeat il UE supported number of|
_HS MaxCodes] cotes

20 [tev UE_Cap_HS GAMSupported = TRUE] 16 GAM supported

2 e ModSchere = garm1 b cv_HB_Cfa modulatonschern @sic R5-062544 5ic@
& =gam16cv_HS_Cfa redundancyversions = (6,21 53,47, WAHSDPA
o)

) o NCoes =17

3 REPEAT It TestCodes UNTIL [tev_NCodes » tov_UE_Ca repeat il UE supported number of|
p_HS MaxCodes] codes

2 [TRUEI 16 GAM Not supportedt

It TestCodes

2 +ts_GetKoitev_ModScheme tov_NCodes)

26 te_Ki'= 0, toy_Execute = TRUE)
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