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2 Correction to RRC testcases 8.3.4.1 & 8.3.4.3
2.1 8_3_4_1

Test stept Name
8_3_4_1

Reason for change
Active setupdate procedure is triggered to add Cell-B to the active list, after receiving ActSetupdate complete, Cell A is switched off. 

It should be ensured that the ACK for Act setupdateCmpl, is sent before Cell A is switch off. 

A delay is added to ensure that the ACK message is sent before cell A is switched off

Summary of change
 Added +ts_RRC_Delay (200) after Step 4.

Source of change
New change

Label
WA#RRC

MCC160 Comment
Accepted as an improvement
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+ts_TransmitActiveSetUpdateAdd_8_;

START{_waiths
2 TIMEOUT t_Waitis
AM ? RLC_AM_DATA_IND
CANCEL LWaitvs

+s_RRC_Delay (200)
TS SWITTCROM TS :_Cella)

+s_SHO_ReleassDL_DPCH (tsc_Cellé)

_sho (tsc_CellB)

car_AstSstUpdateCrpi(
tsc_CellDedicated,

tse_RB2,
or_108_ActSetUpdateCrpl (
to RRC_TI))

®
®

Step 3. ACTIVE SET UPDATE
message including "Radio Link
Addiion Infarmation”;

@sic Thomas R5S050144 sic@

Waitfor 13 secs
Step 4 ACTIVE SET UPDATE
COMPLETE

UE configures a new radio linkto
cell2

WAFRRC
Step 5. Set power levels
according to colurnn T2 in Table
8342 (Cell A off Cell B-60
dBm);

@sic Thomas T1-040940 sic@
Step 5. 55 configures DL power
settings according o T2 in Table
8.3.4.1 (Cell A OF, Cell B -50 dBm)





2.2 8_3_4_2

Test stept Name
8_3_4_2

Reason for change
Active setupdate procedure is triggered to add Cell-C to the active list, after receiving ActSetupdate complete, Cell A and B is switched off. 

It should be ensured that the ACK for Act setupdateCmpl, is sent before Cell A and B is switch off. 

A delay is added to ensure that the ACK message is sent before cell A & B is switched off

Summary of change
 Added +ts_RRC_Delay (200) after Step 4.

Source of change
New change

Label
WA#RRC

MCC160 Comment
Accepted as an improvement, but TC affected is 8.3.4.3 (not 8.3.4.2)
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+15_88_IncrementCellPowsrLevel sc_CelC ,20)
+It_ReceiveNeasurementRenonCellC_eta

+5_SHO_ConfigureAdditionalDL_DPCH_sho_Obs (tsc_CelC)

+s_TransmitActiveSetUpdateAdd_Remove_sho(isc_CellC,
tev_CellinfoB.prisermCode)

START{_waiths
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+s_RRC_Delay (200)
—pPeH tsc_CellB)

+15_83_8wittnCeIIOf tsc_Cella)

+15_83_SwitthCelOf (tsc_CellB)

+t_ReceiveNeasurementRenonCellCAB_e1h

AN RLC_AM_DATA_REQ

START{_waiths
TBF4 2 TIMEOUT t_Waitms

car_AstSstUpdateCrpi(
tsc_CellDedicated,

tse_RB2,
or_108_ActSetUpdateCrpl (
to RRC_TI))

cas_UE_CapabilityEnay(
tsc_CellDedicated,

tse_RB2,
©5_108_UE_CapabilitEng (
tov_Cellindino.dl_integrityCheckdnfo,
to_ RRC_T))

Step 1;

Step 2. MEASUREMENT
REPORT;

@sic Thomas T15040366 sic@
To configure an additional radio
link (downlini for cell C;

@sic Thomas T15040366,
RES060044 sic@

@sic Thomas R5-0620046 sic@
Step 3. ACTIVE SET UPDATE
message including "Radio Link
Addiion Information” for cell B
(cell 3) and "Radio Link Removal
Informationt for cell A (cell 2);
@sit Thomas R5S060044 sic@

(F) Waitfor 13 secs
(P) Step 4 ACTIVE SET UPDATE
COMPLETE

WAFRRC
Now remove DL radio link of cell
(cell 2); @sic Thomas CR
T15040235 sic@

Step 4a: Power sefting according
to'T3;

@sic Thomas T1-040940 sic@
Step 4a: Power sefting according
to"T3" MK Attenuation;

@sic Thomas T1-040940 sic@
step 4b; @sic Thomas CR
T1-040243 sic@

Step 5. UE CAPABILITY ENQUIRY
(send via cell C)

(F) Waitfor 13 secs
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