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	Reason for change:
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	Currently when the USIM removal related pixits pc_USIM_Rmv and pc_DetachOnUSIM_Rmv are set to true then USIM removal and insertion are implemented in TTCN as below :

USIM removal during the preamble is correctly implemented in ts_CreateCellDCH/FACH-> ts_SS_CellCfg-> ts_MM_PwrOrUSIM_Off(tsc_USIM_NeedRmv). 
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Corrections required for USIM insertion

 Change 1 :
	TestStep
	ts_GMM_IdleUpdated

	Reason for change
	1) USIM insertion related MMI command needs to be included in the test step ts_GMM_IdleUpdated

	Summary of change
	Replace all instance of + ts_MMI_UE_SwitchOn by +ts_MM_PwrOrUSIM_On(tsc_USIM_NeedRmv)


	Source of change
	


Before Change: 
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After Change : 
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Change 2 :
	TestStep
	ts_GMM_IdleUpdated_r5

	Reason for change
	2) USIM insertion related MMI command needs to be included in the test step ts_GMM_IdleUpdated_r5

	Summary of change
	Replace all instance of + ts_MMI_UE_SwitchOn by +ts_MM_PwrOrUSIM_On(tsc_USIM_NeedRmv)


	Source of change
	


After Change :
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Change 3 :
	TestStep
	ts_GMM_IdleUpdated_r6

	Reason for change
	3) USIM insertion related MMI command needs to be included in the test step ts_GMM_IdleUpdated_r6

	Summary of change
	Replace all instance of + ts_MMI_UE_SwitchOn by +ts_MM_PwrOrUSIM_On(tsc_USIM_NeedRmv)


	Source of change
	


After Change : 
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Change 4 :
	TestStep
	ts_GMM_IdleUpdated_r7

	Reason for change
	4) USIM insertion related MMI command needs to be included in the test step ts_GMM_IdleUpdated_r7

	Summary of change
	Replace all instance of + ts_MMI_UE_SwitchOn by +ts_MM_PwrOrUSIM_On(tsc_USIM_NeedRmv)


	Source of change
	


After Change : 
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